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State of California
AIR RESOURCES BOARD

Staff Report: Initial Statement of Reasons for
the Proposed Asbestos Airborne Toxic Control Measure
for Construction, Grading, Quarrying, and Surface Mining Operations

Executive Summary

INTRODUCTION

In 1986, the Air Resources Board (ARB or Board) identified asbestos as a toxic
air contaminant (TAC) based on its classification as a known cancer causing pollutant.
In that process, the Board found that no threshold exposure level could be identified
below which adverse health effects would not be expected.

Last year the Board approved amendments to an airborne toxic control measure
(ATCM) that was originally adopted in 1990. This amended ATCM reduced the
allowable asbestos content in materials used for surfacing applications from five percent
to 0.25 percent. At that time, staff advised the Board that we would be returning with a
complementary ATCM addressing asbestos emissions from construction, grading,
qguarrying, and surface mining operations. Air monitoring information, emission
estimates using published emission factors, and site visits indicate that construction,
grading, quarrying, and surface mining in areas with naturally-occurring asbestos can
result in potentially harmful asbestos exposure to the general public. Because of this,
staff is proposing an Asbestos Airborne Toxic Control Measure for Construction,
Grading, Quarrying, and Surface Mining Operations. The proposed regulation is
designed to require work practices that will minimize emissions of asbestos-laden dust
from operations that occur in areas where naturally-occurring asbestos is found or is
likely to be found. If approved by the Board, the proposed ATCM will be sent to the
local air pollution control or air quality management districts (districts) to be
implemented and enforced. The local districts may implement the proposed ATCM as
approved by the Board, or adopt an alternative rule at least as stringent as the ATCM.

Il. BACKGROUND

1. Why is the staff proposing an ATCM for Construction, Grading, Quarrying, and
Surface Mining?

Air monitoring conducted in California and Virginia has indicated that activities
associated with construction, grading, quarrying, and surface mining in areas known to



have naturally-occurring asbestos can result in offsite asbestos concentrations in the air
that represent a potential hazard to public health. Because of the variability of asbestos
concentrations and dust producing activities, exposures are variable over time and from
location to location. However, air monitoring has demonstrated that actions currently
being taken in some locations to control dust emissions from these activities are
effective in reducing asbestos emissions.

This proposed regulation would apply to construction, grading, quarrying, and
surface mining operations in areas identified as geographic ultramafic rock units on
maps developed by the Department of Conservation (DOC), Division of Mines and
Geology. This is consistent with the approach used in the Asbestos ATCM for
Surfacing Applications, which the Board approved last year. The DOC has identified
ultramafic rock, and its metamorphic derivative serpentine, as the rock types more likely
to contain asbestos. For some sources that would be subject to this ATCM, some dust
mitigation measures are currently required for air quality or water quality protection.
This proposed measure would promote statewide consistency in control requirements
and compliance. The proposed ATCM is expected to apply to only one percent of the
new construction in California and 25 of the approximately 800 mines and quarries in
California.

2. What does the law require to protect public health?

The TAC ldentification and Control Program is established in Health and Safety
Code (H&SC) sections 39650 et seq. State law requires the Board to reduce emissions
of TACs to the lowest level achievable through the application of best available control
technology (BACT) in consideration of cost and risk. The Board may require the use of
a more effective control method if it is determined to be necessary to prevent an
endangerment of public health. The staff is proposing an ATCM consistent with this
State law mandate and believes that the proposed dust mitigation measures are
technically feasible and will achieve the greatest reductions in exposure at the lowest
cost of any approach identified for these source types.

The law is clear in its intent that emissions of TACs should be controlled to levels
that reduce health risks and prevent harm to the public health. The law also states that
it may be necessary to take action even when undisputed scientific evidence may not
be available to determine the exact nature and extent of risk from a TAC.

3. How is serpentine and ultramafic rock related to asbestos?

Two of the most common varieties of asbestos minerals that are found naturally
in many parts of California are chrysotile and tremolite. The most common and
abundant type is chrysotile. Tremolite also occurs but is found in much lower quantities
than chrysotile. Both of these types of asbestos are found in serpentinite, commonly
referred to as serpentine or serpentine rock. Ultramafic rock is the parent igneous rock
for serpentinite. Ultramafic rock, other than serpentine, may also contain asbestos.
Known areas of serpentine and ultramafic rock can be located on geologic maps under



the designation of “ultramafic rock units.” The total land area of the State represented
by ultramafic rock units is about 1.4 percent, much of which is located in remote areas
of northwestern California (DOC, 2000).

When serpentine or asbestos-containing ultramafic rock is crushed, broken, or
otherwise disturbed, the asbestos is released to the air and can present a potential
health risk. Asbestos released when asbestos-containing soil or rock is disturbed is
commonly referred to as "naturally-occurring” asbestos.

[l PUBLIC OUTREACH

An open public process that involves all parties affected by the proposed ATCM
is an important component of all ARB’s actions. Since 1998, ARB has maintained a
website to facilitate the dissemination of up-to-date information on the issues and
progress of the regulatory process for naturally-occurring asbestos at
www.arb.ca.gov/toxics/asbestos.htm. Many useful advisories and informational items
are available at this site, which has received an average of about 950 hits per month.
The website has also been used to notify interested parties of meetings and make draft
versions of the proposed ATCM available to the public.

ARB staff has held five public workshops to discuss the regulatory approach and
draft regulatory language. ARB staff has also participated in four other public meetings
and has had numerous meetings with individuals and small groups. ARB staff also
meets on a regular basis with representatives of 13 state and federal agencies with an
interest in regulation of naturally-occurring asbestos. ARB staff have coordinated with
the districts through the California Air Pollution Control Officers Association. ARB staff
have also met and talked with concerned citizens, especially citizens from the El Dorado
County area.

Industry involvement has included several of the major industry associations with
an interest in construction, the production of aggregate materials, mining, and timber
production. These associations and individual quarry operators and their
representatives have participated in the public workshops and have met with staff on an
individual basis.

V. EMISSIONS AND POTENTIAL HEALTH IMPACTS

1. What are the sources of naturally-occurring asbestos?

Sources of naturally-occurring asbestos emissions include unpaved roads,
driveways, and other surfaces covered with asbestos-containing serpentine or
ultramafic rock; and construction, grading, quarrying, and surface mining activities in
serpentine and ultramafic rock areas. The use of asbestos-containing material for
surfacing was addressed in the Asbestos Airborne Toxic Control Measure for Surfacing


http://www.arb.ca.gov/toxics/asbestos.htm

Applications, which the Board approved in July 2000. This measure prohibits the use of
material for surfacing if it has an asbestos content greater than 0.25 percent. This
proposal addresses emissions of naturally-occurring asbestos from construction,
grading and quarrying activities.

2. How much asbestos is emitted from construction, grading, quarrying, and surface
mining?

Quantitative assessments of the asbestos emissions from these activities are
difficult to estimate because of the many factors which influence the rate of release of
the asbestos fibers and the high degree of variability of each of these factors. These
factors include the size of the area being disturbed; the level of soil disturbance; the
equipment being used including equipment size, speed, and mode of operation; the
asbestos content of the material being disturbed; seasonal variations; and
meteorological conditions. However, the ARB and others have done air monitoring in
locations near these activities in areas where naturally-occurring asbestos was known
to be present and found asbestos in the air at potentially harmful concentrations. Itis a
well-established fact that these activities result in emissions of fine particulate matter.
When asbestos is present in soil and rock, it is reasonable to conclude that asbestos,
like other particulate matter, will be emitted during such activities.

3. What are the potential health impacts from asbestos exposures related to
construction, grading, quarrying, and surface mining?

Asbestos is classified as a known human and animal carcinogen by state,
federal, and international agencies. Inhalation of asbestos fibers has been shown to
cause several serious illnesses including lung cancer, mesothelioma, and asbestosis.
Asbestos, in six mineral forms, was identified by the ARB as a TAC in 1986 and is
included on the United States Environmental Protection Agency’s (U.S. EPA's) list of
hazardous air pollutants. There has been some debate by members of the scientific
community regarding the different cancer potencies of the various forms of asbestos.
Tremolite and other amphibole asbestos forms are considered by some to be more
potent than chrysotile in inducing mesothelioma; however, the available data does not
currently enable State or federal scientists to make a distinction of cancer potency by
fiber type. It should be noted that chrysotile appears to be equally potent as all other
forms of asbestos in causing lung cancer (DHS, 1986).

The asbestos concentrations measured by air monitoring near construction
projects, mines, and quarries represent a wide range of estimated potential risks from
zero to over a thousand chances per million. The wide range of risk occurs due to the
high variability of several factors influencing the rate of emissions, including the
asbestos content of the disturbed material, the magnitude of soil disturbance, the
measures being taken to reduce dust emissions, and meteorological conditions. The
exposure from some of the sources proposed for regulation tends to be episodic.
Because the exposures in some locations may be episodic and not a true annual
average concentration, the estimated cancer risks may be overstated. While exact risk



numbers are difficult to estimate, health officials agree that asbestos is a known human
carcinogen and exposure to it should be minimized.

V. SUMMARY OF THE PROPOSED ATCM

1. What does the proposed ATCM require?

The proposed ATCM is designed to minimize the public’s exposure to asbestos
by requiring work practices that will minimize dust emissions from activities associated
with construction, grading, quarrying and surface mining. The ATCM proposes different
requirements for three sectors of the industries covered: construction and grading, road
construction and maintenance, and quarrying and surface mining. These requirements
apply to projects where the area to be disturbed is in an area specified on maps
published by the DOC showing ultramafic rock units or where ultramafic rock,
serpentine, or naturally-occurring asbestos is known to occur even if not shown on the
maps.

In developing the ATCM, one of our goals was to evaluate current practices
being used by these sources to minimize dust emissions. We have designed this
proposed ATCM by reviewing the existing regulations and incorporating best
management practices into the measure. A number of information sources formed the
basis for this proposed regulation. Among them are visits to numerous quarries and
construction sites, district dust control rules, district permits for sources subject to dust
control rules, asbestos air monitoring data collected over many years, U.S. EPA studies
of fugitive dust sources, and the emission factors published in the U.S. EPA Compilation
of Air Pollutant Emissions Factors (AP-42). The requirements in the proposed
regulation reflect the best dust mitigation measures currently being used on these
sources. The adoption of this ATCM will help ensure that sources throughout the State
are subject to a consistent set of requirements.

The requirements for construction projects are divided into requirements for
projects that disturb one acre or less (small construction projects), and those that
disturb more than one acre (large construction projects). The requirements for small
construction projects specify wetting the soil area to be disturbed; wetting, covering, or
stabilizing storage piles; limiting vehicle speeds to 15 miles per hour (MPH) or less;
cleaning equipment before moving it off-site; and cleaning up visible track-out on the
paved public road. These requirements would not apply to individuals working on their
own property that are less than one acre.

Large construction projects are required to prepare a dust mitigation plan and
receive approval from the district prior to start of the project. The plan must specify
measures that will be taken to ensure that no visible dust crosses the property line and
must address specific topics. The dust mitigation plan must address control of
emissions from: track-out, disturbed surface areas, storage piles, on-site vehicle traffic,
off-site transport of material, and earthmoving activities. The plan must also address



post construction stabilization and air monitoring (if required by the district). Table 1
shows control options for the topics to be addressed in the asbestos dust mitigation plan
for large construction projects. Many of these requirements would already be carried
out by such projects to minimize nuisance dust complaints and protect water quality.

Table 1. Dust Mitigation Options For Large Construction Projects

Emission Sources Dust Mitigation Options
Gravel pad
Grizzly

Track-out - Wheel wash system

Wet sweeping
HEPA filter vacuum

Apply water

Maintain a crust

Disturbed surface areas and inactive storage piles - Apply dust suppressants or chemical stabilizers
Cover with tarps or vegetative cover

Install wind barriers

Restrict vehicles to 15 MPH or less
Keep roads adequately wetted
Apply dust suppressants

Cover with non-asbestos gravel

Traffic on unpaved on-site roads

Keep wet

Active storage piles .
gep Cover with tarps

Pre-wet to depth of cuts
Earthmoving activities - Suspend grading when winds are high
Apply water

Ensure trucks are maintained such that no
spillage can occur from holes or other openings
Off-site transport of material in cargo compartments

Ensure that loads are wet and tarped or wet
and loaded with 6 inches of freeboard

Establish and maintain a vegetative cover
Cover with at least 3 inches of non-asbestos
material

Pave

Post-construction disturbed areas

The requirements for road construction and maintenance include notifying the
district before starting the project, wetting the area to be disturbed, restricting traffic
speed to 15 MPH or less, and preventing visible track-out on the paved public roadway.
Again, many of these projects currently employ measures to control fugitive dust.

Quarries and surface mines must obtain district approval for an asbestos dust
mitigation plan that ensures that emissions from processing equipment does not exceed
either 10 percent or 15 percent opacity depending on the equipment. Also, the plan
must ensure that visible dust does not pass over the property line. In addition to
processing controls, the plan must include track-out control, control for on-site public
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roads, and air monitoring (if required by the district). Table 2 shows control options for
the topics to be addressed in the asbestos dust mitigation plan.

Table 2. Dust Mitigation Options for Quarries and Surface Mines

Emission Sources Dust Mitigation Options

Spraybars on conveyors

Shrouds on drop points

Keep materials wet during excavation, grading,
and truck loading

Material handling

Gravel pad

Grizzly

Wheel wash system
50 feet of paving
Wet sweeping
HEPA filter vacuum

Track-out prevention and removal

Pave with asphalt or concrete
On-site roads open to the public - Treat with a dust suppressant
Cover with non asbestos gravel

15 MPH speed limit

On-site traffic Keep roads wetted

Active stock piles - Keep wetted

Ensure trucks are maintained such that no
spillage can occur from holes or other openings
Offsite transport of material in cargo compartments

Ensure that loads are wet and tarped or wet
and loaded with 6 inches of freeboard

Keep wetted
Inactive stockpiles and exposed areas - Apply dust palliatives or suppressants
Cover with non-asbestos material

The proposed ATCM also contains sections addressing recordkeeping and
reporting, test methods, timelines, and definitions.

2. What exemptions are allowed?

Potentially affected sources can obtain an exemption from the ATCM if a
geologic evaluation determines that the area to be disturbed does not contain any
serpentine or ultramafic rock. Agricultural operations and timber harvesting activities,
except for the construction of roads and buildings, are exempted. Individuals engaged
in construction and grading activities on property they own or rent are exempt if the area
disturbed is one acre or less. This exemption is provided because staff believes the
administrative burden on the local air districts, and the difficulty in enforcing the
requirements for work practices on homeowners and renters, makes such an approach
unworkable. The ARB plans to pursue an education and outreach program to inform
homeowners and renters of the potential for exposure and what they can do to reduce
their exposure. An exemption is provided for emergency road construction or repair.
Road construction and maintenance activities can obtain an exemption if the activity is
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more than a mile from any receptor. Sand and gravel operations working from an
alluvial deposit can obtain an exemption from the dust mitigation measures for
processing equipment if the material being processed is from an alluvial deposit.

3. What are the key unresolved issues?

While ARB staff have been able to resolve the majority of the concerns raised by
the industry and concerned citizens, there are some issues on which we have not
reached a consensus. Some people believe different types of asbestos should be
regulated differently. This would not be consistent with State law and the guidance from
the Office of Environmental Health Hazard Assessment on health effects analysis.
Some companies fear that the districts will routinely require extensive air monitoring
without a reasonable cause. We have been working with the air districts informally on
this issue and do not expect the districts to respond in this way. Also, we will provide air
monitoring guidance to the districts. Some organizations want to be allowed an
exemption if they can demonstrate that there is no asbestos in an ultramafic rock area.
We are working with the DOC on this issue to see if criteria and a methodology can be
developed to reliably make such a determination. Staff does not believe that the
necessary tools and techniques exist that would enable a geologist to make this
determination. Additionally, implementing this option could result in significant costs to
state and local government agencies, including the ARB and DOC.

VI. IMPACTS OF THE PROPOSED ATCM — HEALTH, ECONOMIC,
ENVIRONMENTAL

1. Will the revisions reduce public health risk?

The proposed revisions will minimize health risks associated with the disturbance
of asbestos-containing material in construction and grading projects, road construction
and maintenance projects, and the excavation and processing of asbestos-containing
material in quarries and surface mines. This proposed measure will ensure that best
management practices for minimizing dust emissions from these activities are
implemented when the soil or rock is disturbed. The proposed regulation will also result
in a small reduction in the total emissions of particulate matter statewide. Another
potential result of this proposed regulation would be reduced worker exposure.

2. What will the ATCM cost?

The increase in cost for small construction projects at existing homes is
estimated to be less than $55 per project. Additional costs for new housing construction
are estimated to range from $200 to $500 per lot. Costs may vary depending on dust
management practices currently being used. Less than one percent of new housing
construction is expected to be located in an area covered by the ATCM.
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No significant additional costs to California Department of Transportation
(Caltrans) or public works departments for road construction and maintenance are
expected because these agencies routinely employ measures to minimize dust
emissions during road construction.

There are about 800 mines and quarries in California that hold active permits
under the Surface Mining and Reclamation Act. Of these, the staff has identified 25 that
may incur costs to comply with the ATCM.

Costs to quarries will vary depending on which activities will need additional
control and which options are available to sources. Small mines and quarries, that do
not have on-site public roads and do not have roads that exit onto a paved public road,
would incur the lowest costs. We estimate these quarries will incur first year costs of
$500 to $700 and ongoing costs from $0 to $2,000 per year.

Quarries which must add process control, track-out control, and control for
on-site public roads. Those that can not use their own gravel for on-site road control
are expected to incur the highest costs. These costs range from $5,500 to $6,800 the
first year depending on which of the available options they chose. Ongoing costs could
range from $0 to $2,000 per year. These costs are not expected to be a significant
burden. However, the ATCM will affect the same three quarry operations located in
serpentine or ultramafic rock deposits that were identified as having potentially
significant economic impacts from a prohibition of the use of asbestos-containing
materials for surfacing (ARB, 2000). Several quarries currently are using effective dust
mitigation measures for many of the activities addressed in the proposed regulation.

Overall, the proposed regulation is estimated to cost approximately $3 to
$5 million over 5 years or an average of $600,000 to $1 million per year.

3. Are there any significant adverse environmental impacts associated with the
proposed revisions?

No significant adverse environmental impacts are expected, with the exception
that staff has identified a potential for a very small increase of emissions from
diesel-powered water trucks, a small increase in water use, and a small increase in
electricity used to pump that additional water.

The ARB is committed to evaluating community impacts of proposed regulations,
including environmental justice concerns. Because some communities experience
higher exposures to toxic pollutants, it is a priority of the ARB to ensure that full
protection is afforded to all Californians. The proposed ATCM is not expected to result
in significant negative impacts in any community. The proposed ATCM is designed to
reduce emissions of asbestos-laden dust in those geographic areas within ultramafic
rock units. The result of the regulation will be reduced exposures to potential asbestos
emissions for all communities in these areas, with associated lower potential health
risks.



VII.  NEXT STEPS

If the proposed ATCM is adopted, the local districts must implement and enforce
the ATCM. However, if the district wishes to adopt an alternative regulation, it has
120 days to propose a regulation that is at least as stringent as the ATCM. The
alternative regulation must be adopted within six months of the adoption of the ATCM.
Sources would need to be in compliance by the date the district implemented and
enforced the ATCM or by a compliance date specified in the alternative regulation.

The staff is working with the DOC to develop guidance to assist local air districts
and geologists on the appropriate contents of a geologic assessment for facilities or
operations in asbestos-containing soils. This guidance can be used for the exemption
clause in both the amended ATCM for surfacing applications and this ATCM for
construction, grading, quarrying, and surface mining. ARB staff will also be working
with the DOC to provide updated maps for critical areas likely to contain
naturally-occurring asbestos.

VIIl. RECOMMENDATION

The ARB staff recommends that the Board adopt the proposed Asbestos ATCM
for Construction, Grading, Quarrying, and Surface Mining Operations. In recognition of
the State law requirement for the ATCM to reflect BACT, the staff is proposing
provisions that will require the use of best management practices for control of dust
from construction, grading, quarrying and surface mining operations with the potential to
emit asbestos to the air. Benefits from the proposed ATCM are reduced public
exposures to asbestos emissions from activities that disturb the soil surface in areas
that are known or likely to contain naturally-occurring asbestos. Exposure to asbestos
is known to cause lung cancer and mesothelioma. The proposed actions to minimize
the public's exposure to this known carcinogen are consistent with State policy to
control TACs to the lowest level achievable to prevent endangerment to public health.



l. INTRODUCTION

Exposure and disturbance of rock that contains asbestos can result in the
release of fibers to the air and consequent exposure to the public. Asbestos most
commonly occurs in ultramafic rock that has undergone partial or complete alteration to
serpentine rock (proper rock name serpentinite). Serpentine rock is abundant in certain
areas of California and often contains chrysotile asbestos. In addition, another form of
asbestos, tremolite, can be found associated with ultramafic rock, particularly near
faults. Sources of asbestos emissions include: unpaved roads or driveways surfaced
with ultramafic rock, construction activities in ultramafic rock deposits, or rock quarrying
activities where ultramafic rock is present. In 2000, the Air Resources Board (ARB or
Board) strengthened a regulation that was adopted in 1990 to reduce exposure to
asbestos from surfacing applications.

Asbestos was identified by the ARB as a toxic air contaminant (TAC) in 1986 and
is a known human carcinogen. A TAC is an air pollutant that may cause or contribute to
an increase in mortality or an increase in serious illness, or which may pose a present
or potential hazard to human health. As part of this identification, the Board determined
that there is no identifiable threshold exposure level below which no significant adverse
health effects are anticipated. Under California Health and Safety Code (H&SC) section
39666, the Board has the responsibility of reducing emissions of toxic air contaminants
with no identified threshold exposure level to the lowest level achievable. This is done
through the application of the best available control technology or a more effective
control method, unless the Board determines that an alternative level of emission
reduction is adequate or necessary to prevent an endangerment of public health. In
making this determination, the Board must consider potential alternatives to the
proposed control measure.

When the first Asbestos Air Toxic Control Measure (ATCM) was adopted in 1990,
the Board directed the staff (Resolution 90-27, 1990) to return to the Board if they found
that further control of emissions from serpentine material on existing surfaces was
necessary. Since the adoption of the first Asbestos ATCM, additional information from
ambient monitoring studies and modeling has been developed. This new information
demonstrates that there are significant potential exposures and risks associated with
unpaved roads, even when the asbestos content of the road material is less than one
percent, and with construction and quarrying activities in areas with ultramafic rock
(ARB, 2000).

Last year the Board approved amendments to the 1990 Asbestos ATCM that
reduced the allowable asbestos content in materials used for surfacing applications
from five percent to 0.25 percent. At that time we advised the Board that we would be
returning with a complementary ATCM addressing asbestos emissions from
construction, grading, and quarrying. ARB staff is now proposing adoption of an
Asbestos ATCM for Construction, Grading, Quarrying, and Surface Mining Operations.
This proposed regulation is the result of the ARB staff's evaluation of the need for



regulation of construction, grading, quarrying, and surface mining in areas of
naturally-occurring asbestos. This report contains a discussion of that evaluation and
staff’'s recommendations for reducing public exposure to naturally-occurring asbestos
from those source categories.

The ARB staff proposes to adopt an Asbestos ATCM for Construction, Grading,
Quarrying, and Surface Mining Operations. This proposed control measure would
require persons proposing to disturb deposits of naturally-occurring asbestos to
implement measures that will minimize the emissions of dust from these operations.
The proposed ATCM would also require certain operations to get approval from the
local Air Pollution Control or Air Quality Management District (district) of an asbestos
dust mitigation plan. Other operations will be required to notify the local district when
they will be disturbing areas where naturally-occurring asbestos is found or is likely to
be found.

If adopted by the Board, the proposed ATCM will be sent to the districts to be
implemented and enforced as required under H&SC section 39666. The local districts
may implement the proposed ATCM, as approved by the Board, or adopt an alternative
rule that is at least as stringent as the ATCM.



Il. BACKGROUND

A. Naturally-Occurring Asbestos in Serpentine and Ultramafic Rock
(ARB, 2000)

The term asbestos refers to a group of fibrous, inorganic minerals that are
commercially valued for their high tensile strength and resistance to heat. Asbestos
minerals belong to either the serpentine mineral group or the amphibole mineral group.
The predominant asbestos types in California are chrysotile, tremolite, and actinolite.

The host rock for chrysotile asbestos is serpentinite (hereafter referred to as
serpentine or serpentine rock). Serpentine is widely distributed in California. Itis
mostly derived from the ultramafic rock, peridotite. Serpentine usually occurs near
major faults or within fault zones. Chrysotile asbestos veins can be found in many of
the serpentine masses in California. (DOC, 2000)

Ultramafic rocks are those igneous rocks composed mainly of the
iron-magnesium silicate minerals. They include the rock types dunite, peridotite, and
pyroxenite. Metamorphism of ultramafic rocks usually results in the formation of the
rock serpentine. Because metamorphism of ultramafic rocks to produce serpentine
normally proceeds in successive steps rather than all at once, many ultramafic rocks will
only be partially converted to serpentine when they are finally exposed at the surface of
the earth.

Asbestos may form at any time during the conversion of ultramafic rocks to
serpentine if the physical and chemical conditions are right. Consequently, depending
on its metamorphic history, serpentine may contain chrysotile asbestos,
tremolite-actinolite asbestos, or both. A black and white copy of the State map showing
identified locations of deposits of ultramafic rock units in California can be found in
Appendix B. A color copy can be found on the Department of Conservation (DOC),
Division of Mines and Geology’s (DMG) website at
www.consrv.ca.gov/dmg/minerals/ultramafic/index.htm under the heading DMG
Open-File Report 2000-19: A General Location Guide for Ultramafic Rocks in
California - Areas More Likely to Contain Naturally Occurring Asbestos. (DOC, 2000a)

Tremolite and actinolite asbestos are the most common amphibole mineral
group asbestos types in Califormia. Tremolite asbestos has been found in most of the
counties of the Sierra Nevada and the Klamath Mountains. It generally occurs in veins
associated with fault or shear zones in serpentine. Such veins are ordinarily no more
than a few inches wide, but some contain pockets several feet wide and maximum
lengths on the order of 50 to 110 feet (DOC, 2000). Tremolite and actinolite asbestos
also occurs along serpentine contacts with other metamorphic rocks (rocks that have
been transformed from their original state due to temperature, pressure, and chemical
environment). (DOC, 2000a)
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In addition to serpentine, other rock types in California with documented
occurrences of tremolite or actinolite asbestos are carbonates (limestone, dolomite and
marble), metamorphic rocks such as certain kinds of schist (a type of crystalline rock),
and in certain kinds of igneous rock. However, the number of documented
occurrences of tremolite or actinolite asbestos is much lower for these other rock types
than for serpentine. The most favorable areas for asbestos occurrences within these
non-serpentine rock types are along faults or within fault zones that traverse them.
(DOC, 2000a)

Table II-1 lists the 42 counties in California that are known to have serpentine
and ultramafic rock. The total land area of the State of California represented by these
deposits is about 1.4 percent. The majority of these deposits are in remote regions of
Northwestern California. In addition to the counties in Table II-1, Riverside and Inyo
counties have small serpentine and asbestos deposits related to localized
metamorphism of certain carbonate rocks. (DOC, 2000)

Table I1I-1. Counties with Serpentine and Ultramafic Rock
that May Contain Asbestos

Alameda Imperial Nevada Siskiyou
Amador Kern Placer Sonoma
Butte Kings Plumas Stanislaus
Calaveras Lake San Benito Tehama
Colusa Los Angeles San Francisco Trinity
Contra Costa Marin San Luis Obispo Tuolumne
Del Norte Mariposa San Mateo Tulare

El Dorado Mendocino Santa Barbara Yolo
Fresno Merced Santa Clara Yuba
Glenn Monterey Shasta

Humbolt Napa Sierra

Source: DOC, 2000.

The occurrence of asbestos varies with different rock types and geologic
conditions. In general, the vast majority of serpentine rock potentially contains
asbestos. However, the occurrence of asbestos in ultramafic rock is variable.
Ultramafic rock, especially in and around earthquake faults, has a higher probability of
containing asbestos. Other forms of rock that have been identified as having a small
potential for containing asbestos includes gabbroic rocks (in special cases) and
dolomitic limestone near igneous rock intrusions.

Asbestos fibers can be released into the ambient air when serpentine or
asbestos-containing ultramafic rock is disturbed, crushed, or worn down by human
activities or by the natural forces of weathering.

B. Identification of Asbestos as a Toxic Air Contaminant
(ARB, 2000)

In March 1986, the Air Resources Board (ARB/Board) identified asbestos in
accordance with Health and Safety Code (H&SC) section 39650, et seq. as a toxic air
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contaminant (TAC). The Board identified the following mineral forms of asbestos as a
TAC: chrysotile, actinolite, amosite, anthophyllite, crocidolite, and tremolite. The
Board concluded there was not sufficient scientific evidence available to identify a
threshold exposure level for asbestos below which no significant adverse health effects
are anticipated (title 17, California Code of Regulations, section 93000). The United
States Environmental Protection Agency (U.S. EPA) has also listed asbestos, in all its
forms, as a hazardous air pollutant pursuant to section 112 of the federal Clean Air Act.

There has been debate by some members of the scientific community on
whether there are different cancer potencies for the various forms of asbestos. Some
believe the chrysotile form of asbestos is a less potent carcinogen for mesothelioma
than other forms of asbestos, such as tremolite. However, no distinction in cancer
potencies between the various asbestos forms has been made by either the ARB or
U.S. EPA due to the lack of conclusive scientific data. Both agencies currently treat all
forms of asbestos to be equally hazardous. This issue is further discussed in the
following section.

C. Health Effects of Asbestos
(ARB, 2000)

Asbestos is classified as a known human and animal carcinogen by state,
federal, and international agencies. When asbestos fibers are inhaled they are
deposited deep into the lung and may be retained there for long periods. The fibers
can cause inflammation of body tissue and can disrupt cell division leading to various
diseases. These diseases may not occur until many years after exposure, even after
the exposure has ended. Inhalation of asbestos fibers has been shown to cause
several serious illnesses including lung cancer, mesothelioma, and asbestosis.

Lung Cancer: Lung cancer is a relatively common form of cancer which has
been linked to smoking, asbestos exposure, and a variety of occupational
exposures. Cigarette smoking significantly increases the risk of lung cancer for
those people exposed to asbestos.

Mesothelioma: Mesothelioma is a rare, incurable cancer of the thin membranes
lining the lungs, chest, and abdominal cavity. Almost all cases are linked to prior
occupational asbestos exposure. However, mesothelioma, from environmental
exposure to tremolite, has been found in people living in Greece, Turkey, and
New Caledonia.

Asbestosis: Asbestosis (a form of pulmonary fibrosis) is a non-cancerous lung
disease related to diffuse fibrous scarring of the lungs. Inhaling asbestos fibers
can cause scar tissue (fibrosis) to form inside the lung. This scarring of the lung
tissues reduces the lung’s ability to expand and contract, thereby reducing the
uptake of oxygen and impeding respiration. Asbestosis can cause progressive
shortness of breath and coughing. This disease has occurred in people heavily
exposed to asbestos in the workplace and in the families of asbestos workers.
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Ingestion of asbestos fibers can occur by drinking water that contains asbestos
fibers. It also can occur when inhaled asbestos fibers are coughed up and swallowed.
Ingestion of asbestos fibers has not been consistently linked to cancer or any other
adverse health effects.

As part of the identification of asbestos as a TAC, the California Department of
Health Services (DHS) staff (now part of California Environmental Protection Agency’s
Office of Environmental Health Hazard Assessment [OEHHA]) was responsible for
evaluating the health effects that may result from exposure to asbestos. A report on the
health effects of asbestos was published at that time and is referred to here for
additional detailed information regarding health effects (Staff Report for the Identification
of Asbestos as a Toxic Air Contaminant Part B - Health Effects, DHS 1986).

At the time of identification OEHHA staff developed a range of cancer unit risk
factors, also referred to as potency values, for lung cancer and mesothelioma. A
cancer unit risk factor is the estimated probability of contracting cancer as a result of
constant long-term exposure to a given concentration of a substance. The cancer unit
risk factors that were developed differ by gender and smoking status. All cancer unit
risk factors developed by OEHHA are reviewed and approved by the Scientific Review
Panel on Toxic Air Contaminants (SRP). The SRP is an independent group of
scientists established by H&SC section 39670 appointed to advise the ARB on the
health effects and toxicity of substances. Both the lung cancer and mesothelioma unit
risk factors recommended for use by OEHHA are presented below in Table 1I-2. For
specific details on the development of the cancer unit risk factors, please refer to the
identification report referenced above.

Table 11-2. Cancer Potency Values for Lung Cancer and Mesothelioma

Due to Continuous Exposure to Asbestos *
(Expressed as potential cancer cases per million people exposed)

Cancer Type Exposure Group Potency Value®
Lung Male smoker 110
Mesothelioma Female nonsmoker 190

1. 0.0001 asbestos fibers (determined by phase contrast microscopy) per cubic
centimeter of air
2. Scientific Review Panel approved cancer potency value

The OEHHA staff has reviewed several health studies that were published
subsequent to the ARB’s 1986 identification of asbestos as a TAC. These reviews were
prompted by assertions that these health studies indicate that tremolite and other
amphibole asbestiforms are more carcinogenic for inducing mesothelioma than
chrysotile. In 1990, the ARB requested that the SRP review the issues surrounding
these assertions. The SRP, after reviewing these health studies, found that the data
submitted did not warrant a change to the risk assessment. (Aldrich, 1990)
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While tremolite and other amphibole asbestos forms are considered by some
scientists to be more potent than chrysotile in inducing mesothelioma, the available data
do not allow quantification of potency by fiber type. It should be noted that chrysotile
appears to be equally potent as all other forms of asbestos in causing lung cancer. The
risk of contracting a disease from asbestos exposure is related to the cumulative
inhaled dose, and increases with the time from initial exposure. Many factors may
influence the disease-causing potency of any asbestos forms, such as fiber length and
width and fiber type. Most health officials agree that all forms of asbestos must be
considered to pose a carcinogenic risk, and that exposure to all of the forms of asbestos
should be minimized.

D. Other Asbestos Regulations

Asbestos emissions in California are regulated on the federal, state, and local
levels. Through its program for hazardous air pollutants, the U.S. EPA promulgated
regulations for asbestos milling activities, the manufacture of asbestos products,
demolition and renovation activities, and waste-disposal operations. Both California and
federal regulations exist covering the transport of asbestos and asbestos-containing
waste material. The U.S. EPA has also promulgated the Asbestos Hazardous
Emergency Response Act (AHERA), which provides a framework for dealing with
asbestos in schools. In 1990, the U.S. EPA adopted a ban on most of the remaining
uses of asbestos in commercial products. The federal Occupational Safety and Health
Administration (OSHA) and the Mine Safety and Health Administration (MSHA) regulate
workplace practices and set maximum asbestos exposure levels for workers. In 2000,
the U.S. EPA extended occupational standards of OSHA to cover state and local
government employees and employees of the public schools. Also, the federal
Consumer Product Safety Commission regulates the use of asbestos in consumer
products (ARB, 2000).

California has an air toxic control measure (ATCM) restricting the use of
ultramafic rock or serpentine rock for surfaces (title 17, CCR, section 93106).
Additionally, there are other state and local government regulations covering
naturally-occurring asbestos.

1. National Emissions Standards for Hazardous Air Pollutants

In 1973, asbestos was included as a hazardous air pollutant under the National
Emissions Standards for Hazardous Air Pollutant (NESHAP) regulations. The Asbestos
NESHAP was intended to minimize the release of asbestos fibers during activities
involving commercial handling of asbestos. The commercial sources covered by the
asbestos NESHAP are as follows:

Asbestos Mills

Asbestos Mine Tailings for Roadways
Manufacturing asbestos products
Demolition and renovation

Spraying asbestos

-5



Fabricating

Insulating materials

Waste Disposal

Active and Inactive Waste Disposal Sites

None of these sources cover construction, grading, surface mining, or quarrying.
A situation similar to construction activities in an area of naturally-occurring asbestos
occurred in Minnesota. A construction site was found to have asbestos layered and
intermixed in the soil. The asbestos material was determined to be from a building
demolition project occurring before the NESHAP regulation was promulgated. The
Minnesota Pollution Control Agency used NESHAP requirements for remediation of the
site.

The NESHAP requires that there be no visible emissions, that the
asbestos-containing material must be adequately wet, and specifies packaging,
transport, and disposal procedures. Only asbestos-containing material with an
asbestos content greater than one percent is covered by these regulations.
Recordkeeping and training are also required.

2. National Pollutant Discharge Elimination System

The U.S. EPA has promulgated a National Pollutant Discharge Elimination
System (NPDES) storm water program (Phase [); 40 C.F.R. Part 122, 123, 124 to
address water discharges from industrial, municipal, and construction activities.
Quarries and surface mines are covered under the Industrial section of the NPDES
regulation. The Construction section covers construction sites that disturb five acres or
more. NPDES provides that discharges of storm water to waters of the United States
from industrial, municipal, and construction projects are effectively prohibited unless the
discharge is in compliance with a state issued NPDES permit. The NPDES permit
requires all industrial, municipal, and construction dischargers to develop and
implement a Storm Water Pollution Prevention Plan which specifies Best Management
Practices (BMPs) that will prevent all pollutants (including soil) from contacting storm
water with the intent of keeping all products of (wind and water) erosion from moving
off-site into receiving waters. Phase Il of NPDES (40 CFR Part 122, Subpart B, Section
122.26 et seq.) goes into affect March 10, 2003. Phase Il reduces the size of the
covered construction activity to one acre. Both Phases of NPDES require BMPs for
fugitive dust emissions and track-out control. However, the BMPs do not require that no
visible dust leave the property and they allow dry sweeping of track-out areas. The
proposed Asbestos ATCM is more stringent in that it requires that no visible dust leave
the property and does not allow dry sweeping in any situation.

NPDES recognizes asbestos as a toxic pollutant and as a hazardous substance.
However, NPDES is concerned with storm water discharges of toxic pollutants and
hazardous substances into U.S. waterways. While the NPDES regulation has some
ancillary benefits for air quality, it is primarily directed toward water quality. NPDES
does not provide the air quality protection that will be provided by the proposed ATCM.
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3. Asbestos Hazard Emergency Response Act

The AHERA was enacted in 1986 to address asbestos hazards in schools. The
goal of AHERA was to protect students from friable asbestos-containing building
materials. The AHERA regulations cover inspection, appropriate response actions, and
periodic surveillance of asbestos-containing building materials used in schools.

U.S. EPA interpreted that AHERA did not include non-building asbestos products.
AHERA did not address the situation of a school being built on soil containing
naturally-occurring asbestos or a school maintenance worker using asbestos gloves.

The AHERA requirements are identical to demolition and renovations
requirements in the Asbestos NESHAP.

4. Toxic Substances Control Act

The Toxic Substances Control Act (TSCA) of 1976 was enacted by Congress to
give U.S. EPA the ability to track the 75,000 industrial chemicals currently produced or
imported into the United States. One of these substances is asbestos. U.S. EPA
repeatedly screens these chemicals and can require reporting or testing of those that
may pose an environmental or human-health hazard. U.S. EPA can ban the
manufacture and import of those chemicals that pose an unreasonable risk. U.S. EPA
used TSCA in 1989 to ban the use of asbestos in manufactured commercial products.
Most of this ban was vacated by the United States 5" Circuit Court of Appeals in 1991
and the rule was remanded to the U.S. EPA. The U.S. EPA has not yet re-issued this
rule.

5. Vehicle Code

Federal and California vehicle codes cover the transportation of hazardous
substances and hazardous waste. The definition of hazardous substances is lengthy
and contained in the California Vehicle Code Section 2452 and title 49 section 172.101
of the Code of Federal Regulations. Asbestos is classified as a hazardous substance.
However, these aforementioned sections exempt asbestos contained in mineral ore.
Therefore, serpentine and ultramafic rock containing naturally-occurring asbestos is not
covered by state or federal regulations. There are general requirements on hauling of
soil and aggregate. These general requirements do not prevent asbestos-containing
dust from being blown from a transport loaded with serpentine or ultramafic rock
aggregate. The California Vehicle Code has additional regulations on spillage on
highways. This regulation requires loads to be covered during transport. However,
aggregate is exempt as long as the load is six inches below the top of the side of the
truck. Dust from aggregate is not covered under this section of the California Vehicle
Code.
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6. Occupational Safety and Health Administration (U.S. Department of

Labor)

The purpose of OSHA is to save lives, prevent workplace injuries and illnesses,
and protect the health of all America’s workers. OSHA has regulations covering
asbestos exposure in general industry and construction. These regulations set
standards for a maximum exposure limit and include provisions for engineering controls
and respirators, protective clothing, exposure monitoring, hygiene facilities and
practices, warning signs, labeling, record keeping, and medical exams.

The OSHA has a time-weighted permissible exposure limit and an excursion limit
standard. The time-weighted average (averaged over an 8-hour period) permissible
exposure limit is set at 0.1 fibers per cubic centimeter (f/cc). An excursion limit,
averaged over a 30-minute period, is set at 1.0 f/cc. Both of these standards are called
permissible exposure limits or PEL’s.

7. Asbestos Worker Protection

The U.S. EPA promulgated the Asbestos Worker Protection Regulation (AWPR)
to protect state, local government, and public education employees from the health risks
of exposure to asbestos to the same extent as private sector workers. The AWPR
asbestos standards are set at the same level as the asbestos standards of OSHA. The
AWPR covers employees who are performing construction work, custodial work, and
automotive brake and clutch repair work.

8. Mine Safety and Health Administration

The MSHA administers the provisions of the Federal Mine Safety and Health Act
of 1977 and enforces compliance with mandatory safety and health standards. MSHA
has notified mine operators that they must ensure that asbestos-containing ore or rock
is identified and measures are in place to protect miners from overexposure to
asbestos-containing dust. MSHA requires operators to determine if the rock or ore
contains asbestos. If it does, operators are to have a plan in place to ensure that
miners are protected from dust containing asbestos. Miners cannot be exposed to more
than two fibers per cubic centimeter of air for an eight-hour work shift. This is twice the
exposure allowed by OSHA.

9. State Asbestos Regulations

State regulations on asbestos are related to demolition and renovations, and
waste disposal of asbestos-containing material. Only California has a statewide
regulation covering naturally-occurring asbestos. The Asbestos ATCM for
Asbestos-Containing Serpentine, adopted in 1990, prohibited the use of serpentine
aggregate for surfacing if the asbestos content was five percent or more asbestos. This
ATCM was modified in July 2000 to include ultramafic rock and the asbestos content
threshold was lowered to 0.25 percent. The modified asbestos ATCM will go into effect
in the summer of 2001.
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10. California County Asbestos Requlations

Several counties in California have adopted more stringent regulations for
aggregate used for surfacing. Placer County and Mariposa County ban the use of
asbestos-containing aggregate for surfacing.

El Dorado County has a Naturally-Occurring Asbestos & Dust Protection
Ordinance. The ordinance requires an asbestos hazard dust mitigation plan. The plan
requires practices to be followed to eliminate the emission of fugitive dust from grading,
excavation, and construction activities. The County can require additional mitigation
and air monitoring if necessary to protect and/or demonstrate the protection of public
health and safety.

11. Lake County Air Quality Management District

The Lake County Air Quality Management District adopted a regulation for
aggregate use that restricts serpentine aggregate used for surfacing to one percent.
This regulation also regulates construction in serpentine outcrops or alluvial material
from a serpentine outcrop if it has a greater that one percent asbestos content.
Construction projects having a potential to create a wearing surface must file and obtain
approval for an asbestos-dust-hazard mitigation plan. It also requires that no dust from
the operation exceed five percent opacity 20 feet from the traveled surface. Plans are
also required for any unpaved road, parking lot, or recreational trail intended for motor
vehicle use that is: greater than 260 linear feet or 160 square feet if it is located in
areas having residential, industrial, or commercial zoning; or has a building density
greater than two units per acre or areas within 200 feet of the source which are regularly
inhabited by five or more persons.

12. Fairfax County, Virginia

Fairfax County, Virginia has areas that have soil containing naturally-occurring
actinolite/tremolite asbestos. Fairfax County has regulations involving construction
activities in these areas. The County requires a written compliance plan prior to
commencement of work on construction projects. This plan includes notification of all
subcontractors. The plan must detail an air-monitoring program to be conducted during
all phases of the manipulation of the actinolite/tremolite containing soil. The County
regulation prohibits discharge into the atmosphere, from any construction activity, of any
emissions of asbestos in such quantities as to cause or contribute to a 24-hour average
public exposure in excess of 0.020 fibers per cubic centimeter of air. Effective dust
control must be practiced at all times. The NESHAP’s adequately wet provisions apply.

The disposal of actinolite/tremolite containing soils must be addressed in the
compliance plan and the soils deposited in a pre-approved disposal site. The recipient
of these soils must be notified in writing that the material contains actinolite/tremolite
minerals and may contain asbestos. Contaminated material, including soil, removed
from the site cannot be considered clean fill. Contaminated material must be sufficiently
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wet and transported in covered trucks, meeting federal hazardous waste transport
regulations. All finished grades of the developed land must be covered with six (6)
inches of clean compactible material.
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[ll.  PUBLIC OUTREACH

An open public process that involves all parties affected by the proposed air toxic
control measure (ATCM) is an important component of all of the Air Resources Board’s
(ARB/Board) actions. The ARB established a website in 1998 to make information
readily-available to the public regarding asbestos. Since the website has been
established, it has received an average of about 950 monthly hits. The website is available
at www.arb.ca.gov/toxics/asbestos.htm.

Originally, the ARB staff intended to address construction, grading, quarrying, and
surface mining in conjunction with the revisions to the 1990 Asbestos ATCM for surfacing
applications. Consequently, the first part of the public outreach effort for this proposed
measure was carried out in conjunction with the outreach for the revisions to the previous
asbestos ATCM. Prior to the separation of the measures, the ARB held two public
workshops to discuss the proposed approaches and draft regulatory language. Since
then, the ARB staff has held three more public workshops. In addition, staff has been
involved in numerous contacts with the public, other government agencies, and industry on
an ongoing basis.

ARB staff has compiled the relevant comments received from the districts, affected
sources, and the public during the development of the proposed ATCM. These comments
are available for public review and comment upon request to the Stationary Source
Division at (916) 323-4327.

A. General Public Involvement

In March 1998, the Sacramento Bee newspaper ran a series of articles concerning
the potential health risk to persons in EI Dorado County from naturally-occurring asbestos.
The articles raised public awareness and as a result of the articles numerous persons
contacted the ARB. The public has been very involved with the issues related to
naturally-occurring asbestos and has been engaged with the ARB on a regular basis to
discuss issues and actions to be taken. A summary of the public involvement includes:

Hundreds of telephone conversations with various members of the public

Public forums to present information and answer questions

- June 8, 1998, public meeting of the Asbestos Task Force (see next page
for description)

- September 2, 1999, Grange Hall meeting in Garden Valley, California

- October 4, 1999, pubic meeting in Forresthill, California

- November 16, 1999, public workshop in Sacramento, California

- February 2, 2000, public workshop in Sacramento, California

- March 4, 2000, public tour and meeting in El Dorado County

- November 28, 2000, public workshop in Sacramento, California

- March 12, 2001, public workshop in Sacramento, California

- May 15, 2001, public workshop in Sacramento, California

Numerous individual and small group meetings at the request of the public
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In December 1999, the ARB also released a school advisory which warns school
officials of the possible health impacts from the use of materials containing
naturally-occurring asbestos. This advisory, which was developed with the participation of
the California Department of Education staff, was sent to over 1,300 school officials
statewide.

B. Government Agency Involvement

In April 1998, the California Environmental Protection Agency offered assistance to
El Dorado County officials in response to the public's concerns raised by the series of
articles in the Sacramento Bee Newspaper regarding naturally-occurring asbestos. To
address these needs, the Asbestos Task Force was formed including representatives from
the offices of Assemblyman Tim Leslie (formerly Senator) and Senator Rico Oller (formerly
Assemblyman), and the El Dorado County Air Pollution Control District and Board of
Supervisors. Several State agencies also participated including the ARB, the Office of
Environmental Health Hazard Assessment (OEHHA), the Department of Health Services,
the Department of Toxic Substances Control, and the Department of Conservation (DOC),
Division of Mines and Geology. Additional members included representatives from the
United States Geological Survey and the Geology Department of the University of
California at Davis. The Task Force was disbanded after the release of The Findings and
Recommendations report in March 1999.

The Task Force and ARB made several informational items available to the public
regarding asbestos, many of which are also available on ARB’s website. These items
included:

A White Paper: entitled “Naturally-Occurring Asbestos in El Dorado County”
A Report of Findings and Recommendations to El Dorado County
A Series of Fact Sheets

- Naturally-Occurring Asbestos: General Information

- Health Information on Asbestos

- School Advisory for Naturally-Occurring Asbestos

- Ways to Control Naturally-Occurring Asbestos Dust

- Naturally-Occurring Asbestos Around Your Home

- Monitoring for Asbestos

A Health Provider Education Fact Sheet

A telephone Hot Line: 1-800-CLEANUP (253-2687).

After the Task Force disbanded, several federal, state, and local agencies
continued, and still continue, to meet on a regular basis to address ongoing asbestos
issues. The agencies represented include:

California Attorney General's Office

California Department of Transportation

California Environmental Protection Agency

California Occupational Safety and Health Administration
Department of Conservation, Division of Mines and Geology
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Department of Education

Department of Health Services

Department of Real Estate

Department of Toxic Substance Control

El Dorado County Air Pollution Control District
Office of Environmental Health Hazard Assessment
Office of Planning and Research

United States Environmental Protection Agency

ARB staff has maintained ongoing communication with the affected Air Pollution
Control and Air Quality Management Districts (districts) throughout the development of this
regulation. Most recently, on March 30, 2001, ARB staff addressed the mid-spring Rural
California Air Pollution Control Officers Association section meeting in Colusa, California.
At this meeting, the staff presented an overview and update of the draft revised ATCM for
the Air Pollution Control Officers of several potentially affected districts.

C. Industry Involvement

Industry involvement in the process has included the participation of several of the
major associations in the State with an interest in construction and the production of
aggregate materials and mining. These associations include: the California Mining
Association, the Construction Materials Association of California, the Associated General
Contractors of California, the Southern California Rock Products Association and Southern
California Ready Mixed Concrete Association, the Sacramento Area Geologists and
Engineers, and the California Building Industry Association. Representatives from these
associations have participated during workshops and have met with staff on an individual
basis. In addition, landfill operators, quarry operators, contractors, and their
representatives have participated in the public workshops.

Through discussions with industry organizations, other governmental agencies, and
concerned citizens, a number of issues were raised and resolved. In many of these cases
we were able to modify the proposed regulation to address the issues and concerns
raised. For example, we modified the definition of adequately wet. The revised definition
includes the option to demonstrate the effectiveness of a moisture content for a specific
material. That moisture content and the applicable test method would then be specified in
the district-approved asbestos dust mitigation plan. While we were able to resolve the
majority of the concerns raised by the industry, there are a few issues on which we have
not reached a consensus. We are continuing to work with all interested parties on these
issues.

D. Issues

Some industry sources want to be allowed an exemption if a geologic evaluation
shows that there is no asbestos in material that is identified as ultramafic rock. The
relationship of ultramafic rock to asbestos is that, unlike most all other rock types,
ultramafic rock contains the mineral composition that is likely to produce asbestos under
the right conditions. According to informal discussions to date with staff of the DOC,
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predicting whether those conditions will be met somewhere in an ultramafic rock body is
very difficult. It is unlikely that a geologist would be able to state with a relatively high level
of certainty that asbestos does not exist somewhere in the rock body. Staff does not
believe that the tools and techniques currently exist that would enable a geologist to make
this determination. However, we are continuing to seek the advice of DOC staff on this
issue. Additionally, implementing this option could result in significant costs to state and
local government agencies. Finally, providing an exemption may not be practical given the
low cost associated with implementing the dust mitigation requirements of the proposed
regulation.

There is concern on the part of the industry that air districts will require extensive
and expensive air monitoring without a reasonable cause. While the cost of air monitoring
for an extended period of time could exceed the cost of the dust mitigation measures, staff
does not believe the air districts will require extensive air monitoring. The air districts’
interest in air monitoring is the demonstration that the dust mitigation measures were
adequate where innovative approaches were being tried, where the site was near sensitive
receptors, or if there were numerous complaints or evidence of off-site dust transfer.
Another reason the districts may require monitoring is if the owner/operator has a pattern
of non-compliance.

Some industry representatives suggest that the regulation should contain different
requirements for different types of naturally-occurring asbestos. The proposed regulation
is based on the evaluation of the health effects of asbestos done by OEHHA and reviewed
by the Scientific Review Panel. This health effects analysis indicated that we should
consider all types of asbestos as equally toxic and that exposure to asbestos fibers could
result in adverse health effects regardless of their length. We believe the staff proposal is
consistent with State law in that it minimizes emissions of, and exposure to, all
naturally-occurring asbestos fibers through application of best available control technology.
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IV. EMISSIONS, POTENTIAL EXPOSURES, AND RISK

This chapter presents information showing that construction, grading, quarrying,
and surface mining activities can result in significant emissions of particulate matter.
Particulate matter emissions can contain varying amounts of asbestos, depending upon
a variety of factors, such as the amount of naturally-occurring asbestos in the native
rock or soil. Naturally-occurring asbestos is easily broken down into very small fibers
that become airborne when disturbed. Information showing that asbestos has been
found in air samples collected near construction, grading, quarrying, and surface mining
sites located in areas where naturally-occurring asbestos occurs is also included in this
chapter. This information confirms public exposure to airborne asbestos from these
activities.

The estimated potential risks for lung cancer and mesothelioma are also included
for some of the asbestos concentrations measured in the air sampling studies. The
estimated cancer risks are developed by applying an approved potency value, or unit
risk factor, to the measured ambient asbestos concentration. The estimated risks
assume that a person would be continuously breathing the measured airborne asbestos
levels for 24 hours a day for 70 years, which is a standard risk assessment assumption.
The estimates should not be considered as absolute certainties, but are provided to
show the upper-most chances of developing cancer, and serve as a measure of relative
risk which may be used to compare to other environmental exposures.

Construction, grading, quarrying, and surface mining activities result in emissions
of fine particulate matter. Fine particulate matter is particulate matter with an
aerodynamic diameter less than 10 micrometers (mm or micron) (PMip). PMjo remains
airborne for long periods and is more likely to be inhaled than larger particles.
Particulate matter emissions result from a variety of activities associated with
construction, grading, quarrying, and surface mining and are influenced by numerous
site-related and equipment-related factors. Particulate matter emissions from a specific
site will depend on many factors including the type of equipment used, the level of
activity, the moisture and silt content of the soil or bulk material, meteorological
conditions, and what mitigation measures are used.

When asbestos is present in soil and rock that is being disturbed by construction,
grading, quarrying, or surface mining, asbestos will be emitted along with the other
particulate matter. To estimate asbestos emissions, we are assuming that the fraction
of asbestos in the particulate matter emissions will be the same as the fraction of
asbestos in the soil or bulk material being crushed, graded, driven on, or excavated.
This assumption may underestimate actual exposure because of the nature of asbestos
and the physical characteristics of the emission sources. Asbestos is a fibrous
crystalline form of the asbestos parent materials. The non-asbestiform materials are
harder (more resistant to fracturing) than the asbestiform materials. Therefore, the
asbestiform fraction would be more prone to fragmentation and release than the harder,
non-asbestiform portions of the material. Due to the variety of factors affecting the
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potential emission rate, such as moisture content, wind speed, amount of equipment
activity, emissions are difficult to predict.

A. Estimated Particulate Matter and Asbestos Emissions from Construction
Sites

Operations at construction sites can be divided into several phases including site
preparation, excavation, ground preparation, structure construction, and landscaping. It
is during these phases that activities such as back filling, grading, and leveling have the
potential to contribute to particulate matter emissions, and, therefore, potential
emissions of asbestos. Depending on the topography of the site, any of several types
of mobile power equipment may be needed to prepare the land for construction. Some
of the more popular pieces of equipment used are scrapers, loaders, excavators, and
bulldozers.

Another source of particulate matter emissions from a construction site is
track-out. Mud and dirt carried-out from construction sites on the wheels of vehicles
leaving a site can sometimes result in a significant amount of material deposited on to
nearby paved roads. Vehicle traffic causes the material to become airborne. Based on
staff observations, track-out is a widespread problem.

Field investigations have shown that the amount of particulate matter emitted by
construction equipment depends on several parameters including vehicle speed, vehicle
weight, number of wheels per vehicle, the surface silt content, the area surface and
texture, and surface moisture content. Also, field investigation has shown that the
amount of particulate matter emissions increases linearly with the amount of traffic over
the surface. The unpaved surface at a construction site is similar to an unpaved road.
Therefore, we can use the formula from the U.S. Environmental Protection Agency
Compilation of Air Pollutant Emissions Factors (AP-42) (which was developed to
estimate emissions from unpaved roads) to estimate particulate matter emitted during
construction activities (U.S. EPA, 1988; Cowherd et al., 1990). This formula is shown
as Equation 1.

Equation 1 can be used to estimate particulate matter emissions from
construction equipment based on vehicle-specific and site-specific parameters. It
should be noted that test data shows that actual emissions can be more than two times
what the equation predicts (DRI, 1996), which is not surprising considering the variety of
equipment and variability in wind direction and speed. However, Equation 1 illustrates
the relationship of the factors that affect the magnitude of emissions.

2SS GeW 6 aw o é(365- p)u kg
812 R48 827 &4y & 365 H WKT

where: e = PMjo emission factor, kilograms/vehicle kilometers traveled (kg/VKT)
s = silt content of surface material, (%)
S = mean vehicle speed, kilometers per hour (km/h)
W = mean vehicle weight, ton

V-2



w = mean number of wheels
p = number of days with at least 0.01 inches of precipitation per year

Equation 1 was used to estimate emission rates for some of the more common
types of heavy equipment in use at construction sites visited by staff. The calculation
uses a silt content of 28.5 percent, which this is an average silt content for rural roads
based on data collected by U.S. EPA (U.S. EPA, 1988; Cowherd et al., 1990). In the
same publication, AP-42 gives a range of the number of days in California with at least
0.01 inches of precipitation per year of 40 to 130. The value used in the calculation is
the median of the range. The mean vehicle weight and number of wheels are based on
vehicle data sheets or measured values. The estimated asbestos emissions assume
that the asbestos content of the particulate matter is 0.25 percent. In July 2000, the
Board adopted an amended Asbestos ATCM for Surfacing Applications which limited
the asbestos content of surfacing material to less than 0.25 percent. While 0.25 percent
is the asbestos content that is used to determine if materials can be used for road
surfacing, we do not know what the asbestos content might be in any construction
project affected by the proposed ATCM. However, the emission rates in Table IV-1 are
not intended to represent emissions from any actual construction project but to illustrate
the potential for significant particulate matter and asbestos emissions and the effect of
speed reductions on emissions. The resulting estimates for particulate matter and
uncontrolled asbestos emissions are listed in Table IV-1.

Table IV-1. Estimated Particulate Matter and Asbestos Emissions
Emitted by Heavy Construction Equipment®

Maximum Operating Speed Recommended Operating Speed
. 2 .
Particulate Estimated Particulate Estimated
Equipment Type | speed | Matter |UNCONONed) ghoeqy | Matter | Uncontrolled
N Asbestos . Asbestos
[mph] | Emission o [mph] [ Emissions o
[Ibs/mile] Emissions [Ibs/mile] Emissions
[Ibs/mile] [Ibs/mile]
Back-Hoe/Loader
— Caterpillar 10 12 0.03 N/A N/A N/A
— Model 416C
Motor Grader
— Caterpillar 26 52 0.13 15 30 0.075
— Model 120H
Wheel Scraper
— Caterpillar 30 122 0.3 15 61 0.15
— Model 623

1.  The results from Equation 1 have been converted into English units.
2. Estimated uncontrolled asbestos emissions based on 0.25% asbestos content and a vehicle travel distance of 0.6 miles
(one kilometer).

Table IV-1 shows estimated emissions for three types of equipment: a
backhoe/loader, a motor grader, and wheel scraper operating at a high and low speeds
to illustrate the effect operating speed has on the amount of dust disturbed and released
into the air. Assuming an asbestos content of 0.25 percent, the estimated uncontrolled
asbestos emissions ranges between 0.03 to 0.3 pounds per mile traveled. While it is

V-3



important to recognize that the data is hypothetical, the potential magnitude of
emissions is of concern. The results indicate that significant reductions in particulate
matter emissions can be achieved when vehicle speed is reduced. Watering also
reduces emissions and can be up to 90 percent effective. The table also illustrates the
difference in emissions between different types of equipment.

B. Estimated Particulate Matter and Asbestos Emissions from Quarrying and
Surface Mining Operations

Many of the activities at surface mines and quarries can result in particulate
matter emissions. These include blasting and excavation, screening, crushing and
conveying processes used to produce aggregate, the deposition of material onto
storage piles, on-site vehicle traffic, truck loading, track-out onto public roads, and wind
erosion from storage piles and bare surface areas. To estimate emissions, we relied
upon information from U.S. EPA and previous work by ARB staff. These emission
factors are summarized in Table 1V-2.

Table IV-2. Summary of Emission Factors for
Quarrying and Surface Mining Operations

Process | Emission Factor [Ibs/ton]"
Blasting and Excavation
Wet drilling 1x10™
Ledge drop operations 6.22 x 10™
Conveyor loading 1x10™
Truck loading w/front end loader 2x 107
Aggregate Processing
Crushin Uncontrolled - 1.7x10™
9 Controlled - 1.1x10®
Screenin Uncontrolled - 1.5 x10™
9 Controlled - 8.4x10™
Conveyor drop points 1.4x10°
Conveyor transfer points 48x10°°
Material transfer to storage pile 7.6x107
Loading 2x10
Track-out®
Greater than 25 vehicles exiting the site 13 grams per vehicle pass on the paved road
25 or fewer vehicles exiting the site 5.5 grams per vehicle pass on the paved road
On-site vehicle traffic 0.11 tons per acre per month®

1. Emission factors from U.S. EPA AP-42 except where noted (U.S. EPA, 1995).
2. Source: Fugitive Dust Background and Technical Information Document for Best Available Control Measures (U.S. EPA, 1992)
3. Source: ARB Planning and Technical Support Division (ARB, 1997).

V-4




Using emission factors, an estimate of potential asbestos emissions can be
made. To make this estimate, we use the information from Table I1V-2 and apply it to a
hypothetical quarry with the following operating characteristics:

Production rate: 300,000 tons/yr
Operating schedule: 250 daysl/yr, 8 hrs/day
Active quarrying area: 4 acres

Product in temporary storage piles: two weeks production
Truck loads shipped: 50 /day

Moisture content of product: 5 percent

Number of days with >0.01 inches precipitation: 40

Percent of time wind speeds are > 12 MPH: 10

Percent asbestos in product: 5

Emissions from this hypothetical quarry would be approximately 1,300 pounds
asbestos per year if truck loading were done by power shovel or front-end loader. Of
that, 46 percent is from truck loading and 41 percent is from on-site vehicle traffic. If the
product is loaded on trucks for delivery using a conveyor, emissions from truck loading
fall to 30 percent and on site vehicle traffic becomes 53 percent of the emissions.
These factors assume the quarry is using commonly used dust control measures.

Table IV-3 shows the estimated asbestos emissions from the example quarry.

The values given in Table IV-3 are hypothetical and emissions will vary from
qguarry to quarry due to differences in processes. Hours of operation, amount of rock
processed, and the asbestos content are all parameters that lead to variability of
emissions. The values presented in Table IV-3 should not be used as a quantitative
estimate to calculate risk but rather to give a qualitative picture of the potential for
significant asbestos emissions from quarrying operations.

Table IV-3. Asbestos Emissions from a Hypothetical Quarry

Process Activity Emissions [Ibs/yr]
Drilling, blasting, and ledge drop operations 8
Truck loading and unloading (half from excavation) 600
Crushing, screening, and conveyors 54
Storage pile drop operations 12
On-site traffic 528
Track out 36
Wind erosion from storage piles and bare areas 57

Total 1295

Some quarries will not carry out some of these activities. Some small quarries
do not use conveyors and some may not use crushers. Some do not do blasting or
ledge drop operations. In general, in quarries with a lower production rate, emissions
would be lower. If the moisture content were lower, emissions would be higher. If the
asbestos content of the product were one percent, the emissions would be one fifth of
those shown. If average winds were higher, emissions would be higher.
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C. Potential Exposures and Risk from Naturally-Occurring Asbestos from
Construction, Grading, Quarrying, and Surface Mining Operations

Information is presented below which demonstrates that asbestos has been
found in air samples taken near construction, grading, quarrying, and surface mining
sites located in areas where naturally-occurring asbestos is present. These data, in
consideration of the potential for significant particulate matter and associated asbestos
emissions previously presented in this chapter, provide sufficient basis to establish the
fact that public exposures to asbestos do occur from construction, grading, quarrying,
and surface mining activities. The potential risks from these activities varies widely,
based on the fact that exposures are highly dependent upon a multitude of factors, such
as asbestos content, wind speed, and moisture content. Thee combination of these and
several other factors are unique in most every situation.

1. Sampling Near Construction and Grading Operations

The ARB has conducted limited air sampling at six sites near construction and
grading operations in El Dorado County. The sampling occurred at various times
between 1998 and 2000 in response to public concerns. Three of the six sites reported
asbestos in the air samples. These results confirm that construction and grading
operations, in areas where naturally-occurring asbestos is likely to be found, can result
in detectable levels of asbestos off-site. While the levels of asbestos detected were low
and the associated risk was less than 10 in a million for lung cancer and mesothelioma,
it should be emphasized that these samples should be used only to verify the transport
of asbestos off construction sites during earthmoving activities. The sampling was short
term (three to six days) and not specifically designed to fully characterize asbestos
emissions from construction or grading operations. The purpose of the sampling was
only to determine if airborne asbestos was emanating from the construction site. As
mentioned earlier in this chapter, many factors can affect the potential for particulate
matter and asbestos emissions, such as the asbestos content of the soil, vehicle speed,
vehicle weight, number of wheels per vehicle, the surface silt content, the area surface
and texture, and surface moisture content. The specific monitoring results are
presented in Appendix C.

Two additional studies regarding the potential for asbestos exposures from
construction and grading activities are worth noting. In the fall of 2000, the City of Gilroy
required air sampling while a construction project was being carried out on land known
to have a serpentine outcropping containing asbestos (Gilroy, 2000). In this sampling
program, both personnel monitors and ambient air sampling was conducted. The
results of the ambient air sampling showed that asbestos was detected off-site.
Additionally, detectable levels of asbestos were found in 90 percent of the personnel
monitor samples. The associated potential cancer risk from the levels found in these
personnel monitors ranged from non-detect to over a thousand per million.

In the late 1980’s, the City of Fairfax, Virginia conducted air sampling for
asbestos at construction sites located in rock formations and soils containing asbestos.
Both personnel monitoring and ambient air monitoring were conducted. The dust
generating activities included rock sawing, drilling, truck loading, excavating, blasting,
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grading, and on-site vehicular traffic. About 90 percent of the personnel air samples,
showed detectable levels of asbestos. Many of the personnel samples showed
extremely high concentrations of asbestos and perimeter ambient air sampling showed
detectable levels of asbestos off-site. The ambient air samples showed potential cancer
risks of mesothelioma and lung cancer ranging in the thousands per million. Fairfax
County, Virginia has adopted regulations involving construction in areas of
naturally-occurring asbestos, which contain similar mitigation measures included in the
proposed ATCM.

2. Sampling Near Quarrying and Surface Mining Operations

The ARB has conducted several sampling studies at or near quarry and surface
mining operations. The monitoring results presented in Table IV-4 show that asbestos
is emitted from quarrying and surface mining activities when these activities occur in
areas that have asbestos-containing rock or soil. The estimated mesothelioma and lung
cancer risks associated with the monitored levels are also presented. The range of
estimated potential risk is from 1 to 1300 chances per million if a person is exposed to
the measured airborne asbestos concentration for 24 hours a day for 70 years.

Table IV-4. Summary of 1998-1999 Asbestos Monitoring Results
and Associated Potential Cancer Riskin El Dorado, Trinity,
Santa Clara, and Nevada Counties

Range of Average Potential

. 2 .
Location Number | Number of NSu;:nbpigf [chaﬁlcseks sgrsn;ti‘lelion]
of Sites Samples Above MDL® -
Mesothelioma Lung Cancer
Trinity County 6 36 14 3-50 2-30
Inactive Quarry
El Dorado County 8 01 70 2-920 1-530
Serpentine Quarry
Santa Clara County 9 26 24 5 - 660 3-380
Raisch Quarry
El Dorado County
Bear Creek Quarry ® 6 18 18 80 - 1300 50 - 750

1. MDL means minimum detection level.

2. When calculating the range of average risk by site, the concentrations of samples below the MDL were assumed to be half of
the MDL.

3. In October 1998, ARB staff conducted three days of air monitoring near an inactive quarry in Trinity County. In this study, air
samples were taken at six sites. One of the sites was designed to serve as a background site. Two of the other five sites
included directional monitors, which operate only when the wind is blowing from a certain direction. The directional site data is
not included in this table. In addition to the inactive quarry, two other potential sources of asbestos emissions were nearby.
One was a lightly traveled unpaved road surfaced with aggregate from the quarry and the other was a road cut with exposed
serpentine rock. (ARB, 2000)

4. In October 1998, the ARB conducted ambient monitoring near a serpentine quarry in El Dorado County. One of the sites was
designed to serve as a background site. Data from the background site is not included in this table. See Appendix C for more
information.)

5. Over a three-day period in August 1988, ARB staff conducted sampling at the Raisch Quarry property (ARB, 2000).

6. In June 1988 on-site sampling was conducted at the Bear Creek Quarry property (ARB, 2000).

As shown by the above information for construction, grading, quarrying, and surface
mining activities, the potential exposure and the associated health risks for
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mesothelioma and lung cancer levels vary widely. Such exposures and risks are highly
dependent upon a variety of factors that may influence total asbestos emissions.
However, the data supports the conclusion that the public is exposed to airborne
asbestos from these activities, thereby elevating their risk of ling cancer and
mesothelioma. The risk is proportional to the amount of asbestos a person is exposed
to over time. Because all forms of asbestos are carcinogens, health officials
recommend that emissions of, and thus exposure to, this toxic air contaminant should
be minimized.
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V. THE PROPOSED CONTROL MEASURE

This chapter contains a summary of the proposed control measure. It also
reviews the basis and rationale for selecting the provisions being proposed and
alternatives considered by Air Resources Board (ARB) staff in developing this proposal.
A copy of the proposed airborne toxic control measure (ATCM) is located in
Appendix A.

The proposed control measure requires contractors and quarry or mine operators
in areas where asbestos has been found, or is likely to be found, to minimize dust
emissions. The purpose in proposing this ATCM is to reduce public exposure to
naturally-occurring asbestos to the greatest extent possible, in consideration of cost and
risk, and to promote statewide consistency. Currently, many of the dust control
requirements for the activities that would be subject to this control measure are included
in the land use permitting processes carried out by cities and counties or in local air
district regulations. However, the dust control requirements can vary widely from place
to place. Furthermore, the current dust control measures for these activities are not
designed to protect the public from exposure to asbestos. In general, most current dust
control measures are designed to promote compliance with ambient air quality
standards for particulate matter of ten microns or less (PMs) or to address nuisance
dust complaints.

ARB staff believes that the proposed regulation will significantly reduce public
exposure to naturally-occurring asbestos emissions from construction, grading,
quarrying, and surface mining operations while providing flexibility to the industry to
tailor the dust mitigation measures to their specific operations. None of the alternatives
considered by ARB staff would have reduced exposures to an equivalent level at less
cost.

A. Summary of the Proposed Control Measure

1. Affected Sources

The proposed regulation would affect persons doing construction, grading,
guarrying, and surface mining where the areas to be disturbed contain
naturally-occurring asbestos or serpentine or ultramafic rock. The specific types of
activities covered are those involving soil disturbance, excavation, or rock quarry
operations using mechanized equipment.

The identification of areas known to have or likely to have naturally-occurring
asbestos, serpentine, or ultramafic rock is based on Department of Conservation
(DOC), Division of Mines and Geology regional geologic maps, scale 1:250,000 or
smaller. These identify the areas, known as geographic ultramafic rock units (GURU),
which are known to DOC to have ultramafic rock. This is the rock type that DOC has
identified as the more likely to have asbestos. There may be circumstances in which



the geologic maps fail to identify areas where ultramafic rock has been detected or may
be detected or areas where naturally-occurring asbestos occurs outside of a GURU.
For this reason, the regulation also applies to operations in areas where the Air
Pollution Control Officer (APCO), the DOC, the property owner, or project operator has
knowledge of the occurrence of naturally-occurring asbestos, serpentine, or ultramafic
rock in the area to be disturbed.

2. General Exemptions

There may also be areas identified on DOC maps within the GURUs where there
is no serpentine or ultramafic rock. Therefore, included is a provision that would allow
the APCO to exempt a project if a registered geologist determines that there is no
serpentine or ultramafic rock in the area to be disturbed. When reviewing the
exemption request, ARB staff expects that the APCO would retain the services of a
registered geologist to address any issues related to the geologic evaluation.

When seeking a general exemption from the ATCM by way of a geologic
exemption, it is important for the applicant seeking the exemption to contact the local air
district prior to submitting an exemption application. By doing so, the applicant and the
district will be able to discuss all of the information the district needs in order to consider
the exemption request and ensure that a complete application is submitted. Failure to
contact the district prior to submitting an exemption application may result in delays in
processing the exemption request.

Among the general exemptions is a provision that exempts individuals in
residential areas (homeowners and tenants) carrying out construction and grading
activities on their own property when the area to be disturbed is less than one acre.
ARB staff believes that the minimal dust mitigation measures should be used any time
an activity has a potential to raise dust in an area where asbestos may be present.
However, staff believes the administrative burden on the local air districts and the
difficulty in enforcing the requirements for work practices on homeowners and tenants
makes such an approach unworkable. The ARB staff plans to pursue an education and
outreach program to inform homeowners and tenants of the potential for exposure and
what they can do to reduce their exposure. We believe this will be the most effective
means of increasing awareness of the need to take precautions when working in areas
where asbestos may be present. Additionally, the Department of Real Estate has
issued letters to subdivision property owners whose property may be in areas likely to
contain naturally-occurring asbestos. These letters notified them of revisions to their
public reports. These revisions disclose the likelihood that natural occurrences of
asbestos may be present in rock materials located on or in the vicinity of their property
(see Appendix D).

Agricultural operations and timber harvesting operations are also exempted. The
exemption for agricultural operations is provided because we do not anticipate
significant agricultural activities in areas where ultramafic rock is present. Because of
high levels of iron and magnesium and low levels of calcium, soils in ultramafic rock



areas are not highly desirable for farming. In fact, vegetation in ultramafic areas is
noteworthy for its sparseness, stunted growth, and unique plant species (DOC, 2000b).
The exemption for timber harvesting is appropriate given that this activity generally
occurs in remote locations and typically not more than once every ten years.
Furthermore, dust control is often impractical given the location and the terrain. This
exemption does not apply to road and building construction.

Sand and gravel operations can obtain an exemption for activities associated
with the removal, processing, and storage of material extracted from alluvial deposits.
This exemption is provided because of the low probability of finding asbestos in alluvial
deposits.

3. Requirements for Road Construction and Maintenance

The requirements for road construction and maintenance apply to operations that
disturb the soil surface. Projects which would disturb the soil surface and which are in a
geographic ultramafic rock unit must notify the district in writing prior to the beginning of
the operation. If the presence of naturally-occurring asbestos, serpentine, or ultramafic
rock is discovered after the beginning of a road construction or maintenance project, the
district must be notified by the next business day and comply with specified dust control
requirements within 24 hours.

The regulation specifies the implementation of dust control measures sufficient to
prevent the emission of visible dust to the ambient air during any activity that disturbs
the native soil and that areas of native soil subject to vehicle traffic be kept adequately
wet. Additionally, vehicle speeds must be limited and vehicles that have traveled across
bare soil surfaces must pass across a track-out prevention device prior to resuming
travel on a paved public roadway.

a. Exemptions for Road Construction and Maintenance

The proposed ATCM provides an exemption from the advance notification
requirements to ensure that road maintenance activities that need to occur because of
an emergency are not unnecessarily impeded. Examples of emergency situations
include road repairs necessary because of landslides, fires, or floods. The APCO must
be notified of the emergency activity by the next business day. The APCO may also
exempt roads that are at least a mile from any residence, hospital, day care center,
worksite, business, or developed campground. These exemptions do not apply to
building construction and quarrying activities.

4. Requirements for Construction and Grading

The requirements for construction and grading operations depend upon the size
of the area to be disturbed. The regulation contains requirements for disturbed areas of
one acre or less and requirements for disturbed areas greater than one acre.



a. Areas of One Acre or Less

The regulation specifies minimum control requirements for locations in which the
surface area to be disturbed is one acre or less. These minimum requirements
generally require vehicle speeds to be limited to 15 miles per hour or less, wetting of
stockpiles and surfaces that will be disturbed, and track-out prevention and cleanup. In
many cases, these measures can be carried out without the purchase of control
equipment.

The minimum control requirements are to be implemented at the start and
maintained throughout the duration of the construction or grading activity occurring in a
GURU shown on the geologic maps. If naturally-occurring asbestos, serpentine, or
ultramafic rock is discovered on a site outside the GURU, the minimum control
requirements are to be implemented within 24 hours and the local air district is to be
notified by the next business day.

b. Areas Greater than One Acre

An operation located in a GURU that will be disturbing more than an acre of soil
surface is required to submit an asbestos dust mitigation plan for approval by the local
air district. An asbestos dust mitigation plan must incorporate measures to control all of
the following potential exposure sources:

Track-out onto the paved public road;

Inactive disturbed surface areas and storage piles;
Traffic on unpaved on-site roads;

Active storage piles;

Earthmoving activities;

Off-site transport of materials; and

Post-project stabilization of disturbed soil surfaces.

The operator and the district should work together to decide the specific dust
mitigation measures to be included in the dust mitigation plan that addresses each of
the above items. This approach emphasizes flexibility by allowing for the consideration
of site-specific factors. It also provides an opportunity to try new technologies that may
become available. Additionally, existing requirements from a use permit, zoning permit,
or district operating permit can be used as a basis for the asbestos dust mitigation plan.
The district may also require that the asbestos dust mitigation plan include a plan for air
monitoring. Some of the options for dust mitigation measures from the various
emissions sources are shown in Table V-1.



Table V-1. Dust Mitigation Options For Large Construction Projects

Emission Sources Dust Mitigation Options
Gravel pad
Grizzly

Track-out - Wheel wash system

Wet sweeping
HEPA filter vacuum

Apply water

Maintain a crust

Disturbed surface areas and inactive storage piles - Apply dust suppressants or chemical stabilizers
Cover with tarps or vegetative cover

Install wind barriers

Restrict vehicles to 15 MPH or less
Keep roads adequately wetted
Apply dust suppressants

Cover with non-asbestos gravel

Traffic on unpaved on-site roads

Keep wet

Active storage piles .
gep Cover with tarps

Pre-wet to depth of cuts
Earthmoving activities - Suspend grading when winds are high
Apply water

Ensure trucks are maintained such that no
spillage can occur from holes or other openings
Off-site transport of material in cargo compartments

Ensure that loads are wet and tarped or wet
and loaded with 6 inches of freeboard

Establish and maintain a vegetative cover
Cover with at least 3 inches of non-asbestos
material

Pave

Post-construction disturbed areas

The provisions of the approved plan must be implemented at the beginning and
maintained throughout the duration of the operation. If the occurrence of
naturally-occurring asbestos, serpentine, or ultramafic rock is discovered after the
project begins, the owner/operator must notify the district by the next business day and
implement the minimum control requirements specified in the regulation within 24 hours.
In addition, the owner/operator must submit an asbestos dust mitigation plan to the
district within 14 days and implement the provisions of the asbestos dust mitigation plan
within 14 days of the date the district approves it.

The regulation contains provisions that permit existing projects to continue
operating until a district-approved asbestos mitigation plan is in place. New projects,
however, are expected to have their asbestos dust mitigation plans in place and be fully
prepared to implement that plan prior to the start of any construction or grading activity.
Some industry representatives have stated that this approach would unnecessarily
delay many construction projects, particularly since there is no deadline by which local
air districts must approve the asbestos dust mitigation plan. Staff does not agree with
this statement because proponents are already accustomed to working through the
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planning process. Most planning departments are not constrained to act within a certain
amount of time; therefore, there is no basis to limit the time in which districts need to
act. Staff strongly encourages sources to contact the district early in the project
planning process.

C. Recordkeeping and Reporting Requirements for Construction and
Grading

Certain records must be kept for a period of seven years. The requirement to
keep records for seven years is consistent with the recordkeeping provisions of the
1990 asbestos ATCM, which has been in effect for 10 years. These records include the
results of any air monitoring done at the request of the district, the results of any
geological evaluation conducted on the property, and the results of any bulk sampling
requested by the district or conducted for the purpose of demonstrating the applicability
of (or compliance with) the ATCM. Information which must be reported to the district
includes the results of any air monitoring initiated at the request of the APCO, any bulk
sampling done to demonstrate the applicability of (or compliance with) the ATCM, or
any other information requested by the APCO. If a specific reporting frequency is
desired, the proposed ATCM allows that frequency, as approved by the district, to be
incorporated as a part of the asbestos dust mitigation plan.

5. Requirements for Quarrying and Surface Mining Operations

Operators of existing quarries and surface mines in areas designated on the
geologic maps as a GURU will be required to implement a district-approved asbestos
dust mitigation plan within 120 days of the effective date of this regulation. Similar to
the construction and grading requirements, districts may require air monitoring as part
of the dust control plan. New quarries and surface mines will be required to obtain a
district-approved asbestos dust mitigation plan prior to beginning operation. Some of
the proposed dust mitigation options to be included in the plan are shown in Table V-2.

The regulation also specifies generic dust mitigation requirements that would
apply to quarries and surface mining operations where naturally-occurring asbestos,
serpentine, or ultramafic rock is discovered subsequent to the initiation of activity.
Some mitigation measures are to be implemented within 24 hours of the discovery and
others within 14 days.

The following measures are to be implemented within 24 hours of the discovery:

Exposed areas that are prone to mechanical or wind disturbances are to be
kept adequately wet or controlled using dust palliatives or suppressants,
paving, wind berms, or breaks or covered with

non-asbestos containing material;

Materials to be quarried, excavated, or graded must be kept adequately wet;
Loads must be adequately wet before and during truck loading;
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Vehicle speed in the quarry or mine must be limited to 15 miles per hour or

less;

Stock and working piles are to be kept adequately wet during the addition and

removal of materials; and

Loads in trucks transporting materials off the site must be adequately wet and
covered or adequately wet and have a six-inch freeboard. A six-inch
freeboard means that the load can not extend above the top of the cargo
compartment at any point and can not contact the sides, back, or front at any
point less than six inches from the top of the cargo compartment.

Table V-2. Dust Mitigation Options for Quarries and Surface Mines

Emission Sources

Dust Mitigation Options

Material handling

Spraybars on conveyors

Shrouds on drop points

Keep materials wet during excavation, grading,
and truck loading

Track-out prevention and removal

Gravel pad

Grizzly

Wheel wash system
50 feet of paving
Wet sweeping
HEPA filter vacuum

On-site roads open to the public

Pave with asphalt or concrete
Treat with a dust suppressant
Cover with non asbestos gravel

On-site traffic

15 MPH speed limit
Keep roads wetted

Active stock piles

Keep wetted

Offsite transport of material

Ensure trucks are maintained such that no
spillage can occur from holes or other openings
in cargo compartments

Ensure that loads are wet and tarped or wet
and loaded with 6 inches of freeboard

Inactive stockpiles and exposed areas

Keep wetted
Apply dust palliatives or suppressants
Cover with non-asbestos material

Within 14 days the owner/operator must implement track-out control measures
sufficient to prevent track-out onto the paved public road at any entrance or exit to the
operation and clean up any visible track-out at least once a day. They also must install
equipment such as spraybars and shrouds to ensure that the material being crushed,
screened, or conveyed does not emit dust that is visible to the naked eye at the property
line. Finally, they must stabilize on-site unpaved roads open to the public by paving
them, treating them with a dust suppressant or covering them with non-asbestos gravel
(gravel with less than 0.25 percent asbestos, as determined by an approved asbestos

bulk test method).




The owner/operator of a site in which the presence of naturally-occurring
asbestos, serpentine, or ultramafic rock is discovered subsequent to the beginning of
operations must submit an asbestos dust mitigation plan to the district within 14 days of
the discovery and implement the generic dust management requirements until the
provisions of the district-approved plan are implemented. The generic dust
management practices are intended as the basis of asbestos dust mitigation plans and
are designed to provide a wide degree of flexibility while maintaining adequate public
health protection. This flexibility allows each quarry or surface mine to consider
site-specific conditions when developing their asbestos dust mitigation plan.

The proposed ATCM also requires minimal dust mitigation measures for mineral
exploration activities.

a. Recordkeeping and Reporting Requirements for Quarrying and
Surface Mining

The results of any air monitoring conducted at the request of the APCO and the
results of any bulk sampling conducted for the purpose of demonstrating the
applicability of (or compliance with) the ATCM or at the request of the APCO must be
reported to the district. Records of the results of any air monitoring conducted at the
request of the APCO, any geologic evaluation, and any bulk sampling conducted for the
purpose of demonstrating the applicability of (or compliance with) the ATCM, or any
other information requested by the APCO, must be maintained for at least seven years.
If a specific reporting frequency is desired, the proposed ATCM allows that frequency,
as approved by the district, to be incorporated as a part of the asbestos dust mitigation
plan.

6. Ambient Monitoring

The proposed regulation specifies that the district APCO can require ambient
monitoring for asbestos. It also specifies the analytical methods to be used. Ambient
air monitoring can provide useful information in certain circumstances. For example, it
can be used to evaluate the effectiveness of dust mitigation measures and to ensure
that the measures taken are adequate for special circumstances, such as when there
are sensitive receptors near a major construction site. Ambient monitoring can also
allow the district to consider appropriate modifications to the asbestos dust mitigation
plan or to monitor compliance when there is a history of non-compliance or evidence of
off-site transfer of particulate matter. ARB staff expects that these are the primary
purposes for which the requested ambient monitoring will be used and that it will not be
required for most sources. Furthermore, based on our discussions with the local air
districts, we do not expect that district-required asbestos ambient monitoring programs
will have an excessively large number of samples or be continuous in nature with
ongoing monitoring requirements.



7. Test Methods

Test methods are specified for testing bulk materials for asbestos content,
analysis of air samples, field determination of whether a material is adequately wet, and
measurement of the stability of surface crusting.

8. Definitions.

Numerous definitions have been included in the proposed ATCM to ensure
clarity.

B. Basis and Rationale for the Control Measure

A number of information sources form the basis for the requirements of this
proposed regulation. Among them are visits to numerous quarries and construction
sites, district dust control rules, district permits for sources, air monitoring data collected
over many years, and U.S. EPA studies of fugitive dust sources and the emission
factors in the U.S. EPA Compilation of Air Pollutant Emissions Factors (AP-42). ARB
staff considered these information sources and other requirements, their cost and
feasibility, and the potential health effects of asbestos in developing the proposed
ATCM.

Based on this information, staff identified activities and conditions that contribute
to the emission of dust from construction, grading, quarrying, and surface mining
operations. When there is asbestos in the material being processed or in the soil being
disturbed, the dust emitted during that activity will contain asbestos. Because asbestos
is a toxic air contaminant for which there has not been a threshold level identified below
which adverse health effects are not expected, Health and Safety Code section 39666
requires that this regulation reduce emissions to the lowest level achievable through
application of the Best Available Control Technology (BACT) or a more effective control
method. In doing so, the ARB must consider the factors in section 39665(b), including
cost and risk, to the extent that data can reasonably be made available.

The basis for most of the control requirements for construction and grading
operations is the dust mitigation requirements in district rules for various parts of the
State. ARB staff reviewed all the district rules for control of fugitive dust and PMo.

From the dust mitigation measures incorporated in these rules, staff identified the best
management practices and reasonably enforceable standards. For the requirements for
roads and quarries, we considered the information available about dust emissions and
consulted with districts, other State agencies, and other sources to identify the best
available measures currently being used in the industry. Also, ARB staff visited several
guarries and construction sites to observe current dust mitigation practices.

Due to the variable nature of naturally-occurring asbestos and the variety of
sources and inconsistent control requirements that currently apply, we can not make a
guantitative estimate of the potential reduction in asbestos exposure. However, based



on studies done of the effect of watering on soil dustiness for the U.S. EPA in Maricopa
County, Arizona doubling the moisture content above the dry soil value results in a
control efficiency in the range of 90 percent as compared to uncontrolled emissions
(MRI, 2000). We would anticipate many of the dust mitigation measures identified in the
proposed ATCM, when properly used, will approach a similar 90 percent effectiveness.

Insofar as the proposed control measure incorporates BACT, reduces dust
emissions and promotes statewide consistency, it is consistent with the legislative
direction and our purpose in pursuing this control measure. Below is a discussion of
some district requirements that are similar to those included in the proposed ATCM.
The success of the districts in obtaining compliance with these rules demonstrates that
the requirements of the proposed ATCM are readily achievable and cost effective.

1. Lake County Air Quality Management District

The Lake County Air Quality Management District adopted Rule 467 for asbestos
emissions following the Board’s adoption of the 1990 Asbestos ATCM. Rule 467 goes
well beyond the 1990 asbestos ATCM in that it regulates all construction in serpentine
outcrops or alluvial material from a serpentine outcrop that has an asbestos content
greater than one percent and any unpaved road or trail intended for motorized use by
the public if it is:

Located on serpentine outcrops or contains serpentine material with an
asbestos content greater than one percent;

Greater than 260 linear feet or 160 square feet; and

Located in an area zoned for residential, commercial or industrial use, or has
a dwelling density greater than two units per acre, or within 200 feet of a
dwelling regularly inhabited by five or more people.

These sources must file and get approval of a dust mitigation plan. The dust plan must
specify mitigation measures for excavation, roads, yards, driveways, parking areas,
hauling, and tracking of material onto adjacent roadways. All material must be
transported in a manner that minimizes dust emissions and emissions from transport
may not exceed five percent opacity 20 feet from the traveled surface. The rule also
requires worker notification and posting of warning signs.

2. South Coast Air Quality Management District

South Coast Air Quality Management District (SCAQMD) Rule 403 is one of the
most comprehensive district dust control rules. This rule applies to any activity or
man-made condition capable of generating fugitive dust. Table V-3 shows a summary
of the rule. Operations which comply with Rule 403 will need to do little or nothing
further to comply with the ATCM. This is because Rule 403 requires best available
control measures to minimize fugitive dust. One of the best available control measures
for unpaved roads identified in Rule 403 is a limit on vehicle speeds to 15 MPH or less.
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It also prohibits emissions visible beyond the property line or emissions that cause or
contribute to concentrations of PMyq that exceed 50 grams per cubic meter (g/m°).

Among the provisions of the rule is an exemption from the emissions standards
for a disturbed surface area less than one half acre on property zoned for residential
uses. There are also alternative requirements for high wind periods.

Table V-3. Summary of South Coast AQMD Rule 403

Prohibits the emission of fugitive dust that remains visible in the atmosphere beyond the property line
Requires the use of best available control measures to minimize the emission of fugitive dust

Prohibits a person from causing or allowing PM;, emissions to exceed 50 micrograms per cubic meter
based on simultaneous upwind-downwind samples

Requires the owner/operator to prevent track-out or remove it within one hour, or (1) pave or chemically
stabilize at least 100 feet of access road from the intersection with the paved road, or (2) pave 25 feet
and install a track-out control device, or (3) other as approved, and prevent track-out and remove
material anytime the track-out extends a cumulative distance of 50 feet on a paved public roadway and
remove all visible track-out at the end of each workday.

Large operations (100 acres of disturbed surface or daily earthmoving volume greater than 10,000 cubic
yards three times in 365 days) and medium operations (between 50 and 100 acres disturbed surface or
daily earthmoving volume of between 5,000 cubic yards and 10,000 cubic yards three times in 365 days)
if under a contingency notification must also obtain an approved fugitive dust emissions control plan

SCAQMD Rule 403 also provides control measures that can substitute for the
50 microgram per cubic meter limit. Earth moving operations except quarrying or
construction cut-and-fill can maintain a soil moisture level of 12 percent. Operations
that are more than 100 feet from all property lines can conduct watering as necessary to
prevent visible dust emissions from exceeding 100 feet in length in any direction.
Construction cut-and-fill operations can maintain the soil moisture of 12 percent or if the
optimum moisture content for compaction is less than 12 percent, complete the
compaction process as expeditiously as possible after the soil moisture reaches at least
70 percent of the optimum.

SCAQMD Rule 1158 (Storage, Handling, and Transport of Coke, Coal, and
Sulfur) prohibits emissions greater than 10 percent opacity. It requires enclosed
storage for all piles, truck, or railcar unloading. Additionally, the enclosed structure must
be equipped with a water spray system or an air pollution control system, and all new
conveyors must be covered. Also, silt loading on roads must not exceed 0.05 grams
per square meter (g/m?) on track-out roads and 0.25 g/m? on roads and vehicle
movement areas on the facility. The rule requires the facility operator to use a street
sweeper to clean any track-out. The street sweeping shall be sufficient so that not more
than four hours elapses between sweeps or after every 100 truck material receipts or
dispatches, but not less than one time daily when the facility is open for business. Any
material spills of more than three pounds, or that cover more than one square foot must
be cleaned up within one hour.
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C. Alternatives Considered
1. No Action

One alternative would have been not to develop the proposed ATCM. This
alternative would have left the control of dust emissions under the regulation of a
plethora of air district, local building and development agencies, and other government
agencies. Some of these agencies have competing concerns, limited resources, and
are not always focused on air quality issues. Consequently, we believe that this option
would not result in an effective and consistent approach in minimizing emissions from
sources of naturally-occurring asbestos.

2. Requlatory Standards Based On Visible Emissions Evaluation

This alternative would have set opacity standards for sources and activities
based on the ability of trained “smoke readers” to distinguish the density of emissions.
We rejected this option for construction and grading and road construction and
maintenance because in order for sources to be sure that they were in compliance, they
would have had to have staff trained in visible emissions evaluation. This training is
available to the public, districts, and industry from the ARB’s Compliance Division.
However, certification requires an initial three-day training program and semi-annual
re-certification. We believe that this is an unnecessary burden and would have provided
less consistent protection to the exposed population since it could allow higher dust
concentrations off-site than the chosen approach. We have retained visible emission
standards for quarrying and surface mining. The cost is less because of the smaller
number of these operations affected and many district rules specify opacity limits so
many operators already have staff trained in visible emission evaluation. To ensure that
the approach did not result in greater risk to the public we also require that there be no
visible emissions crossing the property line.

3. Applicability Based Solely on the Geologic Maps

This approach would have provided a simple determination of which operations
were affected by the regulation. However, because of the physical conditions and the
scale of the regional maps, there could be properties within the areas designated as
GURUSs that do not in fact have ultramafic rock. Conversely, there could be areas of
ultramafic rock or naturally-occurring asbestos that were not included on the maps
either because they had not been discovered when the maps were drawn or because
they were to small to show on the scale of 1:250,000. Nevertheless, the regional maps
are a good starting place for identifying the potential locations of these rock types. Our
solution to these concerns was to add provisions for excluding property through a
geologic evaluation and adding requirements when these rock types were subsequently
discovered.
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4, The Determination of Adequately Wet

ARB staff evaluated the possibility of designating a standard percent moisture as
adequately wet. There is an ASTM (American Society for Testing and Materials)
method for determining percent moisture that involves taking a sample of material,
weighing it, drying it in an oven and re-weighing it. It is not a burdensome method.
However, adequately wet in percent moisture can differ depending on the texture and
constituents of a soil mix or aggregate. Some local district dust rules specify a
12 percent moisture content unless that is too moist to achieve the necessary
compaction for soil. In a conference with ARB, industry sources said a pile of sand at
12 percent moisture wouldn’t form a stable pile. Rather than try to identify percent
moisture for each type of material that would be addressed in this regulation, we went
for a simple objective oriented field test method for adequately wet. The rationale
behind this approach is the assumption that if a material does not evolve dust when
dropped from a height of four feet on a hard surface, it is not likely to cause emissions
that will exceed the dust emission standard during processing. This assumption has not
been extensively tested. However, whether the material passes this test or not, the
guiding principle is the avoidance of emissions. If the visible dust requirements are not
being met, the material is not adequately wet.

In the event that the owner/operator of a source desires to identify a percent
moisture for specific areas or materials and can demonstrate to the district that these
moisture levels result in good dust control, these specifications can be made part of the
district-approved asbestos dust mitigation plan.

5. Prescriptive Standards

This approach would specify a set of requirements for each type of operation.
We felt this was too inflexible because it did not allow for the consideration of
site-specific constraints. For instance, if we were to specify 50 feet of paved access
road to prevent track-out this might not be feasible for a project with limited open space.
Since there were several options for controlling the dust emission sources that could be
reasonably effective we opted to identify standards and leave the choice of technique
up to the district and sources whenever we could. This approach provides the
maximum amount of flexibility consistent with the goal of public health protection. It also
does not impede the development of new and improved techniques that might be
developed in the future.

6. Compliance Based Solely on Air Monitoring

This alternative would have required ARB to set an “acceptable” level of
asbestos in ambient air and specify that no source could exceed it based on ambient air
monitoring. Because asbestos is a TAC for which no threshold level for safe exposure
has been established, State law requires the control measure be designed to reduce the
emissions to the lowest level achievable through the application of best available control
technology.
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7. Exempting Areas of Ultramafic Rock that are Determined to be Asbestos-Free

This alternative would allow a source to be exempted if a geologic evaluation
showed that there was no asbestos in the area to be disturbed even if there was
ultramafic rock. Asbestos occurs in ultramafic rock because it has all the necessary
mineral constituents for the formation of asbestos. However, the actual formation of
asbestos is the result of changes (metamorphism) that occur in the ultramafic rock
under certain conditions. Whether those conditions have occurred in any rock body
would require a close and detailed examination of that rock body. To be assured that
the methods used were adequate and that they supported the conclusion reached, the
report and possibly the site would have to be reviewed by DOC staff before the APCO
could consider granting the exemption. In addition, as the operation excavated the rock
body, the evaluation would have to be repeated for each new area of rock to be
disturbed.

It is unlikely that a geologist would be able to state with a relatively high level of
certainty that asbestos does not exist at various places within an ultramafic rock body.
Based on informal discussions with DOC staff, ARB does not believe that the necessary
tools and techniques exist that would enable a geologist to make this determination.
However, we are continuing to seek the advice of DOC staff on this issue. Additionally,
implementing this option could result in significant costs to state and local government
agencies, including the ARB and DOC. Finally, this approach may not be feasible
because a geologic evaluation to establish the absence of asbestos in an ultramafic
rock body could be a great deal more costly than implementing the dust mitigation
requirements of the proposed regulation.

8. Separate Requlatory Requirements for Different Types of Asbestos

This approach would impose different requirements based on the occurrence of a
particular type of asbestos. Alternate requirements would apply if a geologic evaluation
showed that amphibole asbestos occurred on a particular site. This was suggested
because of arguments that indicate that amphibole asbestos may be more likely to
cause mesothelioma than chrysotile asbestos.

We rejected this approach based on the following considerations. First, asbestos
was evaluated under the procedures laid out in the Health and Safety Code for
evaluating the health effects of candidate TACs. These procedures include a review by
an independent panel of scientists to determine that the best available scientific
information was used in the evaluation. This evaluation provides toxicity factors to be
used in making the determinations about the need and appropriate degree of regulation
for TACs. That evaluation provided toxicity factors for all asbestos fibers with an aspect
ratio of 3:1. In the years since asbestos was identified as a TAC, the Office of
Environmental Health Hazard Assessment has reviewed the evidence that amphiboles
were more likely to cause mesothelioma. Their conclusion was that the evidence was
not adequate to support the development of new toxicity factors at this time. Second,
Health and Safety Code section 39666, which authorizes the development of ATCMs,
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gives specific direction for ATCMs for TACs with no identified threshold for adverse
health effects. This statute requires that the ATCM result in the lowest achievable
emission rates through application of BACT in consideration of cost and risk, unless an
assessment indicates that an alternate control method is necessary to protect public
health. Third, this suggested approach would require an impractical, and potentially
improbable, detailed assessment of all sites to determine which type of asbestos is
present (on some sites both chrysotile and amphibole asbestos is found), which would
add significant costs for all affected projects. In any event, the approach we have taken
with the ATCM would still be valid.
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VI. CONTROL TECHNOLOGY

In this chapter, we summarize some of the dust control options the Air Resources
Board (ARB) staff has observed during site visits as effective methods for reducing dust
emissions from construction, grading, quarrying, and surface mining. When asbestos is
present in the soil or rock being disturbed these control options will also reduce
emissions of asbestos to the ambient air. The options presented are intended as a
guide to available dust control options. These individual options may not be applicable
to all sites. However, there are multiple options for controlling dust and associated
asbestos emissions for each emission source on a site. Staff believes that effective
dust control options are available for all emission sources. More information regarding
the costs associated with these options is presented in Chapter VII.

A. Construction Sites

Most of the air districts have regulations for fugitive dust. These regulations vary
widely in approach and requirements. Site visits by ARB staff and our conversations
with air district staff indicate that most construction sites use some dust mitigation
measures. Among the most commonly used are surface watering to reduce emissions
from the grading equipment and temporary paving or gravel pads to prevent track-out.
When used consistently, these measures reduce dust emissions and are reasonably
available and effective controls.

On sites where dust emissions are a hazard as well as a nuisance, additional
mitigation measures may be needed. The United States Environmental Protection
Agency (U.S. EPA) provides guidance on available dust control techniques, which
constitute Best Available Control Measures (BACM) for areas in serious non-attainment
for particulate matter less than ten microns in diameter (PMj0) (U.S. EPA, 1992). Using
information from the BACM guidance and regulations adopted by air districts, we have
identified some of the activities that constitute best management practices for
construction sites.

1. Site Preparation

Most developers will start construction on a site by building a launching or
staging area. The launching area usually has a section for equipment storage, a fuel
and supply storage area, and an office for site management activities. The entry and
exit point from the launching area as well as any other entry and exit points onto the site
may be designed as a knock-out area for material picked up by vehicles or equipment
used on the site.

The staging area may be paved or have a gravel pad. Based on site visits, a

gravel pad is a very effective measure for preventing material from leaving the site.
Pavement is effective if it is long enough and if it is kept reasonably free of tracked or
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spilled material. Installing a gravel pad for track-out control is estimated to cost from
$1,000 to $2,000.

2. Excavation

The extent of excavation that is needed on a given site will depend on the initial
slopes and the desired slopes at completion. Excavation can be a significant source of
emissions. Adding moisture or suspending the operation when winds are high can
reduce emissions from activities associated with excavating. Adding moisture counters
the creation of fines due to the mechanical action of the excavation equipment and the
pulverization of materials by the equipment’s wheels. It also replaces moisture lost to
evaporative emissions when the newly scraped surface is exposed to the surface
elements (heat from the sun, wind, etc.).

Moisture needs to be added at regular intervals to ensure that the material is kept
adequately wet during the excavation period. There are several ways this can be
accomplished. The two most common ways would be using a portable water trailer or a
water truck. For sites larger than an acre, a water truck may be more cost effective.

For sites less than an acre, a water trailer may be the better choice.

Using a portable water trailer on an area approximately 0.5 acre costs
approximately $200 per day (for a residential lot) including water permits. Assuming the
excavation could be completed in one to two days, the cost would range from $200 to
$400 per lot. The cost for watering using a water truck is approximately $65 per hour.
The additional cost for water will depend on cost and proximity of the water source. The
cost effectiveness of using a water truck will depend on the size of the site. For
excavation of an acre, the cost is approximately $1,500. On a larger site, the watering
truck can be used more efficiently. Therefore, the cost of watering would be lower.

Occasionally blasting is required on sites within residential or other populated
areas. Blasting can be a source of flying rocks as well as dust. However, blasting mats
are not an effective means of dust control. Blasting mats can reduce the incidence of
flying rocks but will have minimal effect on dust emissions. More effective dust control
can be achieved by covering the blast area with wet dirt. The amount of dirt used
should be based on best engineering judgement taking into consideration the amount of
the charge, the size of the blast area, and the proximity to receptors and other
structures. Proper design of the charge can minimize the emissions as well. The need
to blast will not be universal nor does the proposed regulation require specific control for
blasting emissions. However, the cost of covering the area with wet dirt will be minimal
because the dirt and water costs are minimal and the necessary equipment is usually
already on-site.

3. Storage Piles and Exposed Areas

Emissions from storage piles occur due to both wind erosion and the effect of
equipment moving on and in the vicinity of storage piles. The use of moisture to
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minimize emissions from storage piles can be an effective control measure. On sites
where a scraper is used to create the pile, the emissions are minimal and the scraper
can compact the pile as well. A water truck can be used to provide moisture to aid in
compaction. Cost for the water truck would be similar to or less than that mentioned in
Part 2 of this section depending on the truck’s overall utilization at the site.

On large construction sites, grading equipment can be used to further compact
the material to prevent wind erosion. On small sites, watering and keeping the pile size
down to four or five feet in height offer sufficient control of emissions. Screening piles
from wind is another effective dust mitigation measure. Berms divert the wind so it can
not pick up particles and bounce them along releasing other particles due to the impact.
Additionally, the wind speed is reduced in the lee of the berm thus reducing emissions.
Studies of wind fences and other porous barriers such as trees have shown that they
can effectively reduce wind velocity and consequently emissions.

If the piles will be removed from the site and transferred to a landfill or other
disposal area, application of a chemical agent such as a surfactant that permits more
extensive wetting may be used. However, continuous chemical treating of material
loaded onto piles may be necessary because whenever the surface is disturbed the
potential for emissions is renewed. The use of chemical stabilizing agents such as
polymers can effectively eliminate emissions from inactive storage piles or open areas
for more than a year as long as the surface is not disturbed. The cost for chemical
suppressants ranges from $0.04 to $1.00 per square yard. This cost estimate assumes
that the water supply is easily available and at a minimum price compared to the cost
per square yard of the suppressant.

The most effective methods for reducing emissions from an inactive area are
covering the area with non-asbestos containing materials and re-vegetating. Also, small
piles that are not being continuously used can be covered with tarps. Tarps for small
piles can range from $1.00 to $4.00 per square yard.

4, Track-Out or Carryout

Material carried off the site and onto public roads by exiting vehicles can be a
significant source of dust emissions. Very good control can be achieved if the deposits
on the road are prevented. A gravel pad is expected to achieve the best results for
preventing track-out (see Part 1 of this section). However, a developer may choose to
pave the knock-out area. The cost of paving a quarter mile of road is estimated to be
around $3,000. The cost associated with a light water flushing followed by sweeping
using a street sweeper is approximately $107 per hour.

The effectiveness of a paved area in reducing track-out will depend on how often
the paved area is cleaned and the amount of material that accumulates on the paved
area between cleanings. This is influenced by the traffic level on the paved road and
the amount of spillage and track-out from adjacent areas. Table VI-1 gives the
efficiency of various methods used to clean paved roads (U.S. EPA, 1992). This
information is useful for evaluating the necessary frequency of cleaning for paved public
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roads with visible track-out from a site. Sweeping with a HEPA filter equipped vacuum
may achieve greater reductions than those shown in Table VI-1 but staff is not aware of
any field tests done to establish control efficiency.

Table VI-1. Efficiency of Various Methods of
Cleaning Paved Roads*

Method Cited Efficiency Comments
Field emission measurement (PMys)

- 0,
Vacuum sweenin 0-58% 12,000-cfm blower®
ping 46 % Based on field measurement of 30 um
particulate emissions
Water flushing 69 —( 0.231 V)** | Field measurement of PM;s emissions®

Water flushing followed
by sweeping

1. Adapted from Fugitive Dust Background Document and Technical Information Document for Best Available
Control Measures, U.S. EPA, 1992

96 —(0.263 V)** | Field measurement of PM;s emissions’

2. PM;, control efficiency can be assumed to be the same as that tested.

3. Water applied at 0.48 galfyd®

4. Equation yields efficiency in percent, V = number of vehicle passes since application.
B. Quarries and Surface Mines

Most mines and quarries in California use best management practices to reduce
dust emissions. Most of the air districts have regulations for fugitive dust. However, the
requirements vary widely in complexity and approach. Among the more commonly
used dust control measures, are road watering to reduce emissions from truck traffic
and spraybars on conveyors to reduce dust emissions from crushing, screening, and
conveying. If applied conscientiously, these measures reduce nuisance dust and are
reasonably available mitigation options for areas that are not in serious non-attainment
of PM;o standards.

In areas designated in serious non-attainment of PM;o standards or at sites
where dust emissions are potentially, more effective measures may be needed. The
U.S. EPA provides guidance on available dust control techniques which would be
BACM for areas in serious non-attainment for PMip (U.S. EPA, 1992). Using
information from the BACM guidance and regulations adopted by the local air districts,
we have identified some activities that constitute best management practices for surface
mines and quarries that have the potential to emit asbestos.

1. Blasting and Excavation

Staff has identified a technique that can reduce dust emissions from blasting in
construction projects that involves covering the area to be blasted with mud. However,
staff is not aware of any quarries or mines that employ this technique. Blasting mats
used in some locations to reduce the incidence of flying rock are not effective in
reducing dust emissions. Blasts can be designed to minimize the upward force of the
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detonation. Restriction of blasting to times of calm winds may help prevent blasting
emissions from traveling off-site in some cases.

In some quarries, shot rock (material broken by the blast) produced by a blast at
one level must be moved to another level for processing. Depending on site-specific
conditions, this may be done by loading the material into trucks for transport or dropping
it off a ledge. The U.S. EPA published an emission equation relating the emission rate
to factors that affect the emission rate. In this equation for ledge drop operations, one
of the primary inputs accounts for wind speed. The emission factor increases with wind
speed. All other things remaining equal, approximately four times as much PMyg is
emitted at an average wind speed of 20 miles per hour as at five miles per hour.

A similar direct relationship exists for drop height. Twice the emissions result
from a 40-foot drop as from a 20-foot drop. The relationship of moisture to PMjg
emissions is more complicated. An increase in the moisture content from two percent to
12 percent would produce a 97 percent decrease in emissions. However, it is unlikely
that quarry operators would be able to wet the rock sufficiently to achieve this moisture
level. The drop height will be largely dictated by the physical limitations of the quarry
even though quarry operators would be well advised to avoid ledge drop operations
whenever possible. Where possible, increasing the moisture content of the material
and carrying out these operations when wind speeds are low will decrease the amount
of PMyo produced blasting or ledge drop operations.

Emissions from excavating rock and transporting it to process areas can be
reduced by adding moisture. The following empirical equation is given for estimating
PMj0 emissions from truck loading using a front-end loader or power shovel.

s i) GaH 0
555 M5 g

() E = (0.36)(0.0018) £2&> &> 9
oM

.2 ,.0.33
00

where: E = emission factor, pounds per ton (Ib/ton)
s = material silt content, (%)
U = mean wind speed, miles per hour (mph)
H = drop height, feet (ft)
M = material moisture content, (%)
Y = dumping device capacity, cubic yards (yd®)

Equation 2 can also be used to estimate the control efficiency of adding moisture
to the material. All other things held constant, we can estimate that at a moisture
content of 12 percent the emissions can be reduced 97 percent relative to a moisture
content of two percent (no moisture added). If we assume that typical quarrying
practices result in a moisture content of five percent, increasing the moisture content to
12 percent would result in a reduction in emissions from truck loading and unloading of
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495 pounds per year in our example quarry (see Chapter V). This would be an overall
reduction in emissions of 39 percent. An additional reduction could be achieved if
qguarry operators ceased excavating when wind speeds were high. When hourly
average wind speeds are 10 miles per hour, emissions from excavation are double what
they are on days when average wind speeds are five miles per hour at the same
moisture content.

In many small to medium sized quarries, excavation is not carried out at all times
during the processing day. For these quarries, the suspension of activities during times
of high winds may be feasible and not impose any additional costs.

2. Screening and Crushing

The emission factors for screening and crushing assume a moisture content of
the material from 1.5 to 4 percent. This would represent typical wet suppression
systems for reduction of nuisance dust. However, if additional water is not added to
counter the creation of additional fines and reduction of moisture due to evaporation,
emissions will increase as the material moves through the processing sequence. Since
the amount of dust emitted is dependent on many site-specific conditions, we cannot
guantify the potential emission reduction from installing and operating additional
spraybars. The potential additional cost will depend on how many additional spraybars
are needed. Each additional spraybar will cost about $750.00. The U.S. EPA indicates
that direct spraybars are needed for control of crushing emissions but carryover may be
sufficient for the other parts of the processing system unless visual observation reveals
the need to add moisture at any other location in the processing system
(U.S. EPA, 1995). Reduction of emissions beyond those estimated by the equation
would require that additional moisture be added to the materials.

3. Conveyors and Drop Points

Based on site visits, the use of moisture to control emissions from conveyors and
drop points is standard operating practice. Shrouds will provide additional emission
reductions by reducing the effective wind speed at the drop point. However, we have
not been able to quantify the potential reduction in wind speed. The empirical equations
for estimating emissions from conveyor drop points take into account moisture content
and average wind speed (U.S.EPA, 1995). The range of source conditions used in
developing this equation included moisture content ranging from 0.25 to 4.8 percent and
wind speeds from 1.3 to 15 miles per hour.

4. Material Storage and Exposed Areas

Storage pile emissions result from of both wind erosion from piles and the effect
of equipment moving around, on, and in the vicinity of, storage piles. Watering is useful
to reduce emissions from vehicle traffic near the storage piles. Watering of the storage
piles typically only has a very temporary effect on overall emissions. A much more
effective technique is to apply chemical agents such as surfactants that permit more
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extensive wetting. Continuous chemical treating of material loaded onto piles coupled
with watering or treatment of roadways, can reduce total particulate matter emissions
from aggregate storage operations by up to 90 percent. (U.S. EPA, 1995)

Additional control for wind erosion is accomplished by covering piles or screening
them from winds. Enclosures are an effective means to control fugitive particulate
matter from open dust sources. However, available data are not sufficient to quantify
emission reductions. Studies of wind fences and other porous barriers such as trees
have shown that they can effectively reduce wind velocity and consequently emissions
but their effectiveness would have to be based on measurement of site-specific factors.
Additional techniques for reducing emissions include confining activity such as removing
materials from piles to the downwind side (U.S.EPA, 1992).

The use of chemical stabilizing agents such as polymers can effectively eliminate
emissions from inactive storage piles or open areas for more than a year as long as the
surface is not disturbed. The most effective methods for reducing emissions from an
inactive area are covering the area with non-asbestos containing materials and
re-vegetating.

5. On-Site Vehicle Traffic

The U.S. EPA lists the following control techniques for unpaved travel surfaces:
(1) source reduction such as speed reduction, and/or traffic reduction, (2) source
improvement such as paving, or surfacing with gravel, (3) surface treatment such as
watering and/or chemical stabilization (U.S. EPA, 1992).

The emission control obtainable through the use of source reduction activities is
readily calculated through application of the emission factor equation (Equation 1,
Chapter IV). Paving is expensive and may not be a practical option for industrial plant
roads subject to very heavy vehicles. The emission reductions attainable through
covering the surface of haul roads with gravel is a result of substituting a material with a
lower silt and asbestos content (which must be less than 0.25 percent as determined by
an approved asbestos bulk test method) than the original surface. Because emissions
are directly related to silt and asbestos content, any reduction of the silt content and/or
the asbestos content will achieve an equivalent reduction in emissions. This option is
less expensive than paving but will require periodic maintenance.

Surface treatments require periodic reapplication. Wet suppression is a
temporary measure and may need to be reapplied several times an hour in hot
summertime conditions. Chemical dust suppressants such as magnesium chloride and
liginsulfonate require much less frequent reapplication. Frequency of application may
be affected by track-on from adjacent untreated areas or spillage. The factors that
impact the cost of application are the application rate, labor costs, frequency of
application, and area to be treated. Over time, the efficiency of these measures will be
decreased as a result of track-on and spillage on the treated surface. Increasing the
freeboard in trucks and wetting and/or covering loads can reduce spillage, which affects
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control efficiency or frequency of reapplication. Over a period of time with continued
application, treated surfaces can approach the level of emissions from paved roads.

6. Track-Out

Track-out emissions are caused by dirt deposited on the paved roadway and
emitted to the air by traffic on the paved road at the quarry entrance. Material carried
out on the tires and undercarriage of the trucks and spillage contribute to this source of
emissions. There are two approaches to reducing track-out emissions. The first is
prevention of the deposits on the paved road and the second is periodic cleaning of the
paved road.

Very good control can be achieved if the deposits on the road are prevented.
Spillage can be reduced by increasing the freeboard in truck loads and covering the
load with tarps. Material carried out on the tires and undercarriage of trucks can be
greatly reduced. Approaches to this objective range from paving to gravel pads to tire
and/or truck wash systems. The effectiveness of any given measure can be estimated
on a site-specific basis by measuring the silt loading on the paved surface at the access
point.

The effectiveness of removing the deposits periodically will depend on the

frequency of the cleaning operation and the traffic level on the paved road. Table VI-1,
presented earlier, identifies the efficiency of various cleaning methods for paved roads.
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Vil. ECONOMIC IMPACTS OF THE PROPOSED ATCM

This chapter discusses the impacts that the proposed Airborne Toxic Control
Measure (ATCM) may have on projects at existing homes, new home construction, dust
mitigation at quarries and surface mines, and costs to local, state, and federal agencies.
Overall, the proposed ATCM is not expected to result in any significant economic
impacts. The overall cost impact of the proposed ATCM is estimated to be
approximately $3 million to $5 million over five years or an average of $600,000 to
$1 million per year. However, when considering the impact from the 2000 Asbestos
Airborne Toxic Control Measure for Surfacing Applications (Asbestos Surfacing ATCM),
three quarries may experience significant economic impacts.

For projects at existing homes, the additional cost of dust control is estimated to
be $55 per project. The additional cost for new home construction, which is expected to
apply to less than one percent of new homes constructed in California, would add less
than 0.3 percent to the total project cost.

Cost impacts for quarries and surface mines are estimated to range from $500 to
$7,000 in the first year and up to $1,600 averaged over five years. All of the affected
guarries and mines are assumed to be small businesses. The highest costs would
apply to quarries that produced aggregate with an asbestos content greater than
0.25 percent. These are the same quarries for which potentially significant impacts
were identified due to the July 2000 adoption of the Asbestos Surfacing ATCM which
prohibits the use of materials with an asbestos content greater than 0.25 percent for
surfacing applications.

The proposed ATCM is not expected to cause a noticeable change in California
employment, business status, and competitiveness. The proposed ATCM may actually
create some business opportunities for California retailers and distributors that sell or
rent dust suppression equipment and products.

No significant cost impacts were identified for public agencies. Dust control for
road building projects is the current standard practice and is used to both minimize air
emissions and to protect water quality. Costs for building construction done by public
agencies are expected to be similar to those incurred by private construction projects.

A. Legal Requirements

Section 11346.3 of the Government Code requires State agencies to assess the
potential for adverse economic impacts on California business enterprises and
individuals when proposing to adopt or amend any administrative regulation. The
assessment shall include a consideration of the impact of the proposed regulation on
California jobs, business expansion, elimination or creation, and the ability of California
business to compete with businesses in other states.
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Also, State agencies are required to estimate the cost or savings to any State or
local agency and school district in accordance with instructions adopted by the
Department of Finance (DOF). The estimate shall include any non-discretionary cost or
savings to local agencies and the cost or savings in federal funding to the State.

Health and Safety Code section 57005 requires the Air Resources Board (ARB)
to perform an economic impact analysis of submitted alternatives to a proposed
regulation before adopting any major regulation. A major regulation is defined as a
regulation that will have a potential cost to California business enterprises in an amount
exceeding ten million dollars in any single year. The proposed ATCM is not a major
regulation.

B. Affected Businesses

Any construction, grading, quarrying, and surface mining business that disturbs
the soil in areas that are geographically classified as being in a geographic ultramafic
rock unit (GURU), or the area to be disturbed has serpentine, ultramafic rock or
naturally-occurring asbestos would potentially be affected by the proposed ATCM. Also
potentially affected are special trade contractors that do small projects such as
landscaping, swimming pool installations, or the construction of add-ons. There are
approximately 1,120 construction and grading companies that may operate in ultramafic
or serpentine rock areas of the State. Also, there are 25 operating quarries and surface
mines that operate in the same areas. These businesses fall primarily into four 2-digit
industries as identified by Standard Industrial Classifications (SICs) and new North
American Industry Classification (NAICs). A list of these industries that we have been
able to identify is provided in Table VII-1.

Table VII-1. Industries with Businesses Potentially
Affected by the Proposed ATCM

SIC/NAICS Industry
14 /2123 Mining and Quarrying of Nonmetallic Minerals, Except Fuel
15/233 Building Construction and General Contractors and Operative Builders
16 /234 Construction Other than Building Construction - General Contractors
17 /235 Construction - Special Trade Contractors

Since information on employment and shipment values are not available for
guarries and surface mines from the State Mining and Reclamation Act (SMARA), we
looked at information from the U.S. Census Bureau. According to the U.S. Census
Bureau, there were 281 establishments in California that were engaged in nonmetallic
mineral and quarrying mining operations in 1997. These mines and quarries shipped
products valued at slightly over $1.5 billion. Also, there were over 60,000 construction
establishments in California in 1997, of which about 19,000 were in general contracting,
3,200 in heavy construction, and 38,000 special trade contractors. These
establishments generated over $93 billion in construction work (USCB, 2000).
According to the SMARA, there are 799 mines holding active permits in the State of
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California. This number includes mines and quarries that are not located in ultramafic
rock units, are exempt sand and gravel operations, or do not produce aggregate for
sale. The number of potentially affected mines is much lower. The ARB staff identified
the potentially affected mines and quarries using the maps provided by the DOC and
refined the estimate by calling the potentially affected quarries and mines and the
districts in which they were located.

For the 2000 Asbestos Surfacing ATCM, staff’s investigation identified only 17
that might have to do aggregate testing and only three of those that would experience a
potentially significant economic impact due to the prohibition against selling aggregate
with an asbestos content of 0.25 percent or greater.
C. Cost to Homeowners

1. Dust Mitigation Measures

The proposed ATCM has specific requirements for construction activities that
would disturb an acre of land or less. These requirements specify keeping the soill
adequately wet during excavation, stabilizing stockpiles when not adding or removing
materials, cleaning equipment prior to moving it off-site, and cleaning visible track-out
off the street. These requirements would apply to contractors doing small projects such
as landscape or swimming pool installations or the construction of outbuildings or
add-ons. These requirements are not expected to impose an unreasonable burden on
homeowners or contractors.

In many cases, solil is easier to work when wet. Therefore, the practices that
suppress dust emissions also make the job easier to do. For example, pre-wetting
areas prior to digging postholes or trenches will soften the soil and make it easier to
handle. Additionally, it is typical for swimming pool contractors to arrange for the area
to be watered prior to excavating.

Compliance with this ATCM may require contractors to do some things that may
not be universally practiced. Stabilizing stockpiles and washing equipment when it is
moved off-site may not be routinely done. Cleaning up visible track-out is a good
business practice but when the track-out contains asbestos it is necessary for public
health reasons. We anticipate these additional requirements will take an additional
1.5 hours on any one of these small projects in which mechanized disturbance of the
soil surface is required. We anticipate that 1 in 15 homeowners in the affected areas
would hire a contractor to do one of these types of activities in any one year.

Extra water would be used to comply with these requirements. We estimate a
contractor working on a small project for a homeowner would use 150 gallons of water
to clean track-out off the street and from 50 to 150 gallons to clean off the equipment
before it was moved off-site. Wetting the area to be disturbed might require the use of
about 300 gallons per project. This would represent extra water use per project of 500
to 600 gallons. To estimate the cost of this extra water, ARB staff contacted seven
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water providers in three areas known to contain ultramafic rock in California. Water
usage costs obtained from these providers ranged from 0.0011 to 0.0033 dollars per
gallon (ARB, 2001e). Thus the estimated cost of water would be between $0.55 and
$1.98 per project.

ARB staff estimated the number of affected homeowners based on the fraction of
the area in each California county with ultramafic rock and the number of housing units
in each county. The maps published by the Department of Conservation (DOC),
Division of Mines and Geology were the basis for the estimate of the fraction of each
county in ultramafic rock units. To estimate the number of existing housing units in
each county, ARB staff started with the census data collected in the 1990 census
because the data from the 2000 census is not yet available to the public. This was
updated to 1999 using data from the DOF Economic Research Unit. For some counties
this may overestimate the number of affected homeowners because we did not have
sufficient information to adjust for multiunit residences. This overall approach rests on
the assumption that housing is not differentially located in areas with ultramafic rock. In
some areas, this may underestimate the number of affected homeowners and in others
it may overestimate.

Based on the above data, ARB staff estimates 97,000 homes are in ultramafic
rock areas. Based on the assumption that 1 out of 15 homeowners will have one of
these types of projects done in a year, approximately 6,470 projects will be affected by
these requirements each year. The total cost for the extra water will then be between
$3,560 and $12,800 per year. The resulting estimate of the extra water needed per
year is between 3.2 million gallons and 3.9 million gallons. If labor costs for dust control
are $35 per hour, each project would cost an additional $52.50 in labor costs. The total
annual labor cost would then be $340,000. Thus, the total annual cost of the proposed
ATCM would be between $343,000 and $352,300.

2. Cost from July 2000 Asbestos Airborne Toxic Control Measure for
Surfacing Applications

Homeowners who wish to purchase crushed aggregate to cover the surface of an
unpaved driveway may experience a minimal economic impact from the 2000 Asbestos
Surfacing ATCM. The cost to purchase crushed aggregate includes the cost of the
material plus the cost of transportation when it is delivered. If the quarry nearest to the
consumer cannot supply the material that does not contain asbestos, there may be an
increase in the delivery cost.

Based on quotes from several hauling companies, staff estimated that if the
round trip to the quarry were to increase by 30 to 45 minutes, the additional delivery
cost would be $30 to $60. This is less than a 10 percent increase in the cost of the job.
This is the highest incremental cost we should expect any individual to experience as a
result of adoption of the proposed revisions to this ACTM. Most homeowners would
experience no additional cost.

VIl -4



The alternative aggregate available to the homeowner will most likely be river
rock or limestone. The cost for these alternatives is comparable to serpentine (the cost
for limestone was quoted as $6.75 per ton). Both alternative aggregates have been
found to be more durable in surfacing applications than serpentine and therefore, do not
need to be replaced as often. Thus, over the lifetime of the surface, we believe the
homeowner will experience no additional cost and potentially a cost saving.

D. Impacts on Home Construction Costs

The proposed ATCM would potentially impose additional costs on some
businesses that are engaged in construction and grading operations associated with
home construction. To estimate the number of construction and grading operations that
may be impacted by this regulation, staff started with the number of new homes built in
each county in 1999 and the fraction of the area in each county that was in a GURU. It
is important to note that some of the home construction occurring today was approved
in years prior to 1999 and therefore was not included in this calculation. Assuming that
home construction projects are equally distributed on all buildable land, staff estimated
the percentage of each county that is composed of serpentine and/or ultramafic rock
using the DOC Geologic Map Sheets of California (1:250,000 scale).

Using information from the Construction Industry Research Board and DOF, staff
determined the number of new housing units authorized by building permits in 1999 per
county. In 1999, a total of 140,137 building permits were authorized in California
(DOF, 2000). The number of housing permits per county was multiplied by the
percentage of the area in ultramafic rock units in each county to estimate the number of
housing units that may be built in ultramafic areas. This number was then summed for
each county to get an estimation of the total new housing being built in ultramafic areas
for all counties in California each year. Table VII-2 shows the permitted housing units
and the fraction of the area in a GURU for each county.

We obtained an estimate of the additional cost incurred per lot by a development
company working in a GURU and meeting the dust mitigation measures that would be
required under the proposed ATCM, including the cost of developing an asbestos dust
mitigation plan. This estimate was $400 to $500 per lot (ARB, 2001f). As a percentage
of the grading cost, this is a 10 percent increase. As a percentage of lot preparation,
this is a 2 to 3 percent increase. We believe this is an appropriate value to use for
housing units developed within a subdivision.

ARB staff then developed an estimate of the cost per lot for complying with the
proposed ATCM. Housing units built individually on a single parcel may incur lower or
higher costs. Most of the cost of dust suppression is the cost of a water truck. On small
lots with a readily available water source, dust suppression can be carried out with a
water hose thus the cost would be less. On individual parcels without access to a water
source, ARB staff estimates the cost at $200 per day assuming the project would
disturb about one half an acre. This estimate is based on the use of a portable water
trailer. The maximum estimate derived by ARB staff would be $1,500 for dust
suppression assuming the rental of a water truck when one acre was to be excavated.
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TableVII-2.

Number of Housing Permitsin Geographic Ultramafic Rock Units

County 1999 Housing Percent Serpentine/Ultramafic Calculation:
Permits 250K Map Housing Permits in Serpentine/Ultramafic
(A) (B) [C=(A*B)]

Alameda 4511 0.02 90.22
Alpine 50 0.00 0.00
Amador 256 0.01 2.56
Butte 960 0.02 19.20
Calaveras 302 0.01 3.02
Colusa 48 0.05 2.40
Contra Costa 4,589 0.01 45.89
Del Norte 35 0.33 11.55
El Dorado 1,435 0.02 28.70
Fresno 3,032 0.05 151.60
Glenn 54 0.02 1.08
Humboldt 404 0.01 4.04
Imperial 333 0.00 0.00
Inyo 18 0.00 0.00
Kern 3,157 0.0001 0.32
Kings 493 0.01 493
Lake 165 0.02 3.30
Lassen 116 0.00 0.00
Los Angeles 14,383 0.00 0.00
Madera 619 0.00 0.00
Marin 736 0.01 7.36
Mariposa 74 0.02 1.48
Mendocino 270 0.01 2.70
Merced 1,003 0.00 0.00
Modoc 14 0.00 0.00
Mono 213 0.0001 0.02
Monterey 2,081 0.01 20.81
Napa 720 0.25 180.00
Nevada 815 0.01 8.15
Orange 12,348 0.00 0.00
Placer 4,896 0.01 48.96
Plumas 101 0.01 1.01
Riverside 14,579 0.00 0.00
Sacramento 7,743 0.00 0.00
San Benito 581 0.02 11.62
San Bernardino 7,072 0.00 0.00
San Diego 16,427 0.00 0.00

San Francisco 3,811 0.05 190.55
San Joaquin 4,046 0.00 0.00
San Luis Obispo 1,664 0.02 33.28
San Mateo 901 0.01 9.01
Santa Barbara 915 0.01 9.15
Santa Clara 7,010 0.01 70.10
Santa Cruz 506 0.0001 0.05
Shasta 809 0.0001 0.08
Sierra 14 0.0001 0.00
Siskiyou 154 0.10 15.40
Solano 1,953 0.00 0.00

Sonoma 3,052 0.05 152.60
Stanislaus 2,310 0.00 0.00
Sutter 183 0.00 0.00
Tehama 155 0.01 1.55
Trinity 46 0.10 4.60
Tulare 1,653 0.02 33.06
Tuolumne 194 0.05 9.70
Ventura 4,442 0.00 0.00
Yolo 1,465 0.00 0.00
Yuba 221 0.01 221

Total 140,137 1182.26
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Per lot costs decrease from that maximum due to economies of scale when developing
multiple lots.

The following is an example of the cost of dust suppression using an equation for
determining water usage from the U.S. Environmental Protection Agency (U.S. EPA)
(U.S. EPA, 1992). The example is given for excavation of an acre (4,840 square yards).
We assume excavation will take 12 hours and the site will require wetting for 8 hours
before excavation work is started. Using a factor of 0.2 gallons per square yard per
hour, we estimate the amount of water required for dust suppression as follows.

3) Water usage = .2%%?(4,84@(1 2)(20hrs) = 19,3604l
1]

Taking in consideration information on the cost of water supplied by a local
county water agency and a truck to dispense the water, this one acre construction site
could experience the cost shown in Table VII-3 for dust suppression.

Table VII-3. Cost of Dust Suppression for a Small
and Large Construction Project

Small Project Large Project
(1 acre) (4 acres)
Water usage 19,360 gallons 77,440 gallons
Water cost $139 $226
Truck rental time 20 hours 20 hours
Truck rental cost $1,300 $1,300
Total cost (cost rounded up to reflect incidentals) $1,500 $1,600

Larger construction sites may require continued watering for other activities on
the site or for erosion control. On a larger site, the watering equipment (a truck in this
example) can be used more efficiently. Therefore, the cost of watering would be lower
than in the example above for one acre. For example, if the area to be watered were
four acres, the estimated cost would be $1,600 (Table VII-3). If split into eight lots, the
cost would be $200 per lot.

The example above indicates that the cost for dust control during excavation at a
construction site can range from $200 for a 0.5 acre (residential) site to $500 per acre
as the site gets larger and the use of the watering equipment can be maximized. The
average price of a home in California is more than $150,000 so these requirements
would represent about 0.1 percent to 0.3 percent of the average home price, which
represents a negligible impact.

Based on the estimate of 1,182 new housing units permitted per year in GURUSs

and a range of costs of $200 to $500 per unit, we estimate the costs will total between
$236,400 and $591,000. The associated infrastructure can be expected to impose
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some additional cost. An estimate of the ratio of the area affected by housing
construction to the area affected by commercial and industrial development is not
readily available. However, based on monthly planning and building department activity
and status reports for the fast growing city of American Canyon in Napa County, this
ratio would be about eight percent (Miller, 2001). We believe this ratio would be less in
rural areas. Adding eight percent for infrastructure construction, the total costs increase
to between $255,000 and $640,000 per year.

E. Costs to Quarries and Surface Mines

If a quarry or surface mine is in a geographic ultramafic rock unit, it must submit
an asbestos dust mitigation plan to the local air district describing the measures that will
be taken to minimize emissions of naturally-occurring asbestos. The regulation lists the
dust mitigation measures that must be implemented by the quarries and mines. The
cost to develop an asbestos dust mitigation plan and have it approved by the district is
estimated to be about $500. Currently, 14 of the 25 affected facilities have operating
permits under the districts. All of these permits include some fugitive dust requirements.

Most quarries and mines use mitigation measures to reduce dust emissions.
Among the most commonly used measures are road watering to reduce emissions from
truck traffic, and spraybars on the conveyors to reduce dust emissions from crushing,
screening, and conveying. If applied conscientiously, these measures reduce nuisance
dust and are reasonably available control for areas that are not in serious
non-attainment of PM;o standards (particulate matter less than ten microns in diameter).
If additional spraybars are needed to meet the requirements of the proposed ATCM, the
cost would be $750 per spraybar. Some very small operations not previously subject to
district permitting requirements, may need to bring a water trailer or water truck on-site
during quarrying operations to provide the needed process dust suppression. These
would be the operations that do not operate a crusher. These facilities typically
excavate and/or screen material only a few days per year. A water trailer filled with
water costs $200 per day. Based on discussions with trucking companies, a water truck
costs $65 per hour plus the cost of the water.

Quarries that process ultramafic rock for surfacing will have additional costs from
the 2000 Asbestos Surfacing ATCM. These quarries that process ultramafic rock for
surfacing are required to test their aggregate material to demonstrate that the material
has an asbestos content of less than 0.25 percent. The Asbestos Surfacing ATCM
requires testing every 1,000 tons of material produced. The estimated cost for testing is
approximately $60 to $100 per test.

While most California quarries are able to withstand the impact of the Asbestos
Surfacing ATCM without a significant impact on their revenues, there are three small
guarries with a significant portion of their revenues coming from serpentine sold for use
in unpaved surfacing applications. These three small quarries may be adversely
impacted if they are unable to find alternative uses for their asbestos-containing
materials. Staff believes the chances for such a scenario are high for one quarry, low
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for another, and unknown for the third quarry (because the quarry operator chose not to
disclose the requested information to ARB staff).

1. Dust Mitigation Measures

On-Site Public Roads: Some mines and quarries have on-site public roads. Generally,
these roads range from one quarter to one half mile in length. The proposed ATCM lists
three options for controlling asbestos emissions from on-site public roads. Staff
estimated a cost per mile for each of the three options using the following parameters.

Option 1: Covering the road with gravel that has an asbestos content less than
0.25 percent.

If we assume a road width of 20 feet, and a gravel depth of three inches it
would take 977 cubic yards of gravel per mile.

If we assume the cost of producing and applying that gravel is $8.00 per cubic
yard, the cost would be about $7,800 per mile.

If the cost of purchasing that gravel from an alternate source and applying it
to the road is $15.00 per cubic yard, the cost would be about $15,000 per
mile.

We assume about 10 percent would have to be added each year to replenish
the covering.

Option 2: Applying a chemical dust suppressant to one-half mile of road. Itis
estimated that the cost would be $8,500 the first year and $3,500 each year
thereafter (Howton, 2000). This is an upper bound estimate assuming that a
contractor is hired to apply it. In some cases, the operator may already own the
necessary equipment and be able to apply it for less.

Option 3: Paving the road with chip seal. The cost to chip seal a road is
estimated to be $10,000 per mile (ARB, 2000c). Staff estimates that chip seal
will last approximately five years.

Track-Out Onto Public Roads: The proposed regulation requires prevention and
removal of track-out of asbestos-containing soil onto public roads. Methods for
track-out prevention and control include manually sweeping the material off the road
with a broom and a hose, using a street sweeper, and installing a gravel pad or other
track-out prevention device at the end of the access road. The proposed ATCM
requires installation of a track-out prevention device and cleanup of visible track-out at
the end of the workday. The frequency with which cleanup will be required will depend
on how well designed and maintained the track-out prevention device is, the quarry’s
production rate, the frequency and duration of the activity, and the time of year that the
activity is being conducted.

Track-out removal: Itis estimated that the manual removal of
asbestos-containing material would be the cost of the time spent by an employee
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to do the sweeping, or approximately $35 per hour. The cost to rent a street
sweeper is estimated at $107 per hour (ARB, 2001g). The site-specific
conditions and the effectiveness of the track-out prevention measure used will
determine the frequency and duration of use. For example, if a quarry rents a
street-sweeper for one-half hour per week for 11 weeks, the average cost would
be about $600 per year.

Track-out prevention: Based on information obtained from vendors, ARB staff
made the following estimate for the cost of installing a gravel pad. The gravel
pad should consist of a fabric filter underlay with three to six inches of gravel with
diameters ranging from 1 to 5 inches (1:5 inch minor). The cost for a typical
gravel pad was estimated based on the following costs:

Filter fabric
Rock
Rock application

$0.24 to $0.40 per square foot
$10.00 to $25.00 per ton (1:5 minor)
$3.00 per ton

For an area 2,000 square feet (an entrance and exit pad 20 feet wide by 100 feet
long), a gravel pad six inches thick, with a fabric filter underlay and 1.5 inch
diameter rocks would cost from $1,000 to $2,000. This estimate does not include
the grading preparation and excavation cost since they would be part of the site
work plan. Ten percent of the material would have to be replaced each year.
This option would not be needed if paving has been chosen as a control option
for on-site public roads. Table VII-4 shows the costs for each option.

Table VII-4. Summary of Costs

Initial On-going

Dust plan (review and development) $500 $0
On-site public roads (one-half mile in Iength)l

Option 1 (gravel) $3,900-$7,330 $390-$730

Option 2 (dust suppressant) $4,250 $1,750

Option 3 (chip seal paving) $5,000 $0
Track-out prevention/Cleanup (one-half hour of time)

Option 1 (street sweeper) $600 $600

(one-half hour per week for 11 weeks)

Option 2 (gravel pad) $2,000 $200

1. Staff observations during site visits indicated one-half mile per quarry of on-site roads open to the public.

ARB staff has estimated a range of control costs for quarries and mines that

represent the range of options available to the facilities. The ATCM allows the facility
owner to work with the local air district to choose the options that best fit the facility. In

an attempt to fit these options to the average facility, we have developed example
scenarios based on observations by ARB staff during site visits.
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Scenario 1: This scenario represents the smallest quarries which do not do any
crushing, only excavate for a few days per year, and do not have public access
roads on-site or access roads that directly intersect with a paved public road.
These quarries already meet most of the requirements of the proposed ATCM, or
the requirements are not needed for these facilities. We estimate that this
scenario fits 3 of the 25 affected quarries.

Scenario 2: This scenario represents a facility that has process controls and
that can choose lower cost options. This facility needs control for on-site roads
and track-out prevention. We estimate that this scenario fits 20 of the 25 affected
guarries.

Scenario 3: This scenario represents a facility that needs both on-site road and
track-out prevention and for which the lower cost options are not available. We
estimate that this scenario fits two of the 25 affected quarries. Scenario 3a
assumes the quarry uses a chemical dust suppressant on on-site roads open to
the public and a gravel pad for track-out prevention. Scenario 3b assumes the
guarry paves the on-site roads open to the public and the paving doubles as
track-out prevention.

Table VII-5 presents the estimated cost for the scenarios discussed above.
These costs range from $500 for Scenario 1 to $6,750 for Scenario 3a. The total
estimated cost over five years for the 25 affected quarries is presented in Table VII-6.

Table VII-5. Cost Scenarios for Quarries®

Dust On-Site Road Track-out Prevention Total
Plan Initial Ongoing Initial Ongoing | Initial | Ongoing
Scenario 1 $500 $0 $0 $0 $0 $500 $0
: $3,900 $2,000
Scenario 2 $500 (option 1) $390 (option 2) $200 $6,400 $590
. $4,250 $2,000
Scenario 3a $500 (option 2) $1750 (option 2) $200 $6,750 $1,950
. $5,000
Scenario 3b $500 (option 3) $0 $0 $0 $5,500 $0

1. These cost scenarios can vary depending on the type of control measures chosen for each facility. Additional costs
may apply if process control is needed.

Table VII-6. Total Cost for 25 Quarries

Scenario Totals Estimated Total
. . Number of . Ongoin
Initial Ongoing Facilities Initial Cgost 9
Scenario 1 $500 $0 3 $1,500 $0
Scenario 2 $6,400 $590 20 $128,000 $11,800
Scenario 3a $6,750 $1,950 1 $6,750 $1,950
Scenario 3b $5,500 $0 1 $5,500 $0
Total $141,750 $13,750
Total Cost Over 5 Years $196,750
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Some very small operations will need to bring a water trailer or water truck
on-site during quarrying operations to provide the needed process dust suppression.
These would be the operations that do not operate a crusher. These operations
typically excavate and/or screen material only a few days per year.

2. Cost from July 2000 Asbestos Airborne Toxic Control Measure for
Surfacing Applications

The 2000 Asbestos Surfacing ATCM prohibits the sale and use of serpentine and
asbestos-containing ultramafic rock for surfacing applications. Quarries that process
ultramafic rock for surfacing would be required to test their material to demonstrate an
asbestos content of less than 0.25 percent if the material is used in surfacing
applications. Staff estimates testing costs to be approximately $60 to $100 per test
($19 to $30 sample collection, $10 sample preparation, $6 to $8 shipping, $25 to $50
sample analysis). The Asbestos Surfacing ATCM requires testing every 1,000 tons of
material produced. Assuming $100 per test, the cost of testing would be $0.10 per ton
of material produced for sale as surfacing material. If the material had an asbestos
content of 0.25 percent or greater, the material could not be sold for surfacing and costs
associated with potential loss of revenue may result. However, the material could be
sold for uses other than surfacing if the material is covered and the material is
accompanied with a written receipt explaining that the material contains asbestos and
can not be used for surfacing or any application in which it would remain exposed and
subject to possible disturbances (ARB, 2000).

Staff has identified three quarries that produce serpentine aggregate for unpaved
surfacing applications. Information from two of the three affected quarries was used to
calculate potential loss of revenue (the operator of the third quarry chose not to provide
ARB staff with the information necessary to calculate its potential loss of revenue). The
two affected quarries sell approximately 30,000 tons per year each of serpentine
aggregate and the cost of serpentine for surfacing ranges between $5.25 to $7.00 per
ton (Weber Creek, 2000). Quarry 1 sells approximately 10 to 15 percent of their
serpentine aggregate for surfacing applications. The total potential loss of revenue for
this quarry could range from $15,750 to $31,000 per year. Quarry 2 sells approximately
33 percent to 50 percent of its serpentine aggregate for surfacing applications. The
total potential loss of revenue for this quarry could range from $52,000 to $105,000.
The potential loss of revenue for Quarry 3 is unknown. Table VII-7 shows the potential
loss of revenue for these quarries (ARB, 2000).

Table VII-7. Potential Loss of Revenue to
Three Principally Affected Quarries

Range
Low High
($5.25 per ton) ($7.00 per ton)
Quarry 1 (10-15% surfacing) $15,750 $31,000
Quarry 2 (33-50% surfacing) $52,000 $105,000
Quarry 3 Unknown Unknown
Total potential revenue loss $67,750 $136,000
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Table VII-8 shows the cumulative cost of both ATCMs. The three quarries that
are significantly impacted under the Asbestos Surfacing ATCM would most likely fall
into Scenario 3 under the proposed ATCM. This would be if the quarry chose to use
gravel for track-out prevention for their on-site public roads and had to buy the gravel
from another quarry. Scenario 3 would cost a quarry approximately $6,750 the first year
and $1,950 every year thereafter. This cost is minimal when compared to the loss of
revenue estimated from the Asbestos Surfacing ATCM.

Table VII-8. Cost Scenarios for Quarries from Both ATCMs*

Dust On-Site Road Track-out Prevention Testing Costs Total®
Plan Initial Ongoing Initial Ongoing Initial Ongoing Initial Ongoing
Scenario 1 | $500 $0 $0 $0 $0 $100 per | $100per | g5 555 | 33000

1,000 tons | 1,000 tons

$3,900 $2,000 $100 per $100 per

Scenario 2 $500 (option 1) $390 (option 2) $200 1,000 tons | 1,000 tons $9,400 $3,600
: $4,250 $2,000 $100 per $100 per

Scenario 3a $500 (option 2) $1750 (option 2) $200 1,000 tons | 1,000 tons $9,750 $5,000
: $5,000 $100 per $100 per

Scenario 3b $500 (option 3) $0 $0 $0 1,000 tons | 1,000 tons $8,500 $3,000

1. These cost scenarios can vary depending on the type of control measures chosen for each facility. Additional costs may
apply if process control is needed.

2. Based on information gathered by ARB staff, the 17 quarries potentially affected by the Asbestos Surfacing ATCM produce
approximately 1,000,000 tons of aggregate per year statewide. Assuming that each quarry sells 50% of their aggregate
production for surfacing applications, or 30,000 tons per year, the testing cost per quarry would be $3,000.

Based on information gathered by ARB staff, the 17 quarries potentially affected
by the Asbestos Surfacing ATCM produce approximately one million tons of aggregate
per year statewide. Staff assumed that half of this aggregate would be sold for
surfacing applications based on limited information. This may be an over-estimate for
quarries primarily serving urban areas. The total estimated cost of testing statewide
would be approximately $51,000 per year. In comparison, the cost of the proposed
ATCM for all 25 potentially affected quarries over five years is approximately $39,400.

F. Potential Impact on Employment

According to the U.S. Census Bureau, there were 281 nonmetallic mineral mining
and quarrying establishments in California in 1997, employing 5,560 persons.
Assuming that employment is uniformly distributed among all establishments, staff
estimates each establishment had about 20 employees on average. Given the estimate
of 25 affected quarries, we estimate about 500 employees in the mining and quarrying
sector would potentially be affected by the proposed ATCM (USCB, 2000).

The Asbestos Surfacing ATCM economic analysis identified only three quarries
that may sell a significant portion of their serpentine production for surfacing
applications. These quarries may cut back their operations and lay off some employees
if they are unable to find alternative uses for their asbestos-containing material. While
these quarries might be impacted adversely by the Asbestos Surfacing ATCM, other
mines and quarries that produce alternative material would potentially benefit as they
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experience increased demand for their material. This may actually result in the creation
of some jobs.

The California construction industry employed over 561,000 persons in 1997.
These employees working in over 60,000 establishments generated over $93 billion in
construction work. Each establishment had 10 employees on average. Given the staff
estimate of 1,120 affected construction and grading companies, we estimate
approximately 11,200 employees would potentially be affected by the proposed ATCM.
Thus, total affected employees would be 11,700. These employees account for
two percent of total mining and construction employment in California. Thus, the
proposed ATCM is unlikely to cause a noticeable change in California employment
(USCB, 2000).

G. Potential Impact on Business Creation, Elimination, or Expansion

The proposed ATCM and the Asbestos Surfacing ATCM are not expected to
have a noticeable impact on the status of California construction, grading, quarrying,
and surface mining operations. The cost of the proposed ATCM is expected to be
minor for most operations. This is because these operations are currently complying
with most of the ATCM requirements under other state and federal fugitive dust
requirements and as part of established best management practices.

For the Asbestos Surfacing ATCM, ARB staff was able to identify only three
commercial quarries that sell a significant portion of their asbestos-containing materials
for surfacing. These quarries may experience a reduction in revenue if they are unable
to find alternative uses for their rock. It is possible, that at least one may have to cease
operation.

The proposed ATCM may actually create some business opportunities for
California retailers and distributors that sell or rent dust suppression equipment and
products. These businesses may experience increased demand for their products and
services. The Asbestos Surfacing ATCM may also create some business opportunities
for mines and quatrries that produce alternative materials. These mines and quarries
may experience an increase in demand for their material as replacement for previously
used serpentine or ultramafic rock.

H. Potential Impact on Business Competitiveness

The proposed ATCM would have no significant impact on the ability of California
construction, grading, quarrying, and surface mining businesses to compete with similar
businesses in other states. This is because most businesses are already complying
with many of, if not all of, the requirements of the proposed ATCM under other state and
federal fugitive dust mitigation rules or as part of established best management
practices. These businesses are affected little by the proposed ATCM. Furthermore,
these businesses usually operate locally. Most construction companies are small and
lack financial sources to operate outside of their home territory.
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The Asbestos Surfacing ATCM would have no significant impact on the ability of
California quarries and surface mines to compete with quarries and surface mines in
other states. This is because aggregate for surfacing applications is usually sold in
areas close to the quarry. It is cost-prohibitive to transport aggregate great distances
from a quarry. Thus, the vast majority of California quarries compete for business within
California’s borders. A few quarries located in the border areas between California and
other states, however, may compete with the quarries located nearby in other states.
Nevertheless, these interstate transactions are not expected to be significant.

l. Costs to Public Agencies

Because air districts will be implementing and enforcing this ATCM and the
ATCM addresses building and road construction that may be done by or for public
agencies, we evaluated the potential cost to public agencies. This section gives the
conclusions ARB staff reached and the basis for those conclusions.

1. Costs to Air Pollution Control and Air Quality Management Districts

The proposed ATCM should have minimal economic impacts on districts. Health
and Safety Code, section 39666 requires that after the adoption of the proposed ATCM
by the Board, the districts must implement and enforce the ATCM or adopt an equal or
more stringent regulation. Beginning in 2002, the districts, during their normal course of
business, will be responsible for reviewing and approving asbestos dust mitigation plans
for large construction projects, quarries, and surface mines located in geographic
ultramafic rock units. The districts will also be responsible for enforcing the
requirements of the ATCM.

Local air district responsibilities under the proposed regulation can be fully
financed from the fee provisions authorized by section 42311 and 40510 of the Health
and Safety Code. No reimbursement is required by either this proposed ATCM or the
July 2000 Asbestos ATCM for Surfacing Applications pursuant to section 6 of
Article XlIIB of the California Constitution. This is because the local air districts have
the authority to levy service charges, fees, or assessments sufficient to pay for the
program or level of service within the meaning of section 17556 of the Government
Code.

a. Quarries and Surface Mines

Some districts require quarries and surface mines to apply for a “permit to
operate.” The requirements of the permits do include some dust control provisions
although they may not be specific for controlling naturally-occurring asbestos. ARB has
identified 25 operating quarries and surface mines that may be in geographic ultramafic
rock units. Fourteen of the 25 quarries have operating permits and are inspected
annually by the districts.
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The statewide impact to the districts for quarries and surface mines will be the
cost to review dust mitigation plans for 25 quarries and the cost to add inspections for
11 additional quarries. ARB staff estimates that review of an asbestos dust mitigation
plan will take an average of two hours. An inspection of a facility takes an average of
two hours plus driving time to the facility. The cost for district staff is estimated to range
from $50 to $83 per hour (AQMD, 2000). The cost to review dust mitigation plans for all
25 quarries will range from $2,500 to $4,150. To add annual inspections for the
11 quarries without operating permits, the cost will range from $1,100 to $1,826. The
total cost that the districts may incur for quarries is $3,600 to $6,000 (Table VII-9).

Table VII-9. District Costs for Quarries And Surface Mines

District Activit Number of | Number® | Low Cost® | High Cost®
y Sources of Hours Estimate Estimate

Dust Mitigation Plan Review 25 50 $2,500 $4,150

Inspections” 11 22 $1,100 $1,826
Total $3,600 $5,976

1. Assuming 2 hours per facility

2. $50 per hour

3. $83 per hour

4.  Plus travel time

This total may double-count the estimated costs from the 2000 Asbestos
Surfacing ATCM which amended the 1990 Asbestos ATCM to include quarries in
ultramafic rock areas. This amendment did not change the inspection requirements but
may increase the number of facilities being inspected. The evaluation of cost for the
proposed ATCM includes the cost for the districts to add inspections for those quarries
and surface mines that currently do not have a permit to operate. These may be the
same quarries that the districts will have to add under the Asbestos Surfacing ATCM.
Therefore, the costs described above may be double-counting district costs for quarries
and surface mines.

b. Construction and Grading Operations

Construction and grading operations that are greater than one acre in size and
located in a geographic ultramafic rock unit will need to file an asbestos dust mitigation
plan with the local district. The impact to the districts for these operations will be the
cost to review dust mitigation plans and the cost to conduct site inspections. ARB staff
estimates that review of an asbestos dust mitigation plan will take an average of two
hours. An inspection of a construction site takes an average of two hours plus driving
time to the site. As previously stated, the cost for district staff is estimated to range from
$50 to $83 per hour (AQMD, 2000).

Limited data were available to ARB staff to estimate the number of building

projects that would need to obtain district approval for dust mitigation plans each year.
ARB staff contacted planning and building departments in six counties known to have
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ultramafic rock. In rural counties and in the rural parts of urban counties, new housing
is generally not built in subdivisions. In urban or suburban areas, 80 percent or more of
the new housing is built in subdivisions. Staff expects new housing to be built in
ultramafic rock areas will be built in urban and suburban areas as well as in rural areas.
Staff is assuming that one-half of the new housing will be built in subdivisions. To
estimate how many projects requiring asbestos dust mitigation plans would be started in
a year, staff developed an estimate of the average number of houses per development
during the initial build out. An estimate of 35 houses per development was based on
data provided by El Dorado County and the City of American Canyon (Crummett, 2001;
Miller, 2001). Using the assumption that 50 percent of the 1,182 new homes were built
in subdivisions, and an average of 35 homes were built per subdivision, it is estimated
that 17 projects need approved asbestos dust mitigation plans each year statewide.

We assumed that the majority of commercial and industrial projects built in
ultramafic rock areas would be over one acre and thus require a district-approved
asbestos dust mitigation plan. To derive an estimate for this, we assumed each of the
1,182 homes would require the disturbance of one-half acre or a total of 591 acres.
Based on information provided by the City of American Canyon, ARB staff estimated
that an additional eight percent of this area would be for commercial and industrial
development, or 47 acres. ARB staff derived an estimate of the average area per
project from the data provided by the City of American Canyon of 7.67 acres per project
for a total of six additional projects per year needing asbestos dust mitigation plans.
The total cost to the districts to review asbestos dust mitigation plans for construction
projects is provided in Table VII-10.

Table VII-10. District Costs for Construction Projects

- T
Type of Activity Number of Cost for Plan Review
Projects Low Cost? High Cost®
Housing Development 17 $1,700 $2,822
Commercial/lndustrial Project 6 $600 $996
Total 23 $2,300 $3,818
1. Assumes 2 hours per plan
2. At $50 per hour
3. At $83 per hour
2. Costs to Road Departments

Based on discussions with 10 county public works departments, we anticipate
that costs to road departments will be negligible because standard practices include
dust control, track-out control, and speed restrictions. Some of these departments have
the capability of identifying locations in GURUs and the rest said it would be made part
of the contract specifications.
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3. Cost to the California Department of Transportation

In meetings and telephone calls, staff of the California Department of
Transportation (Caltrans) indicated that the cost of identifying the location of the
affected sections of planned road building projects is insignificant. In addition, dust
control and track-out control are part of the standard practices Caltrans follows to
protect water quality. The cost of notifying the district is also negligible. Therefore we
do not expect any significant fiscal impact for Caltrans road building projects.

Caltrans also occasionally contracts for building construction. If any of these
projects were located in a GURU, the contractor would have to comply with the
provisions of the ATCM regarding construction. This would add a small amount to the
cost of a contract to build the project. However we can not estimate an overall cost to
Caltrans because we can not anticipate how many, if any, building construction projects
might be built in GURUs. Given that less than one percent of the housing projects are
expected to be built in GURU’s statewide and the cost per acre for dust mitigation is
expected to be less than $1,500 and the cost for track-out prevention is expected to be
$2,000 per project, we do not expect compliance to cause a significant fiscal impact. In
addition, this is the same incremental cost any private sector developer would incur as
the construction of buildings is not a uniquely governmental process.

Caltrans will incur some costs from the 2000 Asbestos Surfacing ATCM. The
Asbestos Surfacing ATCM prohibits the use of serpentine aggregate on unpaved
surfaces if the asbestos content is greater than 0.25 percent. Caltrans currently has
18,034 unsurfaced shoulder miles statewide on inventory. The repair cost for these
shoulder miles in fiscal year 1999/2000 was $848,576. Approximately two percent of
these miles are estimated to be within the boundaries of geological ultramafic rock
formations. Caltrans estimates that there will be a five-percent increase in the cost of
materials used to maintain these shoulders due to the implementation of the ATCM
(cost to purchase non-ultramafic cover materials and testing). Therefore, the cost of the
Asbestos Surfacing ATCM will be approximately $20,000 per year (Caltrans, 2000).

4, Cost to the California Division of Forestry (CDF)

Staff of the California Division of Forestry (CDF) reports that their current dust
control practices when building and maintaining roads are identical to the requirements
of the ATCM. The CDF does not routinely install track-out control but estimates the cost
would be minimal and the ATCM would have very little impact on the agency
(ARB, 2001a).

CDF will, however, incur a cost from the 2000 Asbestos Surfacing ATCM. The
CDF maintains unpaved service and fire roads in the State Forests. CDF uses State
specified base rock and native material for maintaining these roads. CDF staff believes
that they do not have any serpentine quarries. CDF may incur costs to test the native
material they use. This cost is estimated to be approximately $1,000 per year.
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5. Cost to the California Department of Parks and Recreation

The California Department of Parks and Recreation (DPR) has no quarrying or
surface mining operations. They do currently use water to suppress dust emissions
when constructing and maintaining roads. They currently do not install track-out control
but could implement the practice for relatively little cost. DPR staff do not expect the
ATCM to have any significant impact on the agency (ARB, 2001b).

DPR will, however, incur a cost from the 2000 Asbestos Surfacing ATCM. The
DPR maintains unpaved service and fire roads in State Parks. DPR may have a few
limited sources of local aggregate that is used to these maintain roads and may incur
costs to test this material for ultramafic rock. Other costs from the ATCM should be
minimal. The cost to DPR is estimated to be $1000 per year for testing.

6. Cost to the Federal Agencies (BLM and Forest Service)

Staff of the Bureau of Land Management (BLM) reports that road maintenance is
typically done when the roads are still wet with natural moisture. However, if work must
be done on a road in the dry season and when building new roads, it is standard
practice to use water or dust suppressants for dust control. Roads are typically covered
with gravel where they intersect with paved public roads. Speed control has not been
part of their standard practices in the past but could be implemented at a minimal cost.
The staff geologist can identify areas that would be subject to the requirements of the
ATCM. Therefore, we do not expect compliance with the ATCM to have a significant
cost impact for the BLM (ARB, 2001d).

ARB contacted staff of 5 of the 18 National Forest Offices in California and the
Regional Office of the U.S. Forest Service (USFS). The regional office has a geologist
on staff and some forests report having more detailed maps of the serpentine
occurrences than the DOC. USFS staff also reported that only seven miles of new
roads were constructed on USFS lands in California last year. The regional office says
they do not use serpentine aggregate and that they gravel 10 feet of road where
unpaved roads intersect paved roads. Two reported that they used pavement for
track-out control at intersections. All agreed that roads needed to be wet to be
workable. Most do the road maintenance when the roads are still damp with natural
moisture. It is not a typical practice to use a water truck for dust control. Most USFS
roads are in remote locations so we assume that that there could be a small cost to
obtain remote location exemptions. Where remote location exemptions are not granted,
dust control and track-out control appear to be standard practice and may be required
as best management practices for water quality control.

One National Forest office states that there are at least 17 gravel pits in mapped
ultramafic rock deposits. These pits would be subject to the requirements for quarries
and surface mines and would require a dust mitigation plan. The pits would require
process control when work was going on and treatment of the on-site public roads.
These costs would be similar to those estimated for privately-owned quarries. Control
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for processing is estimated to cost $200 per day. If the Forest Service tested the rock
and found that it was less than 0.25 percent asbestos, the cost for control of roads open
to the public would be between $3,900 and $5,000 the first year and between $0 and
$1,750 in subsequent years. If the rock was not tested or was found to have an
asbestos content of 0.25 percent or greater, the cost per quarry for the control of roads
open to the public, would be between $5,000 and $7,330 the first year and between

$0 and $1,950 in subsequent years. These cost estimates incorporate the assumption
that the pits do not have an exit onto a paved public road. It is possible the costs could
be reduced further if the on-site roads were closed to the public. Therefore, the
economic impact on this forest could be up to $10,300 over five years.
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VIIl. ENVIRONMENTAL IMPACTS OF THE PROPOSED ATCM

The intent of the proposed Airborne Toxic Control Measure (ATCM) is to protect
the public health by reducing the public’s exposure to naturally-occurring asbestos. An
additional consideration is the impact that the proposed ATCM may have on other areas
of the environment. Based on the available information, the Air Resources Board
(ARB/Board) has determined that no significant adverse environmental impacts are
expected to occur with the exception that there may be small increases in emissions of
diesel particulate matter, carbon monoxide, nitrogen oxides, and hydrocarbons from
heavy duty diesel vehicles. (This potential impact is discussed below in Part D.) ARB
staff evaluated increased use of water, increased emissions of diesel particulate,
potential water quality impacts, and additional electricity usage for complying with this
ATCM. Small increases in the use of electricity and water are expected. While these
may be considered adverse environmental impacts, they are not expected to be
significant. There will be reductions in emissions of asbestos and particulate matter to
the ambient air. No adverse impact on water quality is expected. In evaluating these
impacts, ARB staff evaluated the individual impacts of this proposed ATCM and
considered the cumulative impact of this proposal and the estimated impacts of the
July 2000 Asbestos ATCM for Surfacing Applications as described in the Initial
Statement of Reasons for the Proposed Amendments (ARB, 2000).

A. Legal Requirements Applicable to the Analysis

The California Environmental Quality Act (CEQA) and ARB policy require an
analysis to determine the potential adverse environmental impacts of proposed
regulations. Since the ARB’s program involving the adoption of regulations has been
certified by the Secretary of Resources (see Public Resources Code section 21080.5),
the CEQA environmental analysis requirements are allowed to be included in the Initial
Statement of Reasons for a rulemaking in lieu of preparing an environmental impact
report or negative declaration. In addition, the ARB will respond in writing to all
significant environmental issues raised by the public during the public review period or
at the Board hearing. These responses will be contained in the Final Statement of
Reasons for the proposed ATCM.

Public Resources Code section 21159 requires that the environmental impact
analysis conducted by ARB include the following: (1) an analysis of the reasonably
foreseeable environmental impacts of the methods of compliance; (2) an analysis of
reasonably foreseeable feasible mitigation measures; and, (3) an analysis of reasonably
foreseeable alternative means of compliance with the proposed revisions to the ATCM.
Regarding reasonably foreseeable mitigation measures, CEQA requires an agency to
identify and adopt feasible mitigation measures that would minimize any significant
adverse environmental impacts described in the environmental analysis.
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B. Additional Water Use

An upper bound estimate of water use was made using the following
assumptions:

All the water used for dust control on affected construction sites was for the purpose
of complying with this ATCM; and

All the water used in quarries to control emissions from excavation, for watering
roads and stockpiles and for track-out removal was due to the requirements of this
regulation (except for a quarry in which road cleaning is a condition of the county
use permit). No additional water use for controlling emissions from the rock
processing plant was estimated unless the quarry was not required to control these
emissions in an air quality permit or a county use permit.

The environmental impact analysis for the revisions to the 2000 Asbestos ATCM
for Surfacing Applications did not include any increased use of water as a result of that
ATCM. Therefore, the cumulative impact analysis for additional water use consists only
of the additional water use estimated for this proposed ATCM.

To estimate the amount of water that might be used for cleaning track-out off the
paved public roadway, we estimated the area of roadway that would have to be
cleaned and the average number of operating days per year for the potentially affected
guarries. The average number of operating days per year was estimated using
aggregated production figures for those quarries that produced aggregate, were
currently operating, and have quarry exits onto a paved public road based on the
Surface Mining and Reclamation Act (SMARA) records and site visits. Assuming an
average production rate of 1,000 tons per day, the average quarry would need to do
road cleaning 55 days per year if the track-out prevention device did not prevent visible
track-out. The area was calculated using a 20 foot lane width by a 100 foot length.
The amount of water needed to accomplish cleanup is 0.48 gallons per square yard
(see Table VI-1). These factors yield an estimate of 107 gallons of water per cleanup
and a total water use for 19 quarries (five do not directly access a paved public road
and street cleaning is required for one as part of the County use permit) of
112,000 gallons per year. Water usage for fugitive dust control was based on a factor
of 0.2 gallons per square yard per hour (U.S. EPA, 1992), the estimated average
number of operating days of 55 at eight hours per day, and an area of three acres per
quarry. Therefore, the total additional water use for mines and quarries would be
32 million gallons of water per year.

The United States Geological Survey (USGS) reports the water use in mining in
1995 for California was 229 million gallons per day (USGS, 1998). The water use
attributable to this ATCM is approximately 87,825 gallons per day (an increase of
0.04 percent).

Water use for construction projects was calculated as shown in Chapter VII. The
total water use for small projects at existing homes is expected to be between 3.2 and
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3.9 million gallons per year. The total water use for new construction is expected to be
12.5 million gallons based on an estimated half acre of area needing control per new
home and an eight percent factor of commercial and industrial development. The total
additional water use for construction projects comes to 15.7 to 16.4 million gallons per
year. To put this total into perspective, ARB obtained estimates of water use for the
State of California. In the 1998 California water plan update, the Department of Water
Resources (DWR) estimates 1995 average year water use of 79,490 thousand
acre-feet. Of that, 8,770 thousand acre-feet was estimated to be urban water use
(DWR, 1998). Urban water use includes residential, commercial, industrial, and
institutional uses. The anticipated increase in water usage for asbestos control at
construction sites due to this ATCM, is about 0.0006 percent of the total urban water
use for an average year. In a drought year, urban water use goes up by about

2.7 percent and it is likely that water use to comply with this measure would go up by a
similar amount.

Adding the total estimated water use by quarries of 32 million gallons of water
per year, and the total estimated water use for construction projects of 15.7 to
16.4 million gallons per year gives a total estimated water use for compliance with this
proposed regulation of approximately 48 million gallons of water per year.

Neither CEQA nor the CEQA guidelines (Appendix E) describe specific
thresholds for determining the significance of a potential impact such as increased
water use. Instead of dictating a one-size-fits-all approach, CEQA authorizes public
agencies to adopt by ordinance, resolution, rule, or regulation their own objectives,
criteria, and procedures for the evaluation of projects (see Public Resources Code,
section 21082). To date, ARB has not adopted thresholds of significance. For
purposes of this analysis, ARB will rely on the thresholds of significance adopted by the
South Coast Air Quality Management District. Under this criteria a project is
considered to have significant adverse water demand impacts if the project increases
demand for water by more than 5 million gallons per day or if the project requires
construction of new water conveyance infrastructure.

Since the projected increase in water use for the proposed ATCM is 48 million
gallons of water per year (132,000 gallons per day) it clearly does not meet this
threshold. Infrastructure will be built to these sites but that is not a result of this
proposed ATCM but rather of the development itself. The current infrastructure would
be adequate to meet the needs for dust control resulting from the proposed ATCM.
Therefore, staff concludes that the additional water usage is not a significant impact.

C. Potential Water Quality Impact
Water quality is not expected to be adversely impacted because the proposed

dust control measures are consistent with the best management practices established
by the Water Quality Control Board.
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In addition to being a water-quality requirement, the best management practices
with regard to water use for dust control are common sense. Sources are unlikely to
apply so much water that it causes run-off because sopping wet soil is difficult to work
in. Additionally, the use of excess water increases the cost of the project.

D. Additional Electricity Use

Pacific Gas and Electric Company (PG&E) indicates that a general rule of thumb
for electricity used to pump water either from a well or an impoundment is that the
pump will use about one kilowatt per horse-power (PG&E, 2001). Technical
specifications for water pumps indicate that pumps ranging from 2 to 5.5 horsepower
can pump about 25 gallons per minute (Megator, 2001). Based on these factors, it
takes one kilowatt-hour to pump between 273 to 750 gallons. Municipal water systems
often can deliver the water for much less. The California Energy Commission (CEC)
highlights one such system that is so energy efficient it can deliver 9,460 gallons per
kilowatt-hour. The total estimated additional water use attributable to this ATCM is
48 million gallons per year. Therefore, the total additional electricity potentially needed
to comply with this ATCM is between 64,000 kilowatt-hours per year and 176,000
kilowatt-hours per year. CEC reports that total electricity consumption in California in
1999 was 252,800 Gigawatt-hours (million kilowatt-hours) per year (CEC, 2001). Thus,
the additional electricity use attributable to this ATCM is less than one millionth of the
total used in the State.

The environmental impact analysis for the revisions to the 2000 Asbestos ATCM
for Surfacing Applications did not estimate any increased use of electricity as a result of
that ATCM. Therefore, the cumulative impact analysis for additional electricity use
consists only of the additional electricity use estimated for this proposed ATCM.

E. Potential Hazardous Waste Impact

In the analysis of impacts for the Asbestos ATCM for Surfacing Applications, staff
anticipated a reduction in the demand for materials that contain asbestos and might
otherwise be used for surfacing. This reduction was anticipated to result in decreased
production and use of asbestos-containing material, and a corresponding decrease in
the creation of asbestos-containing waste material from these activities. The proposed
ATCM is not expected to have any impact on the production of hazardous waste.

F. Diesel Emissions

An increase in diesel emissions can be expected from additional travel of a diesel
water truck to keep construction sites and quarries wet. For the construction sites, if a
water truck can be used to water 4 acres operating continuously at a maximum speed of
15 miles per hour, and excavation and grading activity takes 20 hours per acre, the total
miles traveled would be 75 miles per acre. If we estimate that development on areas
covered by the proposed ATCM will total 648 acres per year, the total miles traveled to
comply with this part of the ATCM would be 48,600. If we have 25 potentially affected
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guarries, operating an average of 55 days per year, eight hours per day, and the truck is
used to keep an average of three acres per quarry wet, the total miles traveled would be
165,000 miles. ARB has estimated that water trucks would be considered heavy
heavy-duty diesel vehicles and a fleet average emission factor for heavy heavy-duty
vehicles traveling 15 miles per hour would be 1.042 grams of particulate matter per mile
(ARB, 2001). The total estimated emissions of diesel particulate attributable to this
ATCM are 491 pounds per year. ARB estimates particulate matter emissions from
heavy heavy-duty trucks to be 13.59 tons per day and particulate matter emissions from
all diesel trucks to be 19.72 tons per day (ARB, 2001). An additional 500 pounds per
year of diesel particulate matter is clearly very small.

Using emission factors from the Emfac2000 model, staff also calculated
emissions of hydrocarbons, carbon monoxide and oxides of nitrogen. The regulation is
expected to result in statewide increases in hydrocarbon emissions of 6,100 pounds per
year, carbon monoxide of 3,700 pounds per year, and oxides of nitrogen of
9,800 pounds per year. These are equally small compared with the statewide total
emissions from mobile sources of 2,100 tons per day of hydrocarbons, 17,900 tons per
day of carbon monoxide, and 2,100 tons per day of oxides of nitrogen (ARB, 2001h).

Staff also considered the cumulative impacts of the proposed ATCM, together
with the impacts of the ATCM for surfacing applications that the Board approved in
2000. For both ATCMs, the only adverse impacts identified by staff are slight increases
in emissions of diesel particulate matter, carbon monoxide, nitrogen oxides, and
hydrocarbons from heavy-duty diesel vehicles. As shown in Table VIII-1, the
environmental impacts estimated for the ATCM for surfacing applications were
statewide emissions increases of 100 to 200 pounds of diesel particulate matter, 200 to
400 pounds of carbon monoxide, 2000 to 4000 pounds of nitrogen oxides, and 200 to
400 pounds of hydrocarbons. If one adds the emissions increases from the ATCM for
surfacing applications to the emissions increases from the proposed ATCM, the
cumulative statewide emission impacts of the two ATCMs are still extremely small.

Table VIII-1. Evaluation of Diesel Emissions (pounds per year)

Pollutant 2000 Surfacing ATCM" | Proposed ATCM? | Cumulative Total
Diesel Particulate Matter 100-200 491 591-691
Carbon Monoxide 200-400 3,700 3,900-4,100
Nitrogen Oxides 2,000-4,000 9,800 11,800-13,800
Hydrocarbons 200-400 6,100 6,300-6,500

1. Emissions from on-road gravel trucks calculated using EMFAC7G.
2. Emissions from off-road water trucks calculated using EMFAC2000.

Nevertheless, the emissions increases described in Table VIII-1 could still
constitute an adverse environmental impact if one takes a very conservative approach.
Staff evaluated a number of alternatives to this ATCM (see Chapter V, section C).
However, staff was not able to identify any feasible alternatives that would substantially
reduce the potential adverse impacts of this ATCM while at the same time ensuring that
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the positive environmental impacts (i.e., a reduction in exposure to asbestos emissions)
would be achieved. Staff was also unable to identify any feasible mitigation measures
that would substantially reduce the potential adverse impacts, while at the same time
ensuring that the positive environmental impacts would be achieved. Staff believes that
reducing asbestos exposure is a consideration that overrides the very small adverse
impacts that may occur as a result of both the 2000 Asbestos ATCM for Surfacing
Applications and the proposed Asbestos ATCM for Construction, Grading, Quarrying,
and Surface Mining Operations.

G. Reasonably Foreseeable Alternative Means of Compliance with the ATCM

The ARB is required to do an analysis of reasonable foreseeable alternative
means of compliance with the ATCM. Alternatives to the ATCM are discussed in
Chapter V. ARB staff has concluded that the proposed regulation provides the greatest
degree of flexibility and the least burdensome approach to reducing public exposure to
emissions of naturally-occurring asbestos from construction, grading, quarrying, and
surface mining operations consistent with protection of public health.

H. Environmental Justice

The ARB is committed to evaluating community impacts of proposed regulations,
including environmental justice concerns. Because some communities experience
higher exposures to toxic pollutants, it is a priority of the ARB to ensure that full
protection is afforded to all Californians. The proposed ATCM is not expected to result
in significant negative impacts in any community. The proposed ATCM is designed to
reduce emissions of asbestos-laden dust in those geographic areas within ultramafic
rock units. The result of the regulation will be reduced exposures to potential asbestos
emissions for all communities in these areas, with associated lower potential health
risks.

l. State Implementation Plan Impacts

The proposed regulation is expected to result in some reductions in particulate
matter emissions. This will contribute to progress toward compliance with the air quality
standards for particulate matter. We are unable to quantify this potential reduction in
particulate matter due to the variability in current dust control practices used for these
activities.
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Appendix A

Proposed Regulation Order
Asbestos Airborne Toxic Control Measure for
Construction, Grading, Quarrying, and Surface Mining Operations



PROPOSED REGULATION ORDER

ASBESTOS AIRBORNE TOXIC CONTROL MEASURE FOR

CONSTRUCTION, GRADING, QUARRYING, AND SURFACE MINING OPERATIONS

Adopt new section 93105, title 17, California Code of Regulations, to read as follows:

Section 93105. Asbestos Airborne Toxic Control Measure for Construction, Grading,
Quarrying, and Surface Mining Operations.

(a)

(b)

Effective Date.

(1)

(2)

No later than 120 days after the approval of this section by the Office of
Administrative Law, each air pollution control and air quality management
district must:

(A) Implement and enforce the requirements of this section, or

(B)  Propose their own asbestos airborne toxic control measure as
provided in Health & Safety Code section 39666(d).

Pre-existing Operations: The owner/operator of any project in which the
construction, grading, quarrying, or surface mining operation started
before the effective date of this section shall comply with this section by:

(A)  The date the district begins implementing and enforcing this section
as required in subsection (a)(1)(A); or

(B) The compliance date specified in the airborne toxic control measure
adopted by the district as required in subsection (a)(1)(B).

Applicability. Unless one of the specific exemptions specified in subsection (c)
applies, this section shall apply to any construction, grading, quarrying, or
surface mining operation on any property that meets any of the following criteria:

(1)

(2)

Any portion of the area to be disturbed is located in a geographic
ultramafic rock unit; or

Any portion of the area to be disturbed has naturally-occurring asbestos,
serpentine, or ultramafic rock as determined by the owner/operator, or the
Air Pollution Control Officer (APCO); or



3)

Naturally-occurring asbestos, serpentine, or ultramafic rock is discovered
by the owner/operator, a registered geologist, or the APCO in the area to
be disturbed after the start of any construction, grading, quarrying, or
surface mining operation.

(c) General Exemptions.

(1)

Geologic Evaluation: The APCO may provide an exemption from this
section for any property that meets the criterion in item (b)(1) if a
registered geologist has conducted a geologic evaluation of the property
and determined that no naturally-occurring asbestos, serpentine, or
ultramafic rock is likely to be found in the area to be disturbed. Before an
exemption can be granted, the owner/operator must provide a copy of a
report detailing the geologic evaluation to the APCO for his or her
consideration.

(A) At a minimum, the geologic evaluation must include:
1. A general description of the property and the proposed use;

2. A detailed site characterization which may include:

i. A physical site inspection;

ii. Offsite geologic evaluation of adjacent property;

iii. Evaluation of existing geological maps and studies of the
site and surrounding area;

iv. Development of geologic maps of the site and vicinity;

v. ldentification and description of geologic units, rock and
soil types, and features that could be related to the
presence of ultramafic rocks, serpentine, or asbestos
mineralization;

vi. A subsurface investigation to evaluate the nature and
extent of geologic materials in the subsurface where
vertical excavation is planned; methods of subsurface
investigation may include, but are not limited to borings,
test pits, trenching, and geophysical surveys;

3. A classification of rock types found must conform to the
nomenclature based on the International Union of Geological
Science system;

4, A description of the sampling procedures used;
5. A description of the analytical procedures used, which may

include mineralogical analyses, petrographic analyses,
chemical analyses, or analyses for asbestos content;



(2)

3)

4)

6. An archive of collected rock samples for third party
examination; and

7. A geologic evaluation report documenting observations,
methods, data, and findings; the format and content of the
report should follow the Guidelines for Engineering Geologic
Reports issued by the State Board of Registration for
Geologists and Geophysicists.

(B) The district may request any additional tests or other information
needed to evaluate an application for exemption.

(C) Thedistrict shall grant or deny a request for an exemption within
90 days of the receipt of a complete application.

(D) If the request for an exemption is denied, the APCO shall provide
written reasons for the denial.

(E) Expiration of the Geologic Exemption: If the owner/operator
discovers any naturally-occurring asbestos, serpentine, or
ultramafic rock in the area to be disturbed after the exemption is
granted, then:

1. The owner/operator must comply with the requirements of
this section;
2. The owner/operator must report the discovery of the

naturally-occurring asbestos, serpentine, or ultramafic rock
to the APCO no later than the next business day; and

3. The exemption under (c)(1) shall expire and cease to be
effective.

Agriculture and Timber Harvesting: This section shall not apply to
agricultural operations or timber harvesting except for construction of
roads and buildings. Construction of roads and buildings is subject to the
requirements of subsection (d).

Homeowners and Tenants: Individuals engaged in covered activities on
property they own or occupy are exempt from subsections (e)(1) and

(€)(3)(A).

Sand and Gravel Operations: The APCO may provide an exemption for
crushing, screening and conveying equipment, stockpiles, and off-site
material transport at a sand and gravel operation if the operation
processes only materials from an alluvial deposit.



(A)  The district shall grant or deny a request for an exemption within
ninety (90) days of the receipt of a complete application.

(B) If the request for an exemption is denied, the APCO shall provide
written reasons for the denial.

(d) Requirements for Road Construction and Maintenance. These requirements
shall apply to roads that are not part of a construction or grading project, quarry,
or surface mine.

Q) No person shall conduct any road construction or maintenance activities
that disturb any area that meets any criterion listed in subsections (b)(1) or
(b)(2) unless:

(A) The APCO is notified in writing at least fourteen (14) days before
the beginning of the activity or in accordance with a procedure
approved by the district;

(B)  Dust control measures sufficient to prevent the emission of visible
dust to the ambient air during any activity that disturbs the ground
are implemented,

(C) Unpaved areas subject to vehicle traffic are kept adequately
wetted,;

(D) The speed of any vehicles traveling across unpaved areas is no
more than fifteen (15) miles per hour; and,

(E) Vehicles that have traveled across unpaved areas pass across a
track-out prevention device before resuming travel on a paved
public roadway.

(2) No person shall conduct any road construction or maintenance activity
that disturbs the ground surface in an area that meets the criteria in
subsection (b)(3) unless:

(A) The APCO is notified no later than the next business day of the
discovery that the area meets the criteria in subsection (b)(3); and

(B)  The requirements of subsections (d)(1)(B) through (d)(1)(E), are
implemented within twenty-four (24) hours of the discovery.

3 Exemptions from the Requirements for Road Construction and

Maintenance. The following exemptions may apply in addition to the
applicable general exemptions specified in subsection (c):
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(A)

(B)

Emergency Road Repairs: Subsection (d)(1)(A) shall not apply
when construction of a road or firebreak, or a road repair is
necessary due to a landslide, flood, or other emergency or to
mitigate a condition that constitutes an imminent hazard to the
public. The owner/operator shall notify the APCO no later than the
next business day of the action taken and the condition establishing
the applicability of this subsection.

Remote locations: The APCO may provide an exemption from the
requirements of subsection (d) for any activity which will occur at a
remote location.

1. The district shall grant or deny a request for an exemption
within ninety (90) days of the receipt of a complete
application.

2. If the request for an exemption is denied, the APCO shall

provide written reasons for the denial.

(e) Requirements for Construction and Grading Operations.

1)

Areas of one acre or less meeting the criteria in subsections (b)(1) or
(b)(2): No person shall engage in any construction or grading operation
on property where the area to be disturbed is one (1.0) acre or less
unless the following dust mitigation measures are initiated at the start and
maintained throughout the duration of the construction or grading activity:

(A)

(B)

(©)

(D)

(E)

Construction vehicle speed at the work site must be limited to
fifteen (15) miles per hour or less;

Prior to any ground disturbance, sufficient water must be applied to
the area to be disturbed to prevent visible emissions from crossing
the property line;

Areas to be graded or excavated must be kept adequately wetted
to prevent visible emissions from crossing the property line;

Storage piles must be kept adequately wetted, treated with a
chemical dust suppressant, or covered when material is not being
added to or removed from the pile;

Equipment must be washed down before moving from the property
onto a paved public road; and



(2)

3)

(F)  Visible track-out on the paved public road must be cleaned using
wet sweeping or a HEPA filter equipped vacuum device within
twenty-four (24) hours.

Areas greater than one acre meeting the criteria in subsections (b)(1) or
(b)(2): No person shall engage in any construction or grading operation
on property where the area to be disturbed is greater than one (1.0) acre
unless:

(A)  An Asbestos Dust Mitigation Plan for the operation has been:

1. Submitted to and approved by the district before the start of
any construction or grading activity, and

2. The provisions of that dust mitigation plan are implemented
at the beginning and maintained throughout the duration of
the construction or grading activity; and

(B) For a project started before the effective date of this section for
which an asbestos dust mitigation plan was submitted at least sixty
(60) days before the effective date, and for which the district has
not yet approved the asbestos dust mitigation plan:

1. The measures in subsection (e)(1) must be implemented
and maintained until the district-approved asbestos dust
mitigation plan is implemented; and

2. The provisions of the district-approved asbestos dust
mitigation plan must be implemented within fourteen (14)
days of district approval of the plan and maintained
throughout the remainder of the construction or grading
activity.

Property that meets the criteria in subsection (b)(3): No person shall
engage in any construction or grading operation unless the following
requirements are met:

(A)  The owner/operator notifies the district of the discovery of
naturally-occurring asbestos, serpentine, or ultramafic rock no later
than the next business day;

(B)  The dust mitigation measures in subsection (e)(1) are implemented
within twenty-four (24) hours after determining that the property
meets the criteria in paragraph (b)(3); and



(4)

(C)  For operations in which the area to be disturbed is one (1.0) acre
or less, the dust mitigation measures in subsection (e)(1) are
maintained throughout the duration of the construction or grading
activity, or

(D)  For operations in which the area to be disturbed is greater than
one (1.0) acre, the owner/operator must:

1.

Submit an asbestos dust mitigation plan to the district within
fourteen (14) days of the discovery of naturally-occurring
asbestos, serpentine, or ultramafic rock;

Maintain the dust mitigation measures in subsection (e)(1)
until the provisions of the district-approved asbestos dust
mitigation plan are implemented;

Implement the provisions of the district-approved asbestos
dust mitigation plan within fourteen (14) days of district
approval of the plan; and

Maintain the provisions of the district-approved asbestos
dust mitigation plan throughout the remainder of the
construction or grading activity.

Asbestos Dust Mitigation Plans: An Asbestos Dust Mitigation Plan must
specify dust mitigation practices which are sufficient to ensure that no
equipment or operation emits dust that is visible crossing the property line,
and must include one or more provisions addressing each of the following

topics:

(A)  Track-out prevention and control measures which shall include:

1.

Removal of any visible track-out from a paved public road at
any location where vehicles exit the work site; this shall be
accomplished using wet sweeping or a HEPA filter equipped
vacuum device at the end of the work day or at least one
time per day; and

Installation of one or more of the following track-out

prevention measures:

i. A gravel pad designed using good engineering practices
to clean the tires of exiting vehicles;

ii. A tire shaker;

ii. A wheel wash system,;
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(B)

(©)

(D)

iv. Pavement extending for not less than fifty (50)
consecutive feet from the intersection with the paved
public road; or

v. Any other measure as effective as the measures listed
above.

Keeping active storage piles adequately wetted or covered with
tarps.

Control for disturbed surface areas and storage piles that will
remain inactive for more than seven (7) days, which shall include
one or more of the following:

1. Keep the surface adequately wetted;

2. Establishment and maintenance of surface crusting sufficient
to satisfy the test in subsection (h)(6);

3. Application of chemical dust suppressants or chemical
stabilizers according to the manufacturers’
recommendations;

4. Covering with tarp(s) or vegetative cover;

5. Installation of wind barriers of fifty (50) percent porosity

around three (3) sides of a storage pile;

6. Installation of wind barriers across open areas; or
7. Any other measure as effective as the measures listed
above.

Control for traffic on on-site unpaved roads, parking lots, and
staging areas which shall include:

1. A maximum vehicle speed limit of fifteen (15) miles per hour
or less; and
2. One or more of the following:

i. Watering every two hours of active operations or
sufficiently often to keep the area adequately wetted;

il. Applying chemical dust suppressants consistent with
manufacturer's directions;

ili. Maintaining a gravel cover with a silt content that is less
than five (5) percent and asbestos content that is less
than 0.25 percent, as determined using an approved



(E)

(F)

(G)

asbestos bulk test method, to a depth of three (3) inches
on the surface being used for travel; or

iv. Any other measure as effective as the measures listed
above.

Control for earthmoving activities which shall include one or more of
the following:

1. Pre-wetting the ground to the depth of anticipated cuts;
2. Suspending grading operations when wind speeds are high

enough to result in dust emissions crossing the property line,
despite the application of dust mitigation measures;

3. Application of water prior to any land clearing; or
4. Any other measure as effective as the measures listed
above.

Control for off-site transport. The owner/operator shall ensure that
no trucks are allowed to transport excavated material off-site
unless:

1. Trucks are maintained such that no spillage can occur from
holes or other openings in cargo compartments; and

2. Loads are adequately wetted and either:
i. Covered with tarps; or
ii. Loaded such that the material does not touch the front,
back, or sides of the cargo compartment at any point less
than six inches from the top and that no point of the load
extends above the top of the cargo compartment.

Post construction stabilization of disturbed areas. Upon completion
of the project, disturbed surfaces shall be stabilized using one or
more of the following methods:

1. Establishment of a vegetative cover;

2. Placement of at least three (3.0) inches of
non-asbestos-containing material,

3. Paving;



(H)

(1)

4.

Any other measure deemed sufficient to prevent wind
speeds of ten (10) miles per hour or greater from causing
visible dust emissions.

Air monitoring for asbestos (if required by the APCO).

1.

If required by the district APCO, the plan must include an
air-monitoring component.

The air monitoring component shall specify the following:
i. Type of air sampling device(s);

ii. Siting of air sampling device(s);

ili. Sampling duration and frequency; and

iv. Analytical method.

Frequency of reporting: The plan shall state how often the items
specified in subsection (e)(5)(B), and any other items identified in
the plan, will be reported to the district.

(5) Recordkeeping and Reporting Requirements.

(A)

(B)

Recordkeeping Requirements: The owner/operator shall maintain
the following records for at least seven (7) years following the
completion of the construction project:

1.

The results of any air monitoring conducted at the request of
the APCO;

The documentation for any geologic evaluation conducted
on the property for the purposes of obtaining an exemption,
except the archive of collected samples which may be
discarded at the expiration of the exemption or one (1) year
after the exemption is granted whichever is less; and,

The results of any asbestos bulk sampling that meets any of

the following conditions:

i. The asbestos bulk sampling was conducted by the
owner/operator to document the applicability of or
compliance with this section, or

ii. The asbestos bulk sampling was done at the request of
the district APCO.

Reporting Requirements: The owner/operator of any grading or
construction operation subject to this section shall submit the
following to the District:



The results of any air monitoring conducted at the request of
the APCO; and,

The results of any asbestos bulk sampling that meets any of

the following conditions:

i. Asbestos bulk sampling conducted by the owner/operator
to document applicability of or compliance with this
section, or

il. Asbestos bulk sampling done at the request of the
APCO.

() Requirements for Quarrying and Surface Mining Operations.

(1)

No person shall engage in any quarrying or surface mining operation that
meets the criteria of subsections (b)(1) or (b)(2) unless an Asbestos Dust
Mitigation Plan for the operation has been submitted to and approved by
the District and the fugitive dust mitigation measures specified in the Plan
are implemented and maintained throughout the duration of any quarrying
or surface mining operation except,

(A)

(B)

Pre-existing Operations: The owner or operator of any quarrying or
surface mining operation that was in operation before the date this
section is implemented as determined pursuant to subsection (a)
that has not obtained district approval of the asbestos dust
mitigation plan may continue operating if all the following conditions
are met:

1.

The owner/operator has submitted an asbestos dust
mitigation plan to the district at least sixty (60) days prior to
the date specified in subsection (a);

The owner/operator implements all of the dust mitigation
measures specified in subsections (f)(2)(B) and (f)(2)(C) by
the effective date specified in subsection (a) and maintains
them until the provisions of an approved asbestos dust
mitigation plan are implemented; and

The owner/operator implements the provisions of the
asbestos dust mitigation plan within fourteen (14) days
following district approval of the plan.

Mineral exploration activities: Mineral exploration activities as
defined in the California Public Resources Code section 2714(d) in
an area meeting any of the conditions of subsection (b) are not
required to submit an asbestos dust mitigation plan but shall



(2)

instead implement and maintain the following measures throughout
the duration of the activity:

1.

Limit vehicle speeds on the site to fifteen (15) miles per hour
or less;

Apply sufficient water during any ground disturbance to
prevent visible dust from crossing the property line;

Keep disturbed areas and storage piles adequately wetted
until they are permanently stabilized;

Install a track-out prevention device designed to prevent
track-out onto any paved public road;

Clean up any visible track-out at the end of the workday or at
a minimum within twenty-four (24) hours; and

Cover, treat with a chemical dust suppressant, or otherwise
stabilize any disturbed areas when operations cease for
more than seven (7) days.

The owner or operator of any quarry or surface mine that meets any of the
criteria in subsection (b)(3) shall:

(A)  Notify the APCO no later than the next business day of the
discovery;

(B) Implement all the following measures within twenty-four (24) hours
following the discovery:

1.

Keep stock and working piles adequately wetted during the
addition and removal of material;

Keep on-site unpaved roads, parking lots, and staging areas

stabilized using one of the following measures:

i. adequately wetted; or

ii. controlled using dust palliatives or suppressants,

ili. paving; or

iv. covered to a depth of three (3) inches with gravel that
does not contain more than 0.25 percent asbestos as
determined using an approved asbestos bulk test
method;

Keep exposed areas and inactive stockpiles that are prone
to mechanical or wind disturbances:



i. adequately wetted; or

ii. controlled using dust palliatives or suppressants, paving,
wind berms or breaks; or

ii. covered with tarps or material that does not contain more
than 0.25 percent asbestos as determined using an
approved asbestos bulk test method,;

4, Ensure that materials to be quarried, excavated, or graded
are adequately wetted;

5. Ensure that all loads are adequately wetted before and
during truck loading operations;

6. Ensure that all trucks transporting materials off-site meet the

following conditions at the time the truck leaves the site:

i. Loads are adequately wetted and covered with tarps; or

il. Loads are adequately wetted and the material does not
touch the front back or sides of the cargo compartment at
any point less than six (6) inches from the top and no
point of the load extends above the top of the cargo
compartment; and

7. Limit vehicle speeds within the quarry or surface mining
operation to fifteen (15) miles per hour or less.

(C) Implement the following measures within fourteen (14) days of the
determination that the operation meets any of the criteria in
subsection (b)(3):

1. Measures to ensure that material being excavated, crushed,
screened, loaded, transferred or conveyed does not result in
any dust that is visible crossing the property line; and

2. Measures to ensure that no grinding mill, screening
operation, or transfer point on a belt conveyor discharges
into the air any visible emissions other than uncombined
water vapor, for a period aggregating more than three
minutes in any one hour which are:

i. Half as dark or darker in shade as that designated as
number one on the Ringlemann Chart, as published by
the United States Bureau of Mines; or

il. Of such opacity as to obscure an observers view to a
degree equal to or greater than smoke as described in
subsection (f)(2)(C)2.i. or ten (10) percent opacity;



3)

3. Measures to ensure that no crusher discharges into the air
any visible emissions other than uncombined water vapor,
for a period aggregating more than three minutes in any one
hour which are:

i. Three-quarters as dark or darker in shade as that
designated as number one on the Ringlemann Chart, as
published by the United States Bureau of Mines; or

il. Of such opacity as to obscure an observers view to a
degree equal to or greater than smoke as described in
subsection (f)(3)(C)3.i. or fifteen (15) percent opacity;

4. Measures for material handling sufficient to meet the
requirements of (f)(2)(C)1. through (f)(2)(C)3. Such
measures may include the following:

i. Installation and operation of spraybars on all conveyors;
ii. Installation of shrouds at all drop points;

5. Track-out control and prevention measures which shall
include:
i. Installation of a gravel pad, grizzly, tire washing system,
or paving at least fifty (50) feet of the access road, and
ii. Cleaning any visible track-out off the paved public road
using wet sweeping or a HEPA filter equipped vacuum
device at the end of each workday.

6. Stabilization of all on-site roads, parking lots, and staging

areas open to the public by one of the following methods:

i. Pave with asphalt or concrete, or

ii. Treat with a chemical dust suppressant applied according
to manufacturers directions, or

ili. Maintain a gravel cover that has a depth of at least three
(3) inches and an asbestos concentration no more than
0.25 percent as determined using an approved asbestos
bulk test method.

(D)  Submit an Asbestos Dust Mitigation Plan to the District within
fourteen (14) days and maintain the measures specified in
subsections (f)(2)(B) and (f)(2)(C) until the asbestos dust mitigation
measures in the district-approved Asbestos Dust Mitigation Plan
are implemented.

An Asbestos Dust Mitigation Plan required by subsections (f)(1) and
(N(2)(D) must include sections which address each of the following topics:

(A) A Fugitive Dust Mitigation Component which shall, at a minimum,
include the measures specified in subsections (f)(2)(B) and



(B)

(©)

(N(2)(C), unless the APCO determines that it is appropriate to add,
omit, or modify these measures depending on site-specific
parameters. The plan shall also require that :

1.

Equipment and operations do not emit dust that is visible
crossing the property line; and

Crushers do not discharge into the air any visible emissions
other than uncombined water vapor, for a period aggregating
more than three minutes in any one hour, which is:

i. Three-quarters as dark or darker in shade as that
designated as number one on the Ringlemann Chart, as
published by the United States Bureau of Mines; or

il. Of such opacity as to obscure an observers view to a
degree equal to or greater than smoke as described in
subsection (f)(3)(A)2.i. or fifteen (15) percent opacity; and

Grinding mills, screening operations, and transfer points on
belt conveyors do not discharge into the air any visible
emissions other than uncombined water vapor, for a period
aggregating more than three minutes in any one hour, which
is:

i. Half as dark or darker in shade as that designated as
number one on the Ringlemann Chart, as published by
the United States Bureau of Mines; or

il. Of such opacity as to obscure an observers view to a
degree equal to or greater than smoke as described in
subsection (f)(3)(A)3.i. or ten (10) percent opacity.

Air monitoring for asbestos (if required by the APCO).

1.

If required by the district APCO, the plan must include an air
monitoring component.

The air monitoring component shall specify the following:
i. Type of air sampling device(s);

il. Siting of air sampling device(s);

ii. Sampling duration and frequency; and

iv. Analytical method.

Frequency of reporting. The plan shall state how often the items
specified in subsection (f)(5)(B), and any other items identified in
the plan, will be reported to the district.



4)

®)

Upon petition by the owner/operator the APCO may approve the use of
requirements or restrictions established under other regulatory programs
to meet the requirements of subsection (f) under the following conditions:

(A)  The requirements or restrictions are equivalent to or more stringent
than the requirements of subsection (f); and

(B) The requirements or restrictions are enforceable by the APCO.
Recordkeeping and Reporting Requirements: The owner/operator of a
surface mining or quarrying operation subject to this section must comply
with the following recordkeeping and reporting requirements:

(A) Recordkeeping Requirements: The owner/operator shall maintain
the following records for at least seven (7) years:

1. The results of any air monitoring conducted at the request of
the APCO;
2. The documentation for any geologic evaluation conducted

on the property for the purpose of obtaining an exemption
except, the archive of collected rock samples which may be
discarded at the expiration of the exemption or one (1) year
after the district granted or denied the exemption, whichever
comes first; and,

3. The results of any asbestos bulk sampling that meets any of
the following conditions:

i. The asbestos bulk sampling was conducted by the
owner/operator to document the applicability of, or
compliance with this section, or

ii. The asbestos bulk sampling was done at the request of
the district APCO.

(B) Reporting Requirements: The owner/operator shall submit the
following to the District:

1. The results of any air monitoring conducted at the request of
the APCO; and,

2. The documentation of any geologic evaluation conducted on
the property in question; and,

3. The results of any asbestos bulk sampling that meets any of
the following conditions:



(9)

(h)

i. Asbestos bulk sampling conducted by the owner/operator
to document applicability of or compliance with this
section, or

il. Asbestos bulk sampling done at the request of the district
APCO.

Air Monitoring for Asbestos.

1)
(2)

Air monitoring may be required by the district APCO.

The APCO may revise the asbestos dust mitigation plan on the basis of
the results of the air monitoring.

Test Methods.

(1)

(2)

3)

4)

®)

Ultramafic Rock: The ultramafic rock composition of any material shall be
determined using standard analysis techniques including, but not limited
to, color index assessment, microscopic examination, petrographic
analysis or rock thin sections, or chemical analysis techniques, such as
X-ray fluorescence spectrometry or inductively coupled plasma analysis.

Bulk Sampling Methods: ARB Test Method 435, or an alternative
asbestos bulk test method approved in writing by the Executive Officer of
the California Air Resources Board, shall be used to determine the
asbestos content of a bulk sample. For the purposes of determining
compliance with this section, references in ARB Test Method 435 to
"serpentine aggregate" shall mean “gravel” or other “bulk materials” to be
tested for asbestos content.

Analysis of Air Samples: Analysis of all air samples shall follow the
analytical method specified by the United States Environmental Protection
Agency, Asbestos Hazard Emergency Response Act (AHERA) criteria for
asbestos (40 CFR, Part 763), with the following exceptions:

(A)  The analytical sensitivity shall be 0.001 structures per cubic
centimeter (0.001 s/cc); and

(B)  All asbestos structures with an aspect ratio greater than three to
one (3 tol) shall be counted irrespective of length.

The results of the analysis of air samples shall be reported as
transmission electron microscopy (TEM) asbestos structures per cubic
centimeter (s/cc).

Adequately Wetted: Field determination of “adequately wetted” shall be
as follows:



(i)

(6)

(A)

(B)

If the district-approved asbestos dust mitigation plan has specified
a percent moisture content for specific materials the determination
shall be as specified in the district-approved asbestos dust
mitigation plan; or

If no moisture threshold is specified in a district-approved asbestos
dust mitigation plan, a sample of at least one (1) quart in volume
shall be taken from the top three (3) inches of a road, or bare area
or from the surface of a stockpile. The sample shall be poured out
from a height of four (4) feet onto a clean hard surface. The
material shall be considered to be adequately wetted if there is no
observable dust emitted when the material is dropped.

Surface Crusting: “Measurement of the stability of surface crusting on
horizontal surfaces” shall be as follows:

(A)

(B)

(©)

Where a visible crust exists, drop a steel ball with a diameter of
15.9 millimeters (0.625 inches) and a mass ranging from 16 -17
grams from a distance of 30 centimeters (one foot) directly above
(at a 90 degree angle perpendicular to) the ground surface. If
blowsand (thin deposits of loose grains covering less than

50 percent of the surface that have not originated from the surface
being tested) is present, clear the blowsand from the surfaces to be
tested before dropping the steel ball.

A sufficient crust is determined to exist if, when the ball is dropped
according to subsection (h)(6)(A), the ball does not sink into the
surface so that it is partially or fully surrounded by loose grains and,
upon removing the ball, the surface on which it was dropped has
not been pulverized so that loose grains are visible.

Drop the ball three times each in three representative test areas
within a survey area measuring 1 foot by 1 foot that represents a
random portion of the surface being evaluated. The test area shall
be deemed to have passed if at least two of the three times the ball
was dropped, the results met the criteria in subsection (h)(6)(B). If
all three test areas pass, the area shall be deemed to be
“sufficiently crusted”.

Definitions. For the purposes of this section, the following definitions shall

apply:

(1)

"Access road" means any road extending from a public thoroughfare onto
the property of a construction project, quarry, or surface mining operation.



(2)

3)

(4)

®)

(6)
(7)

(8)

(9)

(10)

(11)

(12)

"Adequately wetted" means sufficiently moistened with water to minimize
the release of particulate matter into the ambient air as determined by the
test method(s) in subsection (h)(5).

"Agricultural operation” means activities necessary for the growing and
harvesting of crops or raising of fowl or animals.

"APCQO" means the executive officer, air pollution control officer, or the
designee of the executive officer or air pollution control officer of any air
pollution control or air quality management district created or continued in
existence pursuant to Part 3 (commencing with section 40000),

Division 26, Health and Safety Code.

"Approved asbestos bulk test method" means ARB Test Method 435 or an
alternative asbestos bulk test method approved in writing by the Executive
Officer of the California Air Resources Board.

"ARB" means the California Air Resources Board.

"ARB Test Method 435" means the test method specified in title 17,
California Code of Regulations, section 94147.

"Asbestos" means asbestiforms of the following minerals: chrysotile
(fibrous serpentine), crocidolite (fibrous riebeckite), amosite (fibrous
cummingtonite--grunerite), fibrous tremolite, fibrous actinolite, and fibrous
anthophyllite.

"Asbestos-containing material" means any material that has an asbestos
content of 0.25 percent or greater.

"Asbestos Dust Mitigation Plan" means a detailed written document
specifying measures that would be implemented to minimize the
emissions of asbestos-laden dust.

"Carry-out" or "track-out" means any bulk material that adheres to and
agglomerates on the exterior surfaces of motor vehicles, haul trucks,
and/or equipment, including tires, and that has fallen or been deposited
onto a paved public roadway.

"Construction," "grading," "construction or grading operation" and
"construction or grading activity" mean any surface disturbance conducted
with powered equipment or any related activity, including, but not limited
to, all surface and subsurface cuts and fills, excavation, trenching,
stockpiling, bulldozing, and landfills.



(13)

(14)

(15)

(16)

17)

(18)

(19)

(20)

(21)

"District" means any air pollution control or air quality management district
created or continued in existence pursuant to Part 3 (commencing with
section 40000), Division 26, Health and Safety Code.

"Geographic ultramafic rock unit" means a geographic area that is
designated as an ultramafic rock unit or ultrabasic rock unit, including the
unit boundary line, on any of the maps referenced in Appendix A.

"Geologic evaluation" means an evaluation of a property to determine the
presence of various types of rocks, including ultramafic rock, serpentinite,
or other metamorphic derivatives of ultramafic rock.

"Gravel pad" means a layer of gravel, rock, or crushed rock which is at
least one inch or larger in diameter and less than five (5) percent silt
content, maintained at the point of intersection of a paved public roadway
and a work site entrance to dislodge mud, dirt, and debris from tires of
motor vehicles and haul trucks prior to leaving a worksite.

"Grizzly" means a device used to dislodge mud, dirt, and debris from the
tires and undercarriage of motor vehicles and haul trucks prior to leaving
the work site.

"HEPA filter" means a High Efficiency Particulate Air filter used to remove
particles less than one (1) micron in aerodynamic diameter and operates
at removal efficiencies of 99.9 percent or greater.

"Naturally-occurring asbestos" means asbestos that has not been
processed in an asbestos mill.

"Owner/operator” or "person” includes, but is not limited to:

(A)  Anindividual, trust, firm, joint stock company, business concern,
partnership, limited liability company, association, or corporation
including, but not limited to, a government corporation;

(B)  Any city, county, district, commission, the state or any department,
agency, or political subdivision thereof, any interstate body, and the
federal government or any department or agency thereof to the
extent permitted by law; or

(C) A project proponent and any of its contractors or subcontractors.

“Paving” means creating a cover consisting of portland cement, asphalt
concrete, or chip seal.
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(22)

(23)

(24)

(25)

(26)

(27)

(28)

(29)

(30)

(31)

"Property" means any real property including, but not limited to, any
contiguous parcel or parcels of land and anything attached to, or erected
on it.

"Quarrying" means the act of obtaining stone from the earth by means of
cutting, digging, excavating, or blasting and includes processes used to
convert the excavated material into commercial products.

"Registered geologist" means an individual that is currently licensed as a
geologist with the State of California, Department of Consumer Affairs,
Board of Geology and Geophysicists.

"Remote location" means any location that is at least one (1.0) mile from
the location of a receptor. "Receptor” includes, but is not limited to, any
hospital, school, day care center, work site, business, residence, and
permanent campground. The distance to the nearest receptor is to be
measured from the outermost limit of the area to be disturbed or road
surface, whichever is closer.

"Road surface" means the traveled way of a road and any shoulder which
may extend up ten (10) feet from the edge of the traveled way.

"Sand and Gravel Operation" means any facility operating in alluvial
deposits.

"Serpentine” means any form of the following hydrous magnesium silicate
minerals: antigorite, lizardite, and chrysotile.

"Serpentinite" means a rock consisting almost entirely of serpentine,
although small amounts of other minerals such as magnetite, chromite,
talc, brucite, and tremolite-actinolite may also be present. "Serpentinite" is
a metamorphic derivative of the ultramafic rocks, peridotite, pyroxenite, or
dunite.

"Surface mining" means all, or any part of, the process involved in the
mining of minerals on mined lands by removing overburden and mining
directly from the mineral deposit, open-pit mining of minerals naturally
exposed, mining by the auger method, dredging and quarrying, or surface
work incident to an underground mine. "Surface mining"” includes, but is
not limited to, in place distillation or retorting or leaching, the production
and disposal of mining waste, prospecting and exploratory activities or any
activity subject to regulation under the Surface Mining and Reclamation
Act of 1975, Public Resources Code section 2700 et seq.

"Ultrabasic rock"” means ultramafic rock.
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(32) "Ultramafic rock" means an igneous rock composed of 90 percent or
greater of one or a combination of the following iron/magnesiume-rich,
dark-colored silicate minerals: olivine, pyroxene, or more rarely
amphibole. For the purposes of this section, "ultramafic rock" includes the
following rock types: dunite, pyroxenite, and peridotite; and their
metamorphic derivatives.

(33) "Visible emissions" means any particulate mater that is visually detectable
without the aid of instruments other than corrective lenses.

NOTE: Authority cited: Sections 39600, 39601, 39650, 39658, 39659, 39666, and

41511, Health and Safety Code. Reference: Sections 39650, 39658, 39659, 39666,
and 41511, Health and Safety Code.
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APPENDIX A

California Department of Conservation
Division of Mines and Geology

AVAILABLE GEOLOGIC MAPS FOR CALIFORNIA

GEOLOGIC ATLASES OF CALIFORNIA Scale 1:250,000

GEOLOGIC ATLAS OF CALIFORNIA: ALTURAS
Compiled by Gay, T.E. and others, 1958

GEOLOGIC ATLAS OF CALIFORNIA: BAKERSFIELD
Compiled by Smith, A.R., 1964 (reprinted 1992)

GEOLOGIC ATLAS OF CALIFORNIA: DEATH VALLEY
Compiled by Streitz, R.L. and Stinson, M.C., 1974 (reprinted 1991)

GEOLOGIC ATLAS OF CALIFORNIA: FRESNO
Compiled by Matthews, R.A. and Burnett, J.L, 1965 (reprinted 1991)

GEOLOGIC ATLAS OF CALIFORNIA: KINGMAN
Compiled by Jennings, C.W., 1961

GEOLOGIC ATLAS OF CALIFORNIA: LONG BEACH
Compiled by Jennings, C.W., 1962 (reprinted 1992)

GEOLOGIC ATLAS OF CALIFORNIA: LOS ANGELES
Compiled by Jennings, C.W. and Strand, R.G., 1969 (reprinted 1991)

GEOLOGIC ATLAS OF CALIFORNIA: MARIPOSA
Compiled by Strand, R.G., 1967 (reprinted 1991)

GEOLOGIC ATLAS OF CALIFORNIA: NEEDLES
Compiled by Bishop, C.C., 1963 (reprinted 1992)

GEOLOGIC ATLAS OF CALIFORNIA: REDDING
Compiled by Strand, R.G., 1962

GEOLOGIC ATLAS OF CALIFORNIA: SALTON SEA
Compiled by Jennings, C.W., 1967 (reprinted 1992)

GEOLOGIC ATLAS OF CALIFORNIA: SAN LUIS OBISPO
Compiled by Jennings, C.W., 1958 (reprinted 1992)
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GEOLOGIC ATLAS OF CALIFORNIA: SAN DIEGO - EL CENTRO
Compiled by Strand, R.G., 1962 (reprinted 1992)

GEOLOGIC ATLAS OF CALIFORNIA: SANTA ANA
Compiled by Rogers, T.H., (reprinted 1992)

GEOLOGIC ATLAS OF CALIFORNIA: SANTA CRUZ
Compiled by Jennings, C.W. and Strand, R.G., 1958 (reprinted 1992)

GEOLOGIC ATLAS OF CALIFORNIA: SANTA MARIA
Compiled by Jennings, C.W., 1959 (reprinted 1992)

GEOLOGIC ATLAS OF CALIFORNIA: TRONA
Compiled by Jennings, C.W., 1962

GEOLOGIC ATLAS OF CALIFORNIA: UKIAH
Compiled by Jennings, C.W. and Strand, R.G., 1960 (reprinted 1992)

GEOLOGIC ATLAS OF CALIFORNIA: WALKER LAKE
Compiled by Koenig, J.B., 1963 (reprinted 1992)

GEOLOGIC ATLAS OF CALIFORNIA: WESTWOOD
Compiled by Lyndon, P.A., and others, 1960

REGIONAL GEOLOGIC MAP SERIES Scale 1:250,000

GEOLOGIC MAP OF THE CHICO QUADRANGLE
(set of five sheets)
By Saucedo, G.J. and Wagner, D.L., 1992

GEOLOGIC MAP OF THE SACRAMENTO QUADRANGLE
(set of four sheets)
Compiled by Wagner, D.L. and others, 1981

GEOLOGIC MAP OF THE SANTA ROSA QUADRANGLE
(set of five sheets)
Compiled by Wagner and D.L., Bortugno, E.J. (reprinted 1999)

GEOLOGIC MAP OF THE SAN BERNARDINO QUADRANGLE
(set of five sheets)
Compiled by Bortugno, E.J., and Spittler, T.E. (reprinted 1998)

GEOLOGIC MAP OF THE WEED QUADRANGLE
(set of four sheets)
By Wagner, D.L. and Saucedo, G.J., 1987
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GEOLOGIC MAP OF THE SAN FRANCISCO-SAN JOSE QUADRANGLE

(set of five sheets)
By Wagner, D.L., Bortugno, E.J. and McJunkin, R.D., 1990

Color-coded faults
LOCAL GEOLOGIC MAPS

AREAS MORE LIKELY TO CONTAIN NATURALLY-OCCURRING ASBESTOS
IN WESTERN EL DORADO COUNTY, CALIFORNIA

By Ron Churchill, March 2000

Scale 1:100,000

SERPINTINITE SURVEY OF LAKE COUNTY, CALIFORNIA — MAP A,
ULTRAMAFIC, ULTRABASIC, AND SERPENTINE ROCK AND SOILS OF LAKE
COUNTY,

Adopted: March 2, 1992

Scale: 1:100,000
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Appendix B

DMG Open-File Report 2000-19:
A General Location Guide for Ultramafic Rocks in California —
Areas More Likely to Contain Naturally Occurring Asbestos.



OPEN-FILE REPORT 2000-19

A GENERAL LOCATION GUIDE FOR ULTRAMAFIC
ROCKS IN CALIFORNIA - AREAS MORE LIKELY TO
CONTAIN NATURALLY OCCURRING ASBESTOS

August, 2000

Jmines axp cEoLOGY

DEPARTMENT OF CONSERVATION
Division of Mines and Geology

L CALIFORNIA
CONSERVATION

STATE OF CALIFORNIA
GRAY DAVIS
GOVERNOR

THE RESOURCES AGENCY DEPARTMENT OF CONSERVATION
MARY D. NICHOLS DARRYL YOUNG
SECRETARY FOR RESOURCES DIRECTOR
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Counties in solid green contain ultramafic rock areas shown on the adjacent map.

These areas are shown in more detail on the Division of Mines and Geology 1:250,000
scale Geologic Atlas and Regional Geologic Map Series maps. Madera and Solano
counties, in diagonal pattern, have ultramafic rock areas shown on the Geologic Atlas
and Regional Geologic Map Series maps that are too small to show on the adjacent map.
Los Angeles County has small utramafic rock occurrences on Catalina Island and a

small occurrence is present in Kern County.




EXPLANATION TEXT FOR MAP

A General Location Guide for Ultramafic Rocks in California —
Areas More Likely to Contain Naturally Occurring Asbestos

MAP PURPOSE

This map shows the areas more likely to contain natural occurrences of asbestos
in California. Its purpose is to inform government agencies, private industry and
the public of the areas in the State where natural occurrences of asbestos may
be an issue. In these areas, consideration of the implications of the presence or
absence of asbestos through examination of more detailed maps and site-
specific investigations could be warranted as part of public or private decision
making. Natural occurrences of asbestos are more likely to be encountered in,
and immediately adjacent to, areas of ultramafic rocks. The general location of
these rocks is noted on this map. While geologic conditions are more likely for
asbestos formation in or near these areas, its presence is not certain. The only
way to establish the presence or absence of asbestos at a specific location is
through a detailed site examination by a qualified geologist.

EXPLANATION OF ULTRAMAFIC ROCK UNIT

Ultramafic rocks are dunite, peridotite, pyroxenite, and less common in California,
hornblendite (IUGS classification of ultramafic rocks, in Philpotts, 1990*). These
igneous rocks contain 90 percent or more of the dark colored iron-magnesium-
silicate minerals olivine, augite, hypersthene, or less commonly hornblende.
Ultramafic rocks form in high temperature environments well below the surface of
the earth. By the time they are exposed at the surface by uplift and erosion,
ultramafic rocks may be partially to completely altered to serpentinite, a type of
metamorphic rock. Sometimes the metamorphic conditions are right for the
formation of chrysotile asbestos or tremolite-actinolite asbestos in bodies of
ultramafic rock or along their boundaries. Note--occurrences of non-ultramafic
rock types, such as gabbro or diabase, may be included within some of the
ultramafic rock areas shown on this map. Asbestos is much less likely to be
associated with these non-ultramafic rock types.

INFORMATION SOURCES
The ultramafic rock areas shown on this map are adapted from Jennings, C.W.,

1977, Geologic Map of California, California Department of Conservation,
Division of Mines and Geology, Geologic Data Map No. 2, scale 1:750,000.
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*Philpotts, A.R., 1990, Principles of igneous and metamorphic petrology, Figure
6-3, IUGS (International Union of Geological Sciences) classification of ultramafic
rocks: Prentice Hall, Englewood Cliffs, New Jersey, page 96.

This map may be viewed on the California Department of Conservation website
at http://www.consrv.ca.gov, which includes links to other sites with asbestos
information.

MAP USAGE AND LIMITATIONS

The small scale of this map (1:1,000,000) precludes showing detailed boundaries
of ultramafic rock units and small occurrences of ultramafic rocks. It should be
used only as a general guide to the presence of ultramafic rocks that may contain
asbestos. This map is derived from the Geologic Map of California (1:750,000
scale - one inch equals about 12 miles), Jennings (1977). No ultramafic rocks are
shown in Solano and Madera counties on this map. However, ultramafic rocks
are shown as present in these counties on available more detailed maps at
scales of 1:250,000 (one inch equals about 4 miles) and larger. In addition to
association with ultramafic rock and serpentinite, asbestos minerals are also
known to occur in association with some faults in particular geologic settings,
certain non-ultramafic related metamorphic rock types, and magnesium-rich
carbonate rocks such as dolomite. These asbestos occurrences are much less
common and their locations less well known than for ultramafic rocks.
Consequently, such occurrences are not shown on this map.

This map should not be used to determine whether bedrock or soil on a
particular parcel of land in or adjacent to areas identified as ultramafic
rocks contains asbestos. A site-specific investigation would be required to
make such a determination.

Definitions

Asbestos -- Asbestos is the generic term for the naturally occurring fibrous
(asbestiform) varieties of six silicate minerals. These minerals are: chrysotile,
tremolite (when fibrous), actinolite (when fibrous), crocidolite (fibrous riebeckite),
anthophyllite (when fibrous), and amosite (fibrous cummingonite-grunerite).
Chrysotile is the most common asbestos mineral in California and belongs to
the serpentine mineral group. The remaining asbestos minerals belong to the
amphibole mineral group. Asbestos also refers to an industrial product obtained
by mining and processing deposits of the asbestiform minerals listed above.

Serpentine --The serpentine group minerals are hydrous magnesium silicate
minerals, of which lizardite, antigorite and chrysotile are the most common.
Chrysotile forms crystals that are naturally fibrous. These fibers occur in
serpentinite in small veins, where the fibers are oriented perpendicular to the
vein walls (cross-fiber veins) or parallel to the vein walls (slip-fiber veins).


http://www.consrv.ca.gov

Chrysotile fibers are one type of asbestos. The other serpentine minerals
usually do not occur as fibrous crystals and are not asbestos minerals. Although
the term serpentine is commonly used to refer to the rock serpentinite, it is
actually the name of the group of minerals that makes up the rock serpentinite.

Serpentinite -- Serpentinite is a rock consisting almost entirely of one or more
serpentine minerals. Serpentinite is not identified as a separate rock unit on this
map but is likely to be found within areas of ultramafic rock shown on the map.
This rock type has a greasy or waxy appearance and may be dark to light green,
brown, yellow or white. In addition to serpentine minerals, small amounts of other
minerals such as magnetite, chromite, talc, brucite, and tremolite-actinolite
maybe present. Small amounts of chrysotile asbestos are common in
serpentinite because chrysotile is one of the serpentine group minerals.
Tremolite-actinolite asbestos (amphibole asbestos) may also occur with
serpentinite, but such occurrences are less common than chrysotile asbestos.

DISCLAIMER

The State of California and the California Department of Conservation, Division
of Mines and Geology make no representations or warranties as to the actual
presence or absence of natural asbestos at specific sites within or near the
ultramafic rock areas shown on this map. Further, the State and the Department
make no representations or warranties regarding the accuracy of the data shown
on the map. Neither the State nor the Department shall be liable under any
circumstances for any direct, indirect, special, incidental or consequential
damages with respect to any claim by any user or any third party on account of
or arising from the use of this map.
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VIEWING AND PRINTING TIPS
A General Location Guide for Ultramafic Rocks in California —
Areas More Likely to Contain Naturally Occurring Asbestos

Viewing the map

This map opens up in Acrobat Reader in “fit window” view. When you wish to

zoom in and look at areas at a higher magnification, there are several ways to do

SO:

1. Use the magnifying glass icon on the left-hand tool bar and zoom in at preset
increments, or

2. Click on the View pull-down menu for a variety of zoom options, or

3. Use the pop-up menu on the lower left toolbar to set exact zoom parameters.

4. To zoom back out with the magnifying glass icon active, press
ctrl/alt/spacebar and click the mouse, or

5. Go back to View pull-down menu and change view, or

6. Use pop-up menu on the lower left toolbar to change view.

Printing the map

If you try to print this map, you'll find that Acrobat Reader will simply print the
entire map at your printer's default page size. The resulting print isn’'t very useful
if you can only print to an 8.5 x 11 inch page. To print portions of this map at
1:1,100,000 (the original scale of the map) you'll need Acrobat Reader and a
graphics program such as Microsoft Paint, Paint Shop Pro, Corel Draw or Mac
Paint. Armed with these tools, do the following:

1. Use Adobe Acrobat Reader to open map file.

2. To select an area, open the document and zoom to 100% at the area of
interest. Hold mouse button down (if you have three buttons on your mouse,
click on the left one) on the Text Select tool button, which will expand to three
buttons. Choose the “grab graphics” tool button (last one on the right). Using
this tool, select your area of interest..

3. Click on the Edit pull-down menu and select Copy. This places a copy of the
selected area onto your computer’s clipboard. At this point, you can close
Adobe Acrobat if your paint program requires the memory to run. If not, you
can leave it open.

4. Open your paint program. In Microsoft Paint, make sure that the image area
is at least as wide or as tall as the map area that you've selected. Choose the
Edit pull-down menu, and click on Paste. In Paint Shop Pro, select Paste as
New Image. The selected map area will be pasted into the view and can be
printed. This “bitmap” image may appear “pixilated” or have jagged edges.

To print the entire map at full-scale requires a large-format color plotter. If you
don’t have one, many reproduction firms do, and can plot the file for you.
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Consumer Information: Measured Asb...tential Source in El Dorado County

SearcH Site Mmp

Table 2
Measured Ambient Asbestos Concentrations
Near a Potential Asbestos Source

in El Dorado County, California

This page updated January 15, 1999.

Detailed Listing
(Updated January 15, 1999)

http://www .arb.ca.gov/toxics/asbestos/table2.htm

Sonwme

Contact Us

! . Geographical . i Concentration Sample
% Location Name ] Area/City 1 Sampling Dates I (fibers per ce) Number
f ] t !Measured2 MDLS 3
[Private Parcel #1 ; Lotus [ 10/01-10/02/98 | ND  [000079 | SI-I
| | 10/02-10/03/98 | ND [ 0.00080 | SI-5
| | 10/03-10/04/98 | ND  [0.000794 | S1-9
| | 10/04-10/05/98 | 0.00316 [0.00079 [ Si-13A
| | 10/06-10/07/98 | 0.00317 0.000794 [ SI-16
| 10/07-10/08/98 | 0.00237 [0.00079 | SI-20
| | 10/08 - 10/09/98 0.0118  10.000791 | S1-24
‘ | 10/09-10/10/98 = 0.0135 0.000797 | S1-28
| | 10/10-10/11/98  0.000795 0.000795 | S1-32
| 10/11-10/12/98  0.00875 10.000795 = SI-36
g ; 10/12-10/13/98 | 0.00164  0.000825 = S1-4]
10/13-10/14/98 | 0.145 1 0.00392 = SI-44
g | 10/17-10/18/98 | 0.00235 [0.000786 | S1-49
| 10/06-10/07/98 | 0.0103  0.000794 |S1-16-R
g 'S1-24-R

10/08 - 10/09/98

7700118

10.000791

.

iPrivate Residence #1 Lotus

10/01 - 10/02/98

70.00154

0.000773

$2-1

| |
é g 10/02 - 10/03/98 ND  [0.00101 | S2-4
% | 10/03-10/04/98 | 0.0102 |0.000785 | S2-5
| 10/04-10/05/98 | ND  [0.000801 | S2-7
g | 10/06-10/07/98 | 0.00563 [0.000805 | S2-8
| | 10/07-10/08/98 | 0.00631 [0.000789 | S2-10
g | 10/08-10/09/98 | 0.028 [0.00112 | S2-12
| | 10/09-10/10/98 | 0.0183  |0.000872 | S2-14
| 10/10-10/11/98 | 0.0103 | S2-16

0.000793
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10/11 - 10/12/98
10/12 - 10/13/98

} 0.00399 ;0.000798§ S2-18
|

i 10/13 - 10/14/98

|

|

0.012  }0.000802 [ $2-20
ND 0.00082 | S2-22
0.0288 ]0.0013 | S2-24
ND  [0.000802 |S2-20-R

10/17 - 10/18/98

10/12 - 10/13/98

Private Parcel #2 Lotus 10/01-10/02/98 | ND  [0.000775 | S3-1
10/02 - 10/03/98 | 0.0004 go.ooosug S3-3
g 10/03 - 10/04/98 | 0.00318 0.000795 | S3-5
; 10/04 - 10/05/98 | 0.00628 0.000786 | S$3-7
10/06 - 10/07/98 | 0.00813 [0.000813 | S3-8

|

|

|

|

|

; 10/07 - 10/08/98 | 0.000774 :0.000774 | S3-10
[ 10/08 - 10/09/98 0.00475 10.000792 | S3-12
|
|
|
|
|
|

10/09 - 10/10/98 | 0.00159 [0.000799 | S3-14
10/10 - 10/11/98 0.004 [0.000802 [ S3-16
10/11-10/12/98 [ 0.00386 [0.000772 | S3-18

10/12 - 10/13/98 0.00237 10.000793 | S3-20
0.00802 go.ooosoz S3-22
0.00472  [0.000787 | S3-24

10/13 - 10/14/98
10/17 - 10/18/98

[Private Parcel #3 | Lotus [ 10/07T-10002/98 | 0.000795 [0.000795 | Sa-1
| | 10/02-10/03/98 | 0.00394 [0.000789 | S4-5

- 10/03-10/04/98  0.0016 0.000804 | S4-9
10/04-10/0598 | ND §0.00079 IRYSE
TT10/06 - 10/07/98 | 0.00873 10.000794 | S4-13
[ 10/07-10/08/98  0.00155  0.00078 | S4-17
| 10/08 - 10/09/98 ND 0000777 = S4-21
| 10/09-10/10/98 | ND  0.000837 = S4-25
| 10/10-10/11/98 | 0.0156  0.000785  S4-29
| 10/11-10/12/98 | 0.00863 0.000785  S4-33
| 10/12-10/13/98 ND  0.000809  S4-38
{
|
|
|
|

10/13 - 10/14/98 0.0275  10.000918 | S4-41

10/17 - 10/18/98 0.00309 10.000774 @ S4-45
10/11 - 10/12/98 0.00392  10.000785 ' $4-33-R

10/13 - 10/14/98 | 0.00165 0.000826 §S4-41-R

H
H
H

|

|

|
|

5.1
53

Private Residence #1 [Greenstone Subdivision | 10701 - 10/02/98 E 0.0674 [0.00157 |
[ T0/02- 10/03/98 [ 0.00398  0.000797
[7T0/03 - 10/04/98 [ 0.00313  [0.000785 | S5-5

| 10/04 - 10/05/98 §0.00158 10.000791 | S5-7

[ 10/06-10/07/98 | 0.00157 [0.000789 | S$5-8
[ 10/07-10/08/98 | ND  [0.000758 | S5-10
10/08- 10/09/98 | 0.0168 |0.000845 | S5-12
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E | 10/09-10/10/98 | 0.00868 |0.00079 | S5-14
| 10/10-10/11/98 | ND 10.000789 | S5-16
g 10/11-10/12/98 | 0.00313 0.000785 | S5-18
| 10/12-10/13/98 | ND  0.000823 | S5-20
| | 10713 -10/14/98 | ND  0.000815 | S5-22
| [ 10/17-10/18/98 | ND  0.000785 | S5-24
g { 10/01 - 10/02/98 §0.000785 10.000785 | S5-1-R
| 10/08-10/09/98 | 0.0109 10.000845 | S5-12-R
f 10/09 - 10/10/98 | |

0.00789

0.00079

S$5-14-R

Private Résidence #2

Greenstone Subdivision

10/01 - 10/02/98

0.0443

0.00164

% i

| } 10/02 < 10/03/98 i0.000787 0.000787 | $6-3
| | 10/03-10/04/98 | ND 0.000794 | S6-5
| | 10/04 - 10/05/98 ND | 0.00079 | S6-7
g g 10/06 - 10/07/98 ND 50.000802; S6-8
E ( 10/07-10/08/98 | ND  0.00078 | S6-10
| | 10/08 - 10/09/98 0.00389 | 0.00078 § S6-12
1 10/09 - 10/10/98 | 0.00158 | 0.00079 | S6-14
g ] 10/10-10/11/98 | 0.00235 0.000785 | S6-16
| 10/11-10/12/98 * 0.0324 | S6-18
g § 10/12 - 10/13/98 | 0.000822 30.0008223 S6-20
g 10/13-10/14/98 | ND  0.000805 | S6-22
| 10/17-10/18/98 | 0.0047 go.ooo785§ S6-25
- 10/17-10/18/98  0.00706  [0.000785 | S6-25-R
tEmr’ancé'/to Quarry Lotus (1001 - 10/02/98 0.117 | 00042 | S8
| | 10/02 - 10/03/98 ND  0.000793 | S8-3
g | 10/03-10/04/98  0.0157 0.000789 = S8-5
] 10/04 - 10/05/98 | * - 0.0221 S8-7
| | 10/06-10/07/98 | 0.0884  0.00402  S8-8
| | 10/07-10/08/98  0.0298  0.00129 = S8-10
g | 10/08-10/09/98 | 0.169  0.00395 | S8-12
| | 10/09-10/10/98 | 0.0355 [0.00131 | S8-14
| 10/10-10/11/98 | 0.00395 | 0.00079 | S8-16
| | 10/11-10/12/98 | 0.0578 [0.00262 | S8-18
g | 10/12-10/13/98 | 0.00241 0.000805 | S8-20
| 10/13-10/14/98 | 0.008  [0.000801 | S8-22
| 10/17-10/18/98 | 0.0131 0.000771 | $8-25
g 10/01 - 10/02/98 0.0209 0.000839 | S8-1-R
| | 10/02=10/03/98 0.0325  0.000793 | S8-3-R
| 10/03 - 10/04/98 0.0141  0.000789 = S8-5-R
| | 10/04-10/0598 % | 00221 S8-7-R
| 10/06 - 10/07/98  0.0784 | 0.00201 | S8-8-R
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10/07 - 10/08/98 E 0.0466 E 0.00155 ; S8-10-R
10/08 - 10/09/98 | 0.154 g 0.00197 | S8-12-R
10/09 - 10/10/98 . 0.0616 ] 0.00158 | S8-14-R

|
|
i
1 10/10 - 10/11/98 0.0325 !0.000987 S8-16-R
][
|
|

| |
10/11-10/12/98 | 0.0305 |0.000986 | S8-18-R
10/12-10/13/98 | 0.0402 [0.00134 |S8-20-R

E

£

§

s

!
0.124 0.004 |S8-22-R

0.0110 | 0.00197 g $8-25-R

10/13 - 10/14/98
10/17 - 10/18/98

* These samples did not conform to AHERA standards and were not included.

Top of page | Asbestos Air Monitoring

A department of the California Environmental Protection Agency
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SeancH Site Map SOFTWARE Contact Us

Table 3
Measured Ambient Asbestos Concentrations
Asbestos Monitoring in Silva Valley

This page updated September 15, 1999.

Detailed Listing
(Updated September 15, 1999)

Concentration | Sample
(fibers per cc) 1 Number

Location Name }

Area/City Sampling Dates i

Geographical E
i

IMeasured [ mpL! [

04/21/99-04/22/99"'; ND | 0.0010 |ORHS3-1
[04/22/95-04/23/96 | ND | 0.0010 |ORHS32
(0472699 04727999 | ND | 0.0010 |ORHS3-3
04/27/99 -04728/99 | ND | 0.0010 |ORHS3-4

% 00010 [ORHS3-5

'Oak Rldge ngh School El Dorado Hills

04/28/99 04/29/99

[Oak Ridge High School [ "Bl Dorado Hills %04/21/99-04/22/99 T ND | G.00T0 §ORHS4-1
; ] 1 04/22/99-04/23/99  ND | 0.0010 | ORHS4-2
| [04726/99 -04727/99  ND | 0.0010 |ORHS4-3
| 04727199 504/28/99  ND | 0.0010 |ORHS4-4
ﬁ ,04/28/99 0429/99 | ND 00010 (ORHS4-S

1lva Elementary School El Dorado H‘i\lls §04/21/'99’-"o4/22/99 [0.0019 | 00010 ~SESN
T04/22/99- 0472399 | ND | 0.0010 | SESN-2
( [04/26/99-04/27/99 | ND | 0.0010 | SESN-3
* 04/27/99-04/28/99 | ND | 0.0010 | SESN-4

g ; 04/28/99 04/29/99

Silva Elementary School | El Dorado Fills ;04/21/99-04/22/99 70,0010 [ 0.0010 [ SESS1

jSite #2 | [04122/99-04/23/95 | ND
| [0426/99 - 04/27/99 | ND
| 0427199 -04/28/99 | ND

D

| 04/28/99 - 04/29/99

Silva Elementary School | Bl Dorado Hills | 04/22/99 - 04/23/99 | 0.0000 | 0.0009 |SESNG-I

Es‘te#3 ; 104/23/99-04/24/99 [ ND [ 0.0010 |SESNG-2
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‘ 04/26/99 - 04/27/99 { ND E 0.0008 }SESNG-B
g § 04/27/99 -04/28/99 ND 0.0010 gSESNG-4
§ } 04/28/99 - 04/29/99 ND 0.0009 ;SESNG-S

04/22/99 - 04/23/99

Silva Elémentary School ; El Dorado Hills

Site #4 { [04/23/99 - 04/24/99 0.0010 [SESSG-2
[04/26/99-04/27/99 0.0008 [SESSG-S
| 04/27/99 -04/28/99 0.0009 |SESSG-4

[04/28/99 - 04/29/99

Construction Site

ElDorado Hills | 04/21/99-04/22/99 | ND | 0.0010 |CONST-]
| 04/22/99 - 04/23/99 ND §0.001o |CONST-2
304/26/99-04/27/99 ND | 0.0010 |

|

E

i

CONST-3
| | 04/27/99-04/28/99 | ND

0.0010  [CONST-4
; 304/28/99-04/29/99 g ND

0.0010 CONST-5

gField\Blank
NOTES:

'FIELD-1

1. MDL - Minimum Detection Limit.
2. ND - no asbestos detected.

Top of page | Asbestos Air Monitoring
L

A department of the California Environmental Protection Agency
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STATE OF CALIFORNIA — BUSINESS, TRANSPORTATION AND HOUSING AGENCY GRAY DAVIS, Governor
DEPARTMENT OF REAL ESTATE
P.O. Box 187005
Sacramento, CA 95818-7005

116) 227-0813

September 11, 2000

«FIRST» «LAST»
«ATTENTION_LINE»
«ADDRI1»

«ADDR2»

«CITY», «STATE» «ZIP»

RE: PUBLIC REPORT AMENDMENT
DRE File No.: «FILE_NUMBER»-«DOCU_MENT NUMBER»
Subdivision Name: «NAME» _
Public Report Issuance Date: «<START_DATE»

Dear Sir or Madam:

The above referenced subdivision may be located in an area included on a map titled “ Areas
More Likely to Contain Natural Occurrences of Asbestos in Western El Dorado County,
California”, released by the California Department of Conservation, Division of Mines and
Geology, dated March 2000 (El Dorado Map). Pockets in various portions of El Dorado
County have been identified to likely contain natural occurrences of asbestos. You may
obtain more information regarding the map and accompanying report by contacting the
Department of Conservation. Division of Mines and Geology, 801 K Street, Room 1400,
Sacramento, California, 95814. (916) 445-5716, or their web site at www.consrv.ca.gov.

Naturally occurring asbestos may pose a health hazard to those exposed to ambient asbestos
fibers. Such fibers may be found in serpentine rock used as a surface material for unpaved
roads. The California Air Resources Board has advised that asbestos emissions can occur
when asbestos-containing rocks are crushed or broken, such as occurs when vehicles pass
over unpaved roads or parking lots, or during construction activities.

Therefore, due to the concern regarding potential health risks resulting from naturally
occurring asbestos, the Department of Real Estate intends to issue a “ no-fee” amendment to
the referenced public report in order to disclose the likelihood that natural occurrences of
asbestos may be present in rock materials located on or in the vicinity of the referenced
subdivision and that related potential health risks may exist. However, an amended public
report will not be necessary under certain circumstances.

If any one of the conditions listed below applies to the referenced subdivision. please check
the applicable box, sign as indicated and return this entire letter to my attention at the address
indicated above, or via FAX at (916) 227-0842, no later than October 13, 2000. Unless a
response is received by that date, an amended public report will be issued which will
supercede the current public report. Please advise if you prefer to arrange to pick-up the
amended report from our Sacramento office; otherwise. the report will be mailed to the above
address.

If you have any questions, you may contact me directly at the above phone number and
address. '

D-1
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September 11, 2000

Page 2

Sincerely,

THOMAS R. HENSLEY
Assistant Commissioner
Subdivisions

An amendment to Public Report File No. «<FILE_NUMBER»-«DOCU_MENT NUMBERb» is
not necessary as the condition indicated below applies to the referenced subdivision:

O 1. The subdivision is not covered by the El Dorado Map.

O 2. The subdivision is located in the area identified on the El Dorado Map as “ Areas That
Probably Do Not Contain Asbestos”.

O 3. The public report requirement is no longer applicable as all lots in the subdivision
have been sold.

O 4. The public report has expired.

O 5. Geologic testing has been conducted on the property and it was determined that the
subdivision does not contain natural occurrences of asbestos.

O 6. The public report already includes a disclosure regarding the possibility of natural
occurrences of asbestos and that related potential health risks may exist.

Signature of Subdivider Date

Printed Name of Subdivider Capacity

Name of Corporation, LLC, Partnership, etc.

If the subdivider is a corporation, limited liability company (LLC), partnership, etc., the
individual signing must stipulate the capacity of the signer and an authorization to sign must
be submitted.




PUBLIC REPORT LANGUAGE - NATURALLY OCCURRING ASBESTOS

Use the following if subdivider indicates that naturally occurring asbestos may be
found in or near the subdivision:

The subdivider has advised that natural occurrences of asbestos-containing rock
may be found in or near this subdivision. Naturally occurring asbestos may pose a
health hazard to those exposed to ambient asbestos fibers. Such fibers may be
found in serpentine rock used as a surface material for unpaved roads. The
California Air Resources Board has advised that asbestos emissions can occur
when asbestos-containing rocks are crushed or broken, such as occurs when
vehicles pass over unpaved roads or parking lots, or during construction activities.

General information on emissions and health impacts from naturally occurring
asbestos can be obtained from the Air Resources Board web site at
“www.arb.ca.gov/toxics/asbestos”. To obtain specific information on your lot.
you may wish to contact the subdivider or consult with an appropriate expert who
can identify and test any exposed asbestos-containing rock that may either exist
on the property or within its vicinity to determine whether it will present a health
risk.

Use the following if subdivider does not provide evidence that geologic testing
results concluded that NO naturally occurring asbestos containing materials may
be found in or near the subdivision and the subdivision is included on El Dorado
County map:

This subdivision is in an area included on a map titled "Areas More Likely to
Contain Natural Occurrences of Asbestos in Western El Dorado County.
California”, released by the California Department of Conservation. Division of
Mines and Geology, dated March 2000. You may obtain more information
regarding the map and accompanying report by contacting the Department of
Conservation, Division of Mines and Geology, 801 K Street, Room 1400.
Sacramento, California, 95814, (916) 445-5716, or their web site at
WWW.CONSIV.ca.gov.

Naturally occurring asbestos may pose a health hazard to those exposed to
ambient asbestos fibers. Such fibers may be found in serpentine rock used as a
surface material for unpaved roads. The California Air Resources Board has
advised that asbestos emissions can occur when asbestos-containing rocks are
crushed or broken, such as occurs when vehicles pass over unpaved roads or
parking lots, or during construction activities.

General information on emissions and health impacts from naturally occurring
asbestos can be obtained from the Air Resources Board web site at
www.arb.ca.gov/toxics/asbestos. For specific information, you should consult

09/11/00
12:55 PM D-3
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with an appropriate expert who can identify and test any exposed asbestos-
containing rock that may either exist on the property or within its vicinity to
determine whether it will present a health risk.

09/11/00
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California Home

Welcome to California

- Partnership
Requests for
ngosalsvl

Governor's Office of Planning and Research

MEMORANDUM

Governor's Office of Planning and Research
State Clearinghouse

Date: October 26, 2000

To: All CEQA Lead Agencies

From: Terry Roberts, Senior Planner
Governor's Office of Planning and Research

Re: Addressing Naturally Occurring Asbestos in CEQA

History Documents
Contacts
i‘a’CIearlnghouse 1. Purpose

. Cl’-:@Anet Database

,,,,,

,aevvtew ,

Federal Grant

- Review
Annnuncements&

General Plan
‘Extensions
LAFCO
Refarm
char.sltes of
interest to
Planners

Publications o
General Planning
Publications

o Planner's

Training Series

This advisory memorandum provides guidance to
Lead Agencies to analyze the impacts of naturally
occurring asbestos (NOA) on the environment through
the California Environmental Quality Act (CEQA)
review process.

2. Background

What it is:
Asbestos is a term used for several types of naturally
occurring fibrous minerals that are a human health
Pianning hazard when airborne. The most common type of
Assistance asbestos is chrysotile, but other types such as
California tremolite and actinolite are also found in California.
Planners’ Asbestos is classified as a known human carcinogen E-
Information by state, federal, and international agencies and was fo
tw identified as a toxic air contaminant by the California q
Air Resources Board (CARB) in 1986. All types of a
Flanning asbestos are hazardous and may cause lung disease re
~ Assistance and cancer. in

- . . P
Serpentinite may contain chrysotile asbestos, y

especially near fault zones. Ultramafic rock, a rock re
closely related to serpentinite, may also contain si
asbestos minerals. Asbestos can also be associated s

with other rock types in California, though much less W
frequently than serpentinite and/or ultramafic rock. q

However, the information available at this time is

insufficient to allow such occurrences to be mapped 9
on a regional or statewide basis.

o

Where it is found:

Serpentinite and/or ultramafic rock are known to be

E-1


http://www.opr.ca.gov/clearinghouse/asbestos.shtml

Governor's Office of Planning and ...curring Asbestos in CEQA Documents wysiwyg://10/http://www.opr.ca.gov/clearinghouse/asbestos.shtm]

present in 44 of California's 58 counties. These rocks

are particularly abundant in the counties of the Sierra
Nevada foothills, the Klamath Mountains, and Coast
Ranges. These counties are identified in the attached

list (Attachment 1). A map of ultramafic and

serpentinite rock areas of the state that may contain

NOA can be accessed at
hitp://www.consrv.ca.gov/dmg/minerals/ultramafic/index.htm.
The map also contains definitions for asbestos, e
serpentine, serpentinite, and ultramafic rock. More

detailed quadrangle maps indicating ultramafic rock

units in California may be obtained from the

Department of Conservation (DOC), Division of Mines

and Geology. It should be noted that these geologic

maps are generalized depictions of the presence and
distribution of rock types for given areas.

Consequently, they may not show all potential

occurrences of NOA within the areas they cover.

Training Series .. ...
E Technical

3. The Issue

Although NOA is present in many counties in
California, many Lead Agencies are not aware of the
environmental effects of NOA or how to analyze and
mitigate them in the planning process.

Asbestos can be released from serpentinite and
ultramafic rocks when the rock is broken or crushed.
At the point of release, the asbestos fibers may
become airborne, causing air quality and human
health hazards. These rocks have been commonly
used for unpaved gravel roads, landscaping, fill
projects and other improvement projects in some
localities. Asbestos may be released to the
atmosphere due to vehicular traffic on unpaved roads,
during grading for development projects, and at quarry
operations. All of these activities may have the effect
of releasing potentially harmful asbestos into the air.
Natural weathering and erosion processes can act on
asbestos bearing rock and make it easier for asbestos
fibers to become airborne if such rock is disturbed.

4. Regulations

Under current regulations, serpentinite and
asbestos-bearing ultramafic rock materials used for
surfacing applications subjected to vehicular,
pedestrian, or non-pedestrian use, such as cycling
and horse-back riding, may not contain more than 5%
asbestos under the Asbestos Airborne Toxic Control
Measure (ATCM) adopted by the CARB in 1990. In
July 2000, the CARB amended this ATCM whereby
the allowable asbestos content was lowered to less
than 0.25% for surfacing applications. This regulation
will be effective in the spring of 2001. In addition, the
amended rule prohibits the use of surfacing material
from ultramafic rock units identified on specific
geological maps developed by the DOC, unless
testing of the material demonstrates that it is below the
0.25% asbestos content limit (below currently
detectable limits). Some limited exemptions are
contained in the rule with the requirement that

E-2
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applications for the exemptions be filed with the air
pollution control or air quality management districts.
The specific geological maps can be purchased
through the DOC at the address listed in Section VI of
this memo. More information about the CARB's ATCM
can be obtained through the CARB web site, or by
contacting them directly at the address listed in
Section V! of this memo.

The CARB is evaluating the need for a regulation to
minimize NOA through the application of best
management practices for fugitive dust from
construction, grading and quarrying operation in areas
of NOA. The CARB staff is tentatively scheduled to
present this regulation for its Board's consideration in
Spring 2001.

5. Addressing the NOA Issue through CEQA Review

NOA is an environmental issue appropriate for
analysis and review under CEQA.

Why CEQA?

The CEQA process provides an opportunity for Lead
Agencies to identify whether serpentinite or ultramafic
rocks will be disturbed by the proposed project and to
investigate ways to avoid, control, or otherwise
mitigate the impacts of NOA. In addition, CEQA gives
Lead Agencies the authority to require mitigation
measures as a condition of the approval of a proposed
project. NOA analysis can be logically included in the
typical impact analysis for air quality, human health,
and geology and soils.

CEQA requires that Lead Agencies evaluate the
effects of proposed projects on the environment,
including public health and safety impacts such as
those resulting from the release of NOA by project
activities. CEQA Guidelines Section 15126.2
specifically states:

“In assessing the impact of a proposed project on the
environment, the Lead Agency should normally limit its
examination to changes in the existing physical
conditions in the affected area as they exist at the time
the notice of preparation is published, or where no
notice of preparation is published, at the time
environmental analysis is commenced. Direct and
indirect significant effects of the project on the
environment shall be clearly identified and described,
giving due consideration to both the short-term and
long-term effects. The discussion should include
relevant specifics of the area, the resources involved,
physical changes, alterations to ecological systems,
and changes induced by population distribution,
population concentration, the human use of land
(including commercial and residential development),
health and safety problems caused by physical
changes (emphasis added), and other aspects of the
resource base such as water, historical resources,
scenic quality and public services."

E-3
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The CEQA process enables early identification of NOA
and its associated environmental impacts. This
encourages better decision-making by Lead Agencies
and strengthens the Lead Agency's ability to protect
the public health and welfare. The Lead Agency also
benefits from greater protection against legal
challenges to the adequacy of the CEQA document, if
the NOA impacts and mitigation measures are clearly
addressed.

How to Address the NOA Issue in a CEQA
Document:

The Lead Agency should address the possibility of
human exposure to NOA in the CEQA document for a
proposed project. The Lead Agency should identify the
nature and extent of exposure to NOA based on the
project location and type of development that is being
proposed. Even if the presence of NOA is not
indicated or suggested by available state maps, it
should still be addressed within the CEQA document if
NOA is otherwise known to occur in an area.

Analysis of the NOA issue can be incorporated into
the CEQA document's sections on air quality, geology
and soils, and/or human health, depending on the
nature of the project. Thresholds of significance
should be developed to determine if the impacts from
NOA are significant.

Jurisdictions that are known to have large amounts of
NOA may want to develop standardized mitigation
measures when those thresholds are reached. The
CARB has developed a list of mitigation measures that
can reduce emissions during the design, construction,
and operation phases of projects. These measures
are listed in the attached table (Attachment 2). As
mentioned earlier, the CARB staff is evaluating a
regulation to minimize NOA emissions from
construction, grading, and quarrying operations
through the use of best management practices,
including those in Attachment 2. Check with the CARB
for any updates to these dust mitigation options by
checking its web site at
http://www.arb.ca.gov/toxics/asbestos.htm, or by
contacting them directly at the address listed in
Section VI. If a Lead Agency considers these
mitigation measures to be inadequate, they may
develop alternative mitigation measures and/or
propose project alternatives.

6. For More Information

The CARB and the DOC have done considerable
research on NOA. The DOC is currently developing
guidelines for geologic investigations of sites where
NOA may be present. The DOC has recently
completed several maps related to NOA in California,
but such specialized maps are unavailable for most of
the state at this time. In their absence, DOC can
provide information on the availability and use of

E-4


http://www.arb.ca.gov/toxics/asbestos.htm

Governor's Office of Planning and ...curring Asbestos in CEQA Documents wysiwyg://10/http://www.opr.ca.gov/clearinghouse/asbestos.shtml

existing geologic and soil maps to identify areas in
California with the potential for NOA. The following
links are provided for access to additional information
on NOA.

California Air Resources Board
. California Department of Conservation

For more information and technical assistance in addressing this
issue in your CEQA documents, please contact:

State Clearinghouse

Office of Planning and Research
1400 Tenth Street, Room 222

P.O. Box 3044

Sacramento, CA 95812-3044
Telephone (916) 445-0613

Web site: www.opr.ca.gov

E-Mail: state.clearinghouse@opr.ca.gov

California Air Resources Board (CARB)
Public Information Office

P.O. Box 2815

Sacramento, CA 95812

Telephone: 916-322-2990

Web site: www.arb.ca.gov

California Department of Conservation (DOC)
Division of Mines and Geology

Map Information

801 K Street MS 14-34

Sacramento, CA 95814-3532

Telephone: (916) 445-5716

Web site: www.consrv.ca.gov

Back to Top of Page

© 2000 State of California. Gray Davis, Governor. Conditions of Use Privacy P
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Appendix F. Glossary

Adequately Wetted: Means sufficiently moistened with water to minimize the
release of particulate matter into the ambient air as
determined by the test method(s) in subsection (g)(5) of the

proposed ATCM.
Airborne Toxic Section 39655 of the Health and Safety Code, defines an
Control Measure: “Airborne Toxic Control Measure” means either of the
following:

1) Recommended methods, and, where appropriate, a range
of methods, that reduce, avoid, or eliminate the emissions of a
toxic air contaminant. Airborne toxic control measures
include, but are not limited to, emission limitations, control
technologies, the use of operational and maintenance
conditions, closed system engineering, design equipment, or
work practice standards, and the reduction, avoidance, or
elimination of emissions through process changes,
substitution of materials, or other modifications.

2) Emission standards adopted by the U.S. Environmental
Protection Agency pursuant to section 112 of the federal act
(42 U.S.C. Sec. 7412).

Asbestos: Means asbestiforms of the following minerals: chrysotile
(fibrous serpentine), crocidolite (fibrous riebeckite), amosite
(fibrous cummingtonite--grunerite), fibrous tremolite, fibrous
actinolite, and fibrous anthophyllite.

Asbestos Dust Means a detailed written document specifying measures that
Mitigation Plan: would be implemented to minimize the emissions of
asbestos-laden dust.

Construction/Grading Mean any surface disturbance conducted with powered

Operation: equipment or any related activity, including, but not limited to,
all surface and subsurface cuts and fills, excavation,
trenching, stockpiling, bulldozing, and landfills.

Geologic Evaluation: Means an evaluation of a property to determine the presence
of various types of rocks, including ultramafic rock,
serpentinite, or other metamorphic derivatives of ultramafic
rock.



Hazardous Air
Pollutant (HAP):

Naturally-Occurring
Asbestos:

Quarrying:

Registered Geologist:

Sand and Gravel
Operation:

Scientific Review
Panel on Toxic Air
Contaminants (SRP):

Serpentine:

Serpentinite:

Surface Mining:

Means a substance that the U.S. Environmental Protection
Agency has listed in, or pursuant to, section 112 subsection
(b) of the federal Clean Air Act Amendments of 1990

(42 U.S. Code, section 7412(b)).

Means asbestos that has not been processed in an asbestos
mill.

Means the act of obtaining stone from the earth by means of
cutting, digging, excavating, or blasting and includes
processes used to convert the excavated material into
commercial products.

Means an individual that is currently licensed as a geologist
with the State of California, Department of Consumer Affairs,
Board of Geology and Geophysicists.

Means any facility operating in alluvial deposits.

A nine-member panel appointed to advise the Air Resources
Board and the Department of Pesticide Regulation in their
evaluation of the adverse health effects toxicity of substances
being evaluated as Toxic Air Contaminants.

Means any form of the following hydrous magnesium silicate
minerals: antigorite, lizardite, and chrysotile.

Means a rock consisting almost entirely of serpentine,
although small amounts of other minerals such as magnetite,
chromite, talc, brucite, and tremolite-actinolite may also be
present. "Serpentinite" is a metamorphic derivative of the
ultramafic rocks, peridotite, pyroxenite, or dunite.

Means all, or any part of, the process involved in the mining of
minerals on mined lands by removing overburden and mining
directly from the mineral deposit, open-pit mining of minerals
naturally exposed, mining by the auger method, dredging and
guarrying, or surface work incident to an underground mine.
"Surface mining" includes, but is not limited to, in place
distillation or retorting or leaching, the production and
disposal of mining waste, prospecting and exploratory
activities or any activity subject to regulation under the
Surface Mining and Reclamation Act of 1975, Public
Resources Code section 2700 et seq.



Toxic Air
Contaminant (TAC):

Track-out or Carry out:

Ultramafic Rock:

Visible Emissions:

Section 39655 of the Health and Safety Code, defines a TAC
as an air pollutant which may cause or contribute to an
increase in mortality or an increase in serious illness, or which
may pose a present or potential hazard to human health. A
substance that is listed as a hazardous air pollutant pursuant
to subsection (b) of section 112 of the federal act

(42 U.S.C. Sec. 7412(b)) is a TAC. TACs that are pesticides
are regulated in their pesticidal use by the Department of
Pesticide Regulation.

Means any and all bulk material that adheres to and
agglomerates on the exterior surfaces of motor vehicles, haul
trucks, and/or equipment, including tires, and that has fallen
or been deposited onto a paved public roadway.

Means an igneous rock composed of 90 percent or greater of
one or a combination of the following iron/magnesium-rich,
dark-colored silicate minerals: olivine, pyroxene, or more
rarely amphibole. For the purposes of this section, "ultramafic
rock" includes the following rock types: dunite, pyroxenite,
and peridotite; and their metamorphic derivatives.

Means any particulate mater that is visually detectable without
the aid of instruments other than corrective lenses.



AB
AHERA
ARB
APCD
APCO
AQMD
ATCM
AWPR
BACT
Board
Cal/lEPA
Caltrans
Cal/lOSHA
CAPCOA
CEQA
DHS
Districts
DOC
DOF
DTSC
GURU
HAP
H&SC
MDL
MSHA
NESHAP
OEHHA
OSHA
PMio
SB

SRP
TAC
TSCA
TSP
U.S. EPA
USGS

Acronyms

Assembly Bill

Asbestos Hazardous Emergency Response Act

Air Resources Board

Air Pollution Control District

Air Pollution Control Officer

Air Quality Management District

Airborne Toxic Control Measure

Asbestos Worker Protection Regulation

Best Available Control Technology

Air Resources Board

California Environmental Protection Agency
California Department of Transportation

California Occupational Safety and Health Act
California Air Pollution Control Officers Association
California Environmental Quality Act

California Department of Health Services

Local Air Pollution Control and Air Quality Management Districts
Department of Conservation, Division of Mines and Geology
California Department of Finance

California Department of Toxics Substances Control
Geographic Ultramafic Rock Unit

Hazardous Air Pollutant

Health and Safety Code

Minimum Detection Limit

Mine Safety and Health Administration

National Emissions Standards for Hazardous Air Pollutant
Office of Environmental Health Hazard Assessment
Occupational Safety and Health Administration
Particulate Matter Ten Microns or Less

Senate Bill

Scientific Review Panel on Toxic Air Contaminants
Toxic Air Contaminant

Toxic Substances Control Act of 1976

Total Suspended Particles

United States Environmental Protection Agency

U.S Geological Survey



